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1. ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT 2. EXISTING USE:  MANUFACTURING, WAREHOUSE EXISTING USE:  MANUFACTURING, WAREHOUSE PROPOSED USES:  OFFICE & RETAIL WITH OUTDOOR RECREATION AREA 3. AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: REQUIRED TMP 2-61-292 TMP 2-65-020 TMP 2-61-292 TMP 2-65-020 TMP 2-65-020 IMPERIAL COURT STATE ROAD STATE ROAD EXIST. PROP. EXIST. PROP. PROP. EXIST. PROP. EXIST. PROP. PROP. A. MINI. LOT AREA: 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf MINI. LOT AREA: 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf 283,477sf 283,477sf 836,090sf 836,090sf 283,477sf 836,090sf 836,090sf 836,090sf 836,090sf 836,090sf B. MIN. LOT WIDTH: 75 FT 661.6ft 661.6ft 421.6ft 421.6ft MIN. LOT WIDTH: 75 FT 661.6ft 661.6ft 421.6ft 421.6ft 75 FT 661.6ft 661.6ft 421.6ft 421.6ft 661.6ft 661.6ft 421.6ft 421.6ft 661.6ft 421.6ft 421.6ft 421.6ft 421.6ft 421.6ft C. MAX. IMPERVIOUS COVERAGE: 55 % 81.2%† 86.8%* 74.6%† 79.8%** MAX. IMPERVIOUS COVERAGE: 55 % 81.2%† 86.8%* 74.6%† 79.8%** 55 % 81.2%† 86.8%* 74.6%† 79.8%** 81.2%† 86.8%* 74.6%† 79.8%** 86.8%* 74.6%† 79.8%** %† 79.8%** 79.8%** 232,433sf 246,212sf 623,546sf 667,119sf 246,212sf 623,546sf 667,119sf 623,546sf 667,119sf 667,119sf D. MAX. BUILDING COVERAGE: 35 % 31.7% 31.7% 12.9% 12.9% MAX. BUILDING COVERAGE: 35 % 31.7% 31.7% 12.9% 12.9% 35 % 31.7% 31.7% 12.9% 12.9% 31.7% 31.7% 12.9% 12.9% 31.7% 12.9% 12.9% 12.9% 12.9% 12.9% 89,780sf 89,780sf 108,022sf 108,022sf 89,780sf 108,022sf 108,022sf 108,022sf 108,022sf 108,022sf E. MAX. BUILDING HEIGHT: 40 FT < 40' < 40' < 40' < 40' MAX. BUILDING HEIGHT: 40 FT < 40' < 40' < 40' < 40' 40 FT < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' F. YARD SETBACK: FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) YARD SETBACK: FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) 144.2' 144.2' 227.2' 227.2' (BLDG 1) 144.2' 227.2' 227.2' (BLDG 1) 227.2' 227.2' (BLDG 1) 227.2' (BLDG 1) (BLDG 1) 990.1' 990.1' (BLDG 2) 990.1' (BLDG 2) (BLDG 2) REAR 30 FT 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 30 FT 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 121.7' 1774.2' 1774.2' (BLDG 1) 1774.2' 1774.2' (BLDG 1) 1774.2' (BLDG 1) (BLDG 1) 298.9' 298.9' (BLDG 2) 298.9' (BLDG 2) (BLDG 2) SIDE 20 FT 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 20 FT 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 53'/60' 23'/53' 23'/53' (BLDG 1) 23'/53' 23'/53' (BLDG 1) 23'/53' (BLDG 1) (BLDG 1) 11'/248' 11'/248' (BLDG 2)* 11'/248' (BLDG 2)* (BLDG 2)* 4. PARKING REQUIREMENTS FOR TMP 2-65-020 REDEVELOPMENT: PARKING REQUIREMENTS FOR TMP 2-65-020 REDEVELOPMENT: OFFICE: 2 PER 1000 SF 24,000 SF 48 SP 24,000 SF 48 SP 48 SP RETAIL: 3 PER 1000 SF 18,000 SF 54 SP 18,000 SF 54 SP 54 SP RECREATION: 5 PER 1000 SF 16,200 SF 81 SP = TOTAL 183 SP 16,200 SF 81 SP = TOTAL 183 SP 81 SP = TOTAL 183 SP = TOTAL 183 SP 183 SP SHARE FACTOR DIVIDE BY 1.2 153 SP REQUIRED 153 SP REQUIRED PARKING SPACES PROVIDED: 179 SPACES 179 SPACES * EXISTING NON-CONFORMITY. ** EXISTING IMPERVIOUS COVER, INCLUDING AREAS ADDED SINCE 2005, IS 671,711sf.  PROPOSED SITE IMPROVEMENTS WILL REDUCE THE IMPERVIOUS COVER BY APPROXIMATELY 4500sf FROM THE CURRENT STATE. ASSUMES IMPERVIOUS COVER PER 2005 AERIAL PHOTOGRAPH.  EXISTING NON-CONFORMITY.
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1. THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY PERFORMED BY GILMORE & ASSOCIATES INC. IN APRIL & MAY OF 2019. 2. THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION CONTAINED IN THE CURRENT TITLE TRANSFER DEED OF THE SUBJECT PROPERTY ONLY.  NO TITLE RESEARCH WAS PERFORMED IN PREPARATION OF THIS PLAN.  EASEMENTS, RESTRICTIONS AND/OR COVENANTS MAY APPLY. A. SEE LIST OF REFERENCE PLANS. SEE LIST OF REFERENCE PLANS. 3. VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM (GPS) WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 4. HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED UTILIZING GLOBAL POSITIONING SYSTEM (GPS), WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 5. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. 6. THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE FLOOD INSURANCE RATE MAP FOR BUCKS COUNTY, PA MAP NO. 42017C0504 K, EFFECTIVE DATE MARCH 21, 2017, PREPARED BY THE FEDERAL EMERGENCY MANAGEMENT AGENCY. 7. NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED BETWEEN A VERTICAL PLANE TWO FEET ABOVE STREET LEVEL AND A PLANE SEVEN FEET ABOVE STREET LEVEL SO AS TO INTERFERE WITH TRAFFIC VISIBILITY WITHIN THE CLEAR SIGHT SHOWN AT THE DRIVEWAY ENTRANCE. 8. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES RELATED TO THIS PROJECT ARE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE OSHA (OCCUPATIONAL SAFETY & HEALTH ADMINISTRATION) STANDARDS. 9. THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  ALL CONSTRUCTION WASTE SHALL BE DISPOSED OF IN ACCORDANCE WITH LOCAL, STATE & FEDERAL REGULATIONS. 10. THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE PROPERTY OWNER IN PERPETUITY.  THE PROPERTY OWNER SHALL PROVIDE A BLANKET STORMWATER ACCESS EASEMENT TO THE TOWNSHIP FOR THE PURPOSE OF ACCESS TO THE FACILITIES ON AN ANNUAL BASIS.  ALL COSTS & EXPENSES ASSOCIATED WITH SAID INSPECTION SHALL BE PAID TO THE TOWNSHIP BY THE OWNER IN PERPETUITY.  IF, IN THE JUDGEMENT OF THE TOWNSHIP ENGINEER, THE OWNER HAS FAILED TO MAINTAIN THE SWM FACILITIES IN SUCH A MANNER AS TO ENSURE THEIR PROPER FUNCTIONING, THE TOWNSHIP AFTER PROVIDING A WRITTEN NOTICE, SHALL HAVE THE RIGHT TO ENTER UPON THE LANDS OF THE OWNER & TO MAKE ANY REPAIRS AS MAY BE NECESSARY TO THE FACILITIES TO ENSURE THAT SUCH FACILITIES FUNCTION & PERFORM IN ACCORDANCE WITH THE DESIGN SPECIFICATIONS.  ANY & ALL COSTS INCURRED BY THE TOWNSHIP FOR SUCH REPAIRS AND/OR MAINTENANCE SHALL BE PAID IN FULL BY OWNER.  A LIEN OR LIENS MAY BE PLACED AGAINST THE PROPERTY IF THE OWNER FAILS TO REMIT PAYMENT WITHIN SIXTY (60) DAYS. 11. THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & PERPETUAL PART OF THE STORM DRAINAGE SYSTEM, & AS SUCH TO BE PROTECTED & PRESERVED IN ACCORDANCE WITH THE APPROVED FINAL PLANS BY THE OWNER TO WHICH THESE STRUCTURES ARE LOCATED WITHIN.  THE TOWNSHIP AND/OR ITS AGENTS RESERVE THE RIGHT TO ENTER THE SITE FOR THE PURPOSE OF INSPECTION OF THESE FACILITIES TO VERIFY THE DESIGN INTEGRITY IS BEING MAINTAINED BY THE OWNER. 12. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL.THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL.
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1. ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT 2. EXISTING USE: MANUFACTURING, WAREHOUSE EXISTING USE: MANUFACTURING, WAREHOUSE MANUFACTURING, WAREHOUSE PROPOSED USES: FRONT BUILDING: OFFICE & RETAIL WITH OUTDOOR RECREATION AREA FRONT BUILDING: OFFICE & RETAIL WITH OUTDOOR RECREATION AREA REAR BUILDING: MANUFACTURING, WAREHOUSE (UNCHANGED)  MANUFACTURING, WAREHOUSE (UNCHANGED)  3. AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: REQUIRED EXISTING PROPOSED EXISTING PROPOSED PROPOSED A. MINI. LOT AREA: 20,000 SF 836,090 sf 836,090 sf MINI. LOT AREA: 20,000 SF 836,090 sf 836,090 sf 20,000 SF 836,090 sf 836,090 sf 836,090 sf 836,090 sf 836,090 sf B. MIN. LOT WIDTH: 75 FT 421.6ft 421.6ft MIN. LOT WIDTH: 75 FT 421.6ft 421.6ft 75 FT 421.6ft 421.6ft 421.6ft 421.6ft 421.6ft C. MAX. IMPERVIOUS COVERAGE: 55 % 74.6%† 79.8%** MAX. IMPERVIOUS COVERAGE: 55 % 74.6%† 79.8%** 55 % 74.6%† 79.8%** %† 79.8%** 79.8%** 623,546 sf 667,119 sf 667,119 sf D. MAX. BUILDING COVERAGE: 35 % 12.9% 12.9% MAX. BUILDING COVERAGE: 35 % 12.9% 12.9% 35 % 12.9% 12.9% 12.9% 12.9% 12.9% 108,022 sf 108,022 sf 108,022 sf E. MAX. BUILDING HEIGHT: 40 FT < 40 FT < 40 FT MAX. BUILDING HEIGHT: 40 FT < 40 FT < 40 FT 40 FT < 40 FT < 40 FT < 40 FT < 40 FT < 40 FT F. YARD SETBACK: FRONT 75 FT 227.2 FT 227.2 FT (BLDG 1) YARD SETBACK: FRONT 75 FT 227.2 FT 227.2 FT (BLDG 1) FRONT 75 FT 227.2 FT 227.2 FT (BLDG 1) 75 FT 227.2 FT 227.2 FT (BLDG 1) 227.2 FT 227.2 FT (BLDG 1) 227.2 FT (BLDG 1) (BLDG 1) 990.1 FT 990.1 FT (BLDG 2) 990.1 FT (BLDG 2) (BLDG 2) REAR 30 FT 1774.2 FT 1774.2 FT (BLDG 1) 30 FT 1774.2 FT 1774.2 FT (BLDG 1) 1774.2 FT 1774.2 FT (BLDG 1) 1774.2 FT (BLDG 1) (BLDG 1) 298.9 FT 298.9 FT (BLDG 2) 298.9 FT (BLDG 2) (BLDG 2) SIDE 20 FT 22.8'/53.3' 22.8'/53.3' (BLDG 1) 20 FT 22.8'/53.3' 22.8'/53.3' (BLDG 1) 22.8'/53.3' 22.8'/53.3' (BLDG 1) 22.8'/53.3' (BLDG 1) (BLDG 1) 11.2'/248.5' 11.2'/248.5' (BLDG 2)* 11.2'/248.5' (BLDG 2)* (BLDG 2)* 4. PARKING REQUIREMENTS FOR BUILDING 1 REDEVELOPMENT: PARKING REQUIREMENTS FOR BUILDING 1 REDEVELOPMENT: OFFICE: 2 PER 1000 SF 24,000 SF 48 SP 24,000 SF 48 SP 48 SP RETAIL: 3 PER 1000 SF 18,000 SF 54 SP 18,000 SF 54 SP 54 SP RECREATION: 5 PER 1000 SF 16,200 SF 81 SP = TOTAL 183 SP 16,200 SF 81 SP = TOTAL 183 SP 81 SP = TOTAL 183 SP = TOTAL 183 SP 183 SP SHARE FACTOR DIVIDE BY 1.2 153 SP REQUIRED 153 SP REQUIRED PARKING SPACES PROVIDED: 179 SPACES 179 SPACES * EXISTING NON-CONFORMITY. ** EXISTING IMPERVIOUS COVER, INCLUDING AREAS ADDED SINCE 2005, IS 671,711sf.  PROPOSED SITE IMPROVEMENTS WILL REDUCE THE IMPERVIOUS COVER BY APPROXIMATELY 4500sf FROM THE CURRENT STATE.  ASSUMES IMPERVIOUS COVER PER 2005 AERIAL PHOTOGRAPH.  EXISTING NON-CONFORMITY.
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1. THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY PERFORMED BY GILMORE & ASSOCIATES INC. IN APRIL & MAY OF 2019. 2. THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION CONTAINED IN THE CURRENT TITLE TRANSFER DEED OF THE SUBJECT PROPERTY ONLY.  NO TITLE RESEARCH WAS PERFORMED IN PREPARATION OF THIS PLAN.  EASEMENTS, RESTRICTIONS AND/OR COVENANTS MAY APPLY. A. SEE LIST OF REFERENCE PLANS. SEE LIST OF REFERENCE PLANS. 3. VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM (GPS) WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 4. HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED UTILIZING GLOBAL POSITIONING SYSTEM (GPS), WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 5. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. 6. THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE FLOOD INSURANCE RATE MAP FOR BUCKS COUNTY, PA MAP NO. 42017C0504 K, EFFECTIVE DATE MARCH 21, 2017, PREPARED BY THE FEDERAL EMERGENCY MANAGEMENT AGENCY. 7. NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED BETWEEN A VERTICAL PLANE TWO FEET ABOVE STREET LEVEL AND A PLANE SEVEN FEET ABOVE STREET LEVEL SO AS TO INTERFERE WITH TRAFFIC VISIBILITY WITHIN THE CLEAR SIGHT SHOWN AT THE DRIVEWAY ENTRANCE. 8. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES RELATED TO THIS PROJECT ARE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE OSHA (OCCUPATIONAL SAFETY & HEALTH ADMINISTRATION) STANDARDS. 9. THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  ALL CONSTRUCTION WASTE SHALL BE DISPOSED OF IN ACCORDANCE WITH LOCAL, STATE & FEDERAL REGULATIONS. 10. THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE PROPERTY OWNER IN PERPETUITY.  THE PROPERTY OWNER SHALL PROVIDE A BLANKET STORMWATER ACCESS EASEMENT TO THE TOWNSHIP FOR THE PURPOSE OF ACCESS TO THE FACILITIES ON AN ANNUAL BASIS.  ALL COSTS & EXPENSES ASSOCIATED WITH SAID INSPECTION SHALL BE PAID TO THE TOWNSHIP BY THE OWNER IN PERPETUITY.  IF, IN THE JUDGEMENT OF THE TOWNSHIP ENGINEER, THE OWNER HAS FAILED TO MAINTAIN THE SWM FACILITIES IN SUCH A MANNER AS TO ENSURE THEIR PROPER FUNCTIONING, THE TOWNSHIP AFTER PROVIDING A WRITTEN NOTICE, SHALL HAVE THE RIGHT TO ENTER UPON THE LANDS OF THE OWNER & TO MAKE ANY REPAIRS AS MAY BE NECESSARY TO THE FACILITIES TO ENSURE THAT SUCH FACILITIES FUNCTION & PERFORM IN ACCORDANCE WITH THE DESIGN SPECIFICATIONS.  ANY & ALL COSTS INCURRED BY THE TOWNSHIP FOR SUCH REPAIRS AND/OR MAINTENANCE SHALL BE PAID IN FULL BY OWNER.  A LIEN OR LIENS MAY BE PLACED AGAINST THE PROPERTY IF THE OWNER FAILS TO REMIT PAYMENT WITHIN SIXTY (60) DAYS. 11. THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & PERPETUAL PART OF THE STORM DRAINAGE SYSTEM, & AS SUCH TO BE PROTECTED & PRESERVED IN ACCORDANCE WITH THE APPROVED FINAL PLANS BY THE OWNER TO WHICH THESE STRUCTURES ARE LOCATED WITHIN.  THE TOWNSHIP AND/OR ITS AGENTS RESERVE THE RIGHT TO ENTER THE SITE FOR THE PURPOSE OF INSPECTION OF THESE FACILITIES TO VERIFY THE DESIGN INTEGRITY IS BEING MAINTAINED BY THE OWNER. 12. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL. 
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REFERENCE PLANS: : 1. PLAN TITLED "BLOCK PLANS OF BENSALEM TOWNSHIP, SANITARY SEWER PLAN TITLED "BLOCK PLANS OF BENSALEM TOWNSHIP, SANITARY SEWER AND WATER DISTRIBUTION SYSTEM" LAST REVISED DECEMBER 1990, SHEET # 126 & 135, PREPARED BY CARROLL ENGINEERING CORPORATION OF WARMINSTER PA. 2. PLAN TITLED "42" PARALLEL FORCE MAIN, CONTRACT S-21C" DATED PLAN TITLED "42" PARALLEL FORCE MAIN, CONTRACT S-21C" DATED JANUARY 9, 1995, SHEET # 20 OF 26, PREPARED BY CARROLL ENGINEERING CORPORATION OF WARRINGTON PA. 3. AQUA PENNSYLVANIA GIS PLANS DATED NOVEMBER 13, 2017.  PROVIDED AQUA PENNSYLVANIA GIS PLANS DATED NOVEMBER 13, 2017.  PROVIDED BY AQUA PA PER PA ONE CALL REQUEST #20191073899. 4. PECO ENERGY COMPANY GAS TRANSMISSION AND DISTRIBUTION PECO ENERGY COMPANY GAS TRANSMISSION AND DISTRIBUTION DEPARTMENT PLANS.  PROVIDED BY PECO PA PER PA ONE CALL REQUEST #20191073899. 5. NOTICE OF FILING OF DECLARATION OF TAKING, DATED MARCH 1969, AND NOTICE OF FILING OF DECLARATION OF TAKING, DATED MARCH 1969, AND RECORDED AT THE BUCKS COUNTY RECORDER OF DEEDS IN DEED BOOK 1927 PAGE 338.   
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1. THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY PERFORMED BY GILMORE & ASSOCIATES INC. IN APRIL & MAY OF 2019. 2. THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION CONTAINED IN THE CURRENT TITLE TRANSFER DEED OF THE SUBJECT PROPERTY ONLY.  NO TITLE RESEARCH WAS PERFORMED IN PREPARATION OF THIS PLAN.  EASEMENTS, RESTRICTIONS AND/OR COVENANTS MAY APPLY. A. SEE LIST OF REFERENCE PLANS. SEE LIST OF REFERENCE PLANS. 3. VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM (GPS) WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 4. HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED UTILIZING GLOBAL POSITIONING SYSTEM (GPS), WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 5. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. 6. THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE FLOOD INSURANCE RATE MAP FOR BUCKS COUNTY, PA MAP NO. 42017C0504 K, EFFECTIVE DATE MARCH 21, 2017, PREPARED BY THE FEDERAL EMERGENCY MANAGEMENT AGENCY. 7. NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED BETWEEN A VERTICAL PLANE TWO FEET ABOVE STREET LEVEL AND A PLANE SEVEN FEET ABOVE STREET LEVEL SO AS TO INTERFERE WITH TRAFFIC VISIBILITY WITHIN THE CLEAR SIGHT SHOWN AT THE DRIVEWAY ENTRANCE. 8. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES RELATED TO THIS PROJECT ARE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE OSHA (OCCUPATIONAL SAFETY & HEALTH ADMINISTRATION) STANDARDS. 9. THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  ALL CONSTRUCTION WASTE SHALL BE DISPOSED OF IN ACCORDANCE WITH LOCAL, STATE & FEDERAL REGULATIONS. 10. THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE PROPERTY OWNER IN PERPETUITY.  THE PROPERTY OWNER SHALL PROVIDE A BLANKET STORMWATER ACCESS EASEMENT TO THE TOWNSHIP FOR THE PURPOSE OF ACCESS TO THE FACILITIES ON AN ANNUAL BASIS.  ALL COSTS & EXPENSES ASSOCIATED WITH SAID INSPECTION SHALL BE PAID TO THE TOWNSHIP BY THE OWNER IN PERPETUITY.  IF, IN THE JUDGEMENT OF THE TOWNSHIP ENGINEER, THE OWNER HAS FAILED TO MAINTAIN THE SWM FACILITIES IN SUCH A MANNER AS TO ENSURE THEIR PROPER FUNCTIONING, THE TOWNSHIP AFTER PROVIDING A WRITTEN NOTICE, SHALL HAVE THE RIGHT TO ENTER UPON THE LANDS OF THE OWNER & TO MAKE ANY REPAIRS AS MAY BE NECESSARY TO THE FACILITIES TO ENSURE THAT SUCH FACILITIES FUNCTION & PERFORM IN ACCORDANCE WITH THE DESIGN SPECIFICATIONS.  ANY & ALL COSTS INCURRED BY THE TOWNSHIP FOR SUCH REPAIRS AND/OR MAINTENANCE SHALL BE PAID IN FULL BY OWNER.  A LIEN OR LIENS MAY BE PLACED AGAINST THE PROPERTY IF THE OWNER FAILS TO REMIT PAYMENT WITHIN SIXTY (60) DAYS. 11. THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & PERPETUAL PART OF THE STORM DRAINAGE SYSTEM, & AS SUCH TO BE PROTECTED & PRESERVED IN ACCORDANCE WITH THE APPROVED FINAL PLANS BY THE OWNER TO WHICH THESE STRUCTURES ARE LOCATED WITHIN.  THE TOWNSHIP AND/OR ITS AGENTS RESERVE THE RIGHT TO ENTER THE SITE FOR THE PURPOSE OF INSPECTION OF THESE FACILITIES TO VERIFY THE DESIGN INTEGRITY IS BEING MAINTAINED BY THE OWNER. 12. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL. 
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1. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED, STABILIZED AND EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED, STABILIZED AND FUNCTIONAL PRIOR TO EARTH DISTURBANCE WITHIN THE TRIBUTARY AREA TO SAID E&S MEASURE. 2. GENERAL SITE CLEARING, GRUBBING, AND TOPSOIL STRIPPING SHALL NOT COMMENCE IN ANY GENERAL SITE CLEARING, GRUBBING, AND TOPSOIL STRIPPING SHALL NOT COMMENCE IN ANY STAGE OR PHASE OF THE PROJECT UNTIL THE E&S MEASURES SPECIFIED IN THE SEQUENCE FOR THAT STAGE/PHASE HAVE BEEN INSTALLED AND ARE FUNCTIONING AS INTENDED. 3. LOCAL ROADS ARE TO REMAIN FREE OF SEDIMENT AND CONSTRUCTION VEHICLES AND LOCAL ROADS ARE TO REMAIN FREE OF SEDIMENT AND CONSTRUCTION VEHICLES AND EQUIPMENT. 4. UPON COMPLETION OF AN EARTH DISTURBANCE ACTIVITY OR ANY STAGE OR PHASE OF AN UPON COMPLETION OF AN EARTH DISTURBANCE ACTIVITY OR ANY STAGE OR PHASE OF AN ACTIVITY, THE SITE SHALL BE IMMEDIATELY SEEDED, MULCHED OR OTHERWISE PROTECTED FROM ACCELERATED EROSION AND SEDIMENTATION AS PER SEEDING AND MULCHING SCHEDULE. 5. SILT FENCING MAY BE REMOVED WHEN THE SITE IS PERMANENTLY STABILIZED.  ACCUMULATED SILT FENCING MAY BE REMOVED WHEN THE SITE IS PERMANENTLY STABILIZED.  ACCUMULATED SEDIMENT MAY BE SPREAD AT THE SITE IN AREAS NOT SUBJECT TO EROSION. 6. THE TREE PROTECTION FENCING SHALL NOT BE REMOVED UNTIL ALL DEVELOPMENT AREAS ARE THE TREE PROTECTION FENCING SHALL NOT BE REMOVED UNTIL ALL DEVELOPMENT AREAS ARE ALL DEVELOPMENT AREAS ARE  DEVELOPMENT AREAS ARE STABILIZED AND WRITTEN CONFIRMATION IS RECEIVED FROM THE BUCKS COUNTY CONSERVATION DISTRICT. 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE IMPLEMENTATION OF THE APPROVED THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE IMPLEMENTATION OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN. 8. BEFORE INITIATING ANY REVISIONS TO THE APPROVED EROSION AND SEDIMENT CONTROL PLAN, BEFORE INITIATING ANY REVISIONS TO THE APPROVED EROSION AND SEDIMENT CONTROL PLAN, OR REVISIONS TO OTHER PLANS WHICH MAY AFFECT THE EFFECTIVENESS OF THE APPROVED E&S CONTROL PLAN, THE CONTRACTOR SHALL RECEIVE APPROVAL OF THE REVISIONS FROM THE BUCKS COUNTY CONSERVATION DISTRICT. 9. THE CONTRACTOR IS ADVISED TO BECOME FAMILIAR WITH THE PROVISIONS OF APPENDIX 64, THE CONTRACTOR IS ADVISED TO BECOME FAMILIAR WITH THE PROVISIONS OF APPENDIX 64, 'EROSION CONTROL RULES AND REGULATIONS,' TITLE 25, PART 1, DEPT. OF ENVIRONMENTAL PROTECTION, SUBPART C-PROTECTION OF NATURAL RESOURCES, ARTICLE III-WATER RESOURCES, CHAPTER 102-EROSION CONTROL AND WITH THE "EROSION AND SEDIMENT POLLUTION CONTROL PROGRAM MANUAL" BY THE COMMONWEALTH OF PA., DEPARTMENT OF ENVIRONMENTAL PROTECTION, MARCH 2012 OR LATEST EDITION. 10. TECHNICAL ADVICE FOR THE IMPLEMENTATION OF THIS PROGRAM MAY BE OBTAINED BY TECHNICAL ADVICE FOR THE IMPLEMENTATION OF THIS PROGRAM MAY BE OBTAINED BY CONTACTING THE BUCKS COUNTY CONSERVATION DISTRICT AT (215)345-7577. 11. COPIES OF THESE PLANS MUST BE AVAILABLE ON SITE THROUGHOUT CONSTRUCTION. COPIES OF THESE PLANS MUST BE AVAILABLE ON SITE THROUGHOUT CONSTRUCTION. 12. THE CONTRACTOR SHALL ASSURE THAT AN APPROVED EROSION & SEDIMENT CONTROL PLAN IS THE CONTRACTOR SHALL ASSURE THAT AN APPROVED EROSION & SEDIMENT CONTROL PLAN IS BEING IMPLEMENTED AND MAINTAINED FOR ALL OFFSITE BORROW OR SPOIL SITES. A. ALL FILL MATERIALS TO BE USED ON THIS SITE SHALL BE CLEAN FILL UNLESS ALL FILL MATERIALS TO BE USED ON THIS SITE SHALL BE CLEAN FILL UNLESS OTHERWISE APPROVED BY THE MUNICIPALITY AND THE CONSERVATION DISTRICT.  THE CONTRACTOR SHALL BE RESPONSIBLE TO PERFORM DUE DILIGENCE FOR ALL IMPORTED MATERIAL IN DETERMINING THAT FILL IS CLEAN. B. INVESTIGATIVE TECHNIQUES SHALL INCLUDE, BUT ARE NOT LIMITED TO, VISUAL PROPERTY INVESTIGATIVE TECHNIQUES SHALL INCLUDE, BUT ARE NOT LIMITED TO, VISUAL PROPERTY INSPECTIONS, ELECTRONIC DATA BASE SEARCHES, REVIEW OF PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ENVIRONMENTAL QUESTIONNAIRES, TRANSACTION SCREENS, ANALYTICAL TESTING, ENVIRONMENTAL ASSESSMENTS OR AUDITS. 13. CONTRACTOR SHALL FOLLOW THE PROCEDURES OUTLINED BY THE APPROVED CONTRACTOR SHALL FOLLOW THE PROCEDURES OUTLINED BY THE APPROVED EROSION & SEDIMENT CONTROL PLAN AND THE SEQUENCE OF CONSTRUCTION UNLESS OTHERWISE APPROVED BY THE TOWNSHIP ENGINEER AND THE BUCKS COUNTY CONSERVATION DISTRICT. 14. NOTES ON TEMPORARY CONTROL MEASURES: NOTES ON TEMPORARY CONTROL MEASURES: A. EXISTING TREES AND OTHER EXISTING VEGETATION WILL BE DISRUPTED AS LITTLE AS EXISTING TREES AND OTHER EXISTING VEGETATION WILL BE DISRUPTED AS LITTLE AS POSSIBLE. B. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITY HAS CEASED, ALL AREAS SHALL BE IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITY HAS CEASED, ALL AREAS SHALL BE STABILIZED.  DURING NON-GERMINATING PERIODS, MULCH SHALL BE APPLIED AT SPECIFIED RATES.  DISTURBED AREAS THAT ARE NOT AT FINISHED GRADE AND WHICH WILL BE REDISTURBED WITHIN ONE YEAR SHALL BE STABILIZED WITH TEMPORARY VEGETATION.  AREAS WHICH ARE AT FINISHED GRADE OR WHICH WILL NOT BE REDISTURBED WITHIN ONE YEAR SHALL RECEIVE PERMANENT STABILIZATION. (SEE SEEDING AND MULCHING TABLE FOR DETAILS) C. ALL TOPSOIL FROM THE OVERALL SITE PREPARATIONS WILL BE STOCKPILED AND ALL TOPSOIL FROM THE OVERALL SITE PREPARATIONS WILL BE STOCKPILED AND REDISTRIBUTED UNIFORMLY AT THE TIME OF FINAL GRADING.  ALL STOCKPILES SHALL HAVE PERIMETER SILT FENCE INSTALLED AND BE SEEDED AND MULCHED IMMEDIATELY.  STOCKPILE(S) SHALL HAVE A SIDE SLOPE OF 2:1 OR FLATTER AND SHALL HAVE A HEIGHT NOT GREATER THAN 35 FEET.  SEE PLAN FOR LOCATION OF TOPSOIL STOCKPILES. D. GRADE ALL CUT AND FILL SLOPES TO 3 FOOT HORIZONTAL FOR EVERY 1 FOOT VERTICAL GRADE ALL CUT AND FILL SLOPES TO 3 FOOT HORIZONTAL FOR EVERY 1 FOOT VERTICAL OR FLATTER, AND APPLY SEEDING AND MULCH.  AREAS WITH GRADES GREATER THAN 3:1 SHALL RECEIVE STEEP SLOPE SEED MIX AND PERMANENT TURF REINFORCEMENT MAT:  NORTH AMERICAN GREEN #C350 OR EQUAL E. RIP-RAP WILL BE APPLIED TO ALL AREAS WHERE HEAVY CONCENTRATIONS OF DRAINAGE RIP-RAP WILL BE APPLIED TO ALL AREAS WHERE HEAVY CONCENTRATIONS OF DRAINAGE ARE PREVALENT (GREATER THAN 3.5 cfs).  THIS WOULD BE AT CULVERT OUTLETS, WHERE WATER IS IN TRANSITION FROM AN OPEN CHANNEL INTO A CULVERT, OR AS SPECIFIED. F. SIGNIFICANT STANDS OF TREES, DESIGNATED TO REMAIN, WILL BE PROTECTED WITH SIGNIFICANT STANDS OF TREES, DESIGNATED TO REMAIN, WILL BE PROTECTED WITH FENCING, SEE DETAIL. INSTALL ALONG THE DRIP LINE OF THE TREE BRANCHES. G. EROSION CONTROL FACILITIES MUST DISCHARGE INTO ADEQUATE STORM SEWERS, EROSION CONTROL FACILITIES MUST DISCHARGE INTO ADEQUATE STORM SEWERS, NATURAL WATERWAYS, OR STABLE EROSION RESISTANT AREAS.  H. CONCRETE WASHOUT AREA SHALL BE PROVIDED FOR CLEANING OF CHUTES, MIXERS, AND CONCRETE WASHOUT AREA SHALL BE PROVIDED FOR CLEANING OF CHUTES, MIXERS, AND HOPPERS OF DELIVERY VEHICLES.  NO WASH WATER FROM THESE VEHICLES SHALL BE NO WASH WATER FROM THESE VEHICLES SHALL BE ALLOWED TO ENTER ANY SURFACE WATERS.  WASHOUT FACILITIES SHALL NOT BE   WASHOUT FACILITIES SHALL NOT BE LOCATED WITHIN 50 FEET OF STORM DRAINS, OPEN DITCHES, INFILTRATION FACILITIES OR SURFACE WATERS. I. ANY SEDIMENT OR MUD THAT IS TRACKED ONTO THE PUBLIC ROADWAY MUST BE ANY SEDIMENT OR MUD THAT IS TRACKED ONTO THE PUBLIC ROADWAY MUST BE CLEANED OFF IMMEDIATELY BY BROOMING AND/OR SHOVELING TO THE SATISFACTION OF THE TOWNSHIP AT THE EXPENSE OF THE DEVELOPER AND/OR RESPONSIBLE CONTRACTOR.  USE OF A BACKHOE BUCKET TO SCRAPE ROADWAY SURFACE IS PROHIBITED.  WHERE SAND AND/OR SEDIMENT IS CAUSING SLICK OR HAZARDOUS CONDITIONS, ROADWAY SURFACE SHALL BE PRESSURE WASHED TO REMOVE THE CONDITION.  ALL SEDIMENT LADEN WATER MUST BE FILTERED IN A MANNER SATISFACTORY TO THE BUCKS COUNTY CONSERVATION DISTRICT BEFORE ENTERING STORM SEWERS AND/OR DRAINAGE CHANNELS. J. NO SEDIMENT OR SEDIMENT LADEN WATER MUST BE ALLOWED TO LEAVE THE NO SEDIMENT OR SEDIMENT LADEN WATER MUST BE ALLOWED TO LEAVE THE SITE/PROPERTY WITHOUT FIRST BEING FILTERED TO THE SATISFACTION OF BUCKS COUNTY CONSERVATION DISTRICT.  ANY INLETS WHICH DO NOT DIRECT FLOW TO A SEDIMENT BASIN MUST BE PROTECTED WITH STONE FILTER INLET PROTECTION. K. ALL PUMPING OF SEDIMENT-LADEN WATER SHALL BE THROUGH A SEDIMENT CONTROL ALL PUMPING OF SEDIMENT-LADEN WATER SHALL BE THROUGH A SEDIMENT CONTROL BMP, SUCH AS A FILTER BAG, DISCHARGING OVER UNDISTURBED AREAS. L. ABSOLUTELY NO EARTHMOVING, PLACEMENT OF FILL MATERIAL OR THE ENTRY OF ABSOLUTELY NO EARTHMOVING, PLACEMENT OF FILL MATERIAL OR THE ENTRY OF SEDIMENT LADEN WATER MUST TAKE PLACE IN WETLANDS. ALL WETLANDS SHALL BE PROTECTED FROM ENCROACHMENT WITH FENCING.  M. ROCK FILTER OUTLETS MUST BE PROVIDED IMMEDIATELY WHERE SILT FENCING HAS BEEN ROCK FILTER OUTLETS MUST BE PROVIDED IMMEDIATELY WHERE SILT FENCING HAS BEEN UNDERMINED OR OVERTOPPED. N. THE SEDIMENT AND EROSION CONTROL MEASURES SHOWN ON THIS PLAN HAVE BEEN THE SEDIMENT AND EROSION CONTROL MEASURES SHOWN ON THIS PLAN HAVE BEEN PREPARED IN ACCORDANCE WITH REQUIREMENTS OF THE BUCKS COUNTY CONSERVATION DISTRICT. GILMORE AND ASSOCIATES DOES NOT TAKE ANY RESPONSIBILITY IN OBSERVING AND CERTIFYING THE CONSTRUCTION OF THESE FACILITIES UNLESS REQUESTED SPECIFICALLY BY THE OWNER AND/OR CONTRACTOR. THEREFORE, GILMORE AND ASSOCIATES DOES NOT ACCEPT ANY RESPONSIBILITY FOR DAMAGES AS A RESULT OF IMPROPER CONSTRUCTION AND/OR MAINTENANCE OF FACILITIES DURING CONSTRUCTION. O. IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED EROSION AND/OR SEDIMENT POLLUTION, THE CONTRACTOR SHALL IMPLEMENT APPROPRIATE MEASURES TO ADDRESS SAID CIRCUMSTANCES. P. ACCUMULATED SEDIMENTS REMOVED FROM ANY AND ALL EROSION AND SEDIMENT ACCUMULATED SEDIMENTS REMOVED FROM ANY AND ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE DISPOSED OF IN LANDSCAPED AREAS OUTSIDE OF STEEP SLOPES, WETLANDS, FLOODPLAINS OR DRAINAGE SWALES.  IMMEDIATELY STABILIZE REPLACED SOILS WITH SEED & MULCH OR DEPOSIT IN SOIL STOCKPILES AND STABILIZE. Q. THE CONTRACTOR SHALL REMOVE FROM THE SITE, RECYCLE OR DISPOSE OF ALL THE CONTRACTOR SHALL REMOVE FROM THE SITE, RECYCLE OR DISPOSE OF ALL BUILDING MATERIAL AND WASTES IN ACCORDANCE WITH DEP'S SOLID WASTE MANAGEMENT REGULATIONS, AND/OR ANY ADDITIONAL LOCAL, STATE OR FEDERAL REGULATIONS.  NO BUILDING MATERIALS (USED OR UNUSED) OR WASTE MATERIALS SHALL BE BURNED, BURIED, DUMPED OR DISCHARGED AT THE SITE.
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1. SITE PREPARATION, STABILIZATION AND MAINTENANCE SHALL BE PERFORMED IN SITE PREPARATION, STABILIZATION AND MAINTENANCE SHALL BE PERFORMED IN ACCORDANCE WITH PENN STATE UNIVERSITY'S "THE AGRONOMY GUIDE" AND PENNDOT FORM 408 SPECIFICATIONS' MOST RECENT ADDITION. TEMPORARY SEEDING SPECIFICATION FORMULA E - ANNUAL RYE GRASS ANNUAL RYE GRASS PERMANENT SEEDING SPECIFICATION FORMULA B - 50% KENTUCKY BLUEGRASS MIXTURE 30% PENNLAWN RED FESCUE 20% PERENNIAL RYEGRASS MIXTURE STEEP SLOPE SEEDING SPECIFICATION FORMULA W - 70% TALL FESCUE 20% BIRDSFOOT TREFOIL MIXTURE 10% REDTOP SEEDING RATE FOR THE ABOVE MIXTURES: 10 LBS/1,000 SY FOR TEMPORARY SEEDING 21 LBS/1,000 SY FOR PERMANENT SEEDING 11 LBS/1,000 SY FOR STEEP SLOPE SEEDING (SEE NOTE 5) 2. HAY OR STRAW MULCH SHALL BE APPLIED AT THE RATES OF AT LEAST 3.0 TONS HAY OR STRAW MULCH SHALL BE APPLIED AT THE RATES OF AT LEAST 3.0 TONS PER ACRE.  STRAW MULCH SHALL BE APPLIED IN LONG STRANDS, NOT CHOPPED OR FINELY BROKEN.  SLOPES OF 3:1 SHALL BE ANCHORED WITH MULCH CONTROL NETTING. 3. PULVERIZED AGRICULTURAL LIMESTONE AND COMMERCIAL FERTILIZER SHALL BE PULVERIZED AGRICULTURAL LIMESTONE AND COMMERCIAL FERTILIZER SHALL BE APPLIED TO ALL DISTURBED AREAS WHICH ARE TO BE SEEDED EXCEPT FOR TEMPORARY SEED AREAS ARE THE FOLLOWING RATES: PULVERIZED AGRICULTURAL LIMESTONE -  90 LBS/1,000 SF 90 LBS/1,000 SF 10-20-20 ANALYSIS COMMERCIAL FERTILIZER - 20 LBS/1,000 SF 20 LBS/1,000 SF NOTE:  APPLICATION OF LIME AND FERTILIZER FOR TEMPORARY SEEDING IS   APPLICATION OF LIME AND FERTILIZER FOR TEMPORARY SEEDING IS UNNECESSARY AND ONLY SERVES TO CONTRIBUTE TO AN OVERABUNDANCE OF NUTRIENT POLLUTION IN THE WATERSHED. 4. PERMANENT SEEDING SHALL TAKE PLACE FROM MARCH 15 TO JUNE 1 OR FROM PERMANENT SEEDING SHALL TAKE PLACE FROM MARCH 15 TO JUNE 1 OR FROM AUGUST 1 TO OCTOBER 15.  IF COMPLETED AT IN OTHER SEASONS, AREAS SHALL RECEIVE TEMPORARY SEEDING AND 3.0 TONS PER ACRE MULCH. 5. STEEP SLOPE AREAS, CONSIDERED SLOPES GREATER THAN 3:1, SHALL BE STEEP SLOPE AREAS, CONSIDERED SLOPES GREATER THAN 3:1, SHALL BE PROTECTED FROM EROSION BY ONE OF THE FOLLOWING METHODS.  MANUFACTURER'S RECOMMENDATIONS SHALL BE FOLLOWED FOR PARTICULAR METHOD AND SPECIFIC SITE CONDITIONS. FLEXIBLE GROWTH MEDIUM:  SHALL BE HYDRAULICALLY APPLIED COMBINATION OF   SHALL BE HYDRAULICALLY APPLIED COMBINATION OF SEED, MULCH, AND EROSION PROTECTION MATERIAL SIMILAR TO "FLEXTERRA" BY ACF OR EQUAL BY OTHER MANUFACTURER. EROSION CONTROL MATTING:  SHALL BE TEMPORARY MATTING SIMILAR TO SC350   SHALL BE TEMPORARY MATTING SIMILAR TO SC350 BY NORTH AMERICAN GREEN OR EQUAL BY OTHER MANUFACTURER.
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AREA TO BE DISTURBED

AutoCAD SHX Text
TREE PROTECTION NOTES 1. TREE PROTECTION SHALL BE PROVIDED FOR ANY AND ALL TREES TO BE PRESERVED TREE PROTECTION SHALL BE PROVIDED FOR ANY AND ALL TREES TO BE PRESERVED DURING AND AFTER CONSTRUCTION TO THE EXTENT NOTED ON THE PLANS.  PROTECTION SHALL BE INSTALLED PRIOR TO ANY  CONSTRUCTION. 2. BOARDS, FENCING, ETC. SHALL NOT BE NAILED TO ANY TREES OR SHRUBS. BOARDS, FENCING, ETC. SHALL NOT BE NAILED TO ANY TREES OR SHRUBS. 3. ROOTS SHALL NOT BE CUT IN AN AREA INSIDE THE DRIP-LINE OF THE TREE BRANCHES. ROOTS SHALL NOT BE CUT IN AN AREA INSIDE THE DRIP-LINE OF THE TREE BRANCHES. 4. TREE LIMB REMOVAL, WHERE NECESSARY, SHALL BE PERFORMED UNDER THE IMMEDIATE TREE LIMB REMOVAL, WHERE NECESSARY, SHALL BE PERFORMED UNDER THE IMMEDIATE SUPERVISION OF A CERTIFIED ARBORIST.  PRUNING CUTS SHOULD BE MADE JUST OUTSIDE THE BRANCH COLLAR.  THE BRANCH COLLAR SHOULD NOT BE DAMAGED OR REMOVED.  IF THE TRUNK COLLAR HAS GROWN OUT ON A DEAD LIMB TO BE REMOVED, MAKE THE CUT JUST BEYOND THE COLLAR.  DO NOT APPLY WOUND DRESSINGS.
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SCOUR STOP TRANSITION MAT APPLICATIONS AND POST CONSTRUCTION BMP 1. INTENDED AS A BIOTECHNICAL REPLACEMENT FOR RIP-RAP INTENDED AS A BIOTECHNICAL REPLACEMENT FOR RIP-RAP OR HARD ARMOR.  PROVIDES TRANSITION FROM SMOOTH CONCRETE OR OTHER HARD SURFACE TO TURF REINFORCEMENT MATS (TRMs), SOD, REINFORCED SOD, OR BARE GROUND. 2. SCOURSTOP STANDARD SIZE IS 4' X 4' X  " SHEET WITH SCOURSTOP STANDARD SIZE IS 4' X 4' X  " SHEET WITH 12" SHEET WITH MULTIPLE VOIDS FOR VEGETATION GROWTH, PROVIDING SOIL PROTECTION FOR THE SUSCEPTIBLE, EROSIVE AREA DIRECTLY BELOW OUTLETS UNTIL SHEAR FORCE HAS DISSIPATED THROUGH DOWNSTREAM AREA EXPANSION AND FOR SHORELINE AND STREAMBANK PROTECTION. 3. UTILIZATION OF VEGETATIVE METHOD RESULTS IN LOWER UTILIZATION OF VEGETATIVE METHOD RESULTS IN LOWER THERMAL IMPACTS, REDUCED LONG TERM MAINTENANCE, AESTHETICALLY PLEASING MOWABLE GRASS SURFACE, AND IMPROVED SAFETY THROUGH ABSENCE OF JAGGED ROCKS AND TRAPPED DEBRIS. MANUFACTURER'S INSTALLATION SPECIFICATIONS 1. SCOURSTOP SHALL NOT BE INSTALLED OVER BARE SOIL.  SCOURSTOP SHALL NOT BE INSTALLED OVER BARE SOIL.  OPTIONAL SOIL COVERS ARE SOD, TRMs, AND GEOTEXTILES.  SOIL COVERS SHALL EXTEND DOWNSTREAM TO LIMITS SHOWN ON PLANS. 2. REMOVE AND REPLACE SATURATED SOILS FOR A SOLID REMOVE AND REPLACE SATURATED SOILS FOR A SOLID BASE.  TRICKLE FLOWS, IF DISCOVERED, SHOULD BE CAPTURED WITH A SUB-SURFACE DRAIN. 3. FOR A PIPE OUTLET WITH NO APRON, TRANSITION MAT FOR A PIPE OUTLET WITH NO APRON, TRANSITION MAT SHOULD BE INSTALLED DIRECTLY ABUTTING THE END OF PIPE. 4. PIPE OUTLET FOOTINGS SHOULD NOT EXTEND PAST THE PIPE OUTLET FOOTINGS SHOULD NOT EXTEND PAST THE END OF PIPE, HEADWALL OR FLARED END SECTION.  TRANSITION MAT SHALL ABUT DIRECTLY AGAINST THE PIPE OUTLET, FES, ENDWALL OR OTHER END TREATMENT. 5. AVOID IMPACT EROSION ONTO THE MATS ARISING FROM AVOID IMPACT EROSION ONTO THE MATS ARISING FROM 25% CHANGE IN SLOPE BETWEEN DISCHARGE AND OUTLET CHANNEL SLOPES.  GRADE DOWNSTREAM SLOPE AS LONG AND FLAT AS POSSIBLE. 6. INSTALL AT LEAST ONE 4' MAT LENGTH FOR EVERY 9" OF INSTALL AT LEAST ONE 4' MAT LENGTH FOR EVERY 9" OF PIPE DIAMETER.  PANELS MAY BE SHINGLED AS SHOWN.  MATS SHALL NOT BE INSTALLED IN PARTIAL LENGTHS. 7. CONSTRUCT SCOUR AREA WIDTH NOT LESS THAN 5 TIMES CONSTRUCT SCOUR AREA WIDTH NOT LESS THAN 5 TIMES THE PIPE DIAMETER, WITH A SLOPE NO STEEPER THAN 3:1.  DISCHARGE AREA WIDTH SHOULD BE AS LEVEL AS POSSIBLE TO AVOID WATER CONCENTRATION AND RILLING. 8. FOR INSTALLATIONS ON SLOPES GREATER THAN 10%, ADD FOR INSTALLATIONS ON SLOPES GREATER THAN 10%, ADD TRANSITION MATS AT THE BOTTOM OF SLOPE. 9. PRIOR TO INSTALLATION, SOIL SHALL BE GRADED AS LEVEL PRIOR TO INSTALLATION, SOIL SHALL BE GRADED AS LEVEL AND SMOOTH AS POSSIBLE FOR CONSISTENT TRANSITION MAT CONTACT WITH THE SOIL.  SOIL ANCHORS SHALL BE DRIVEN AT LEAST 18" DEEP, OR DEEPER AS NEEDED INTO FIRM SOIL.  USE FLEXIBLE STRAPPING, FLAT WASHERS (GREATER THAN 2.5" ) AND ONE-WAY STOPS TO ATTACHTHE TRANSITION MAT INSTALLATION INTO THE SOIL.  FIRMLY PULL STRAP TO SNUG THE TRANSITION MAT DOWN AGAINST THE SOIL WITH THE WASHER AND ONE-WAY STOP.  A 3-2-3 ANCHOR CONFIGURATION SHOULD BE USED UNLESS NOTED OTHERWISE. 10. TYPE "A" INSTALLATION INSTRUCTIONS:  DESIGN OUTLET TYPE "A" INSTALLATION INSTRUCTIONS:  DESIGN OUTLET VELOCITY LESS THAN 21 FPS AND SLOPES LESS THAN 4%.  INSTALLED ON AREA STABILIZED WITH SOD OR ESTABLISHED VEGETATION. - SOD OR THE SOD/TRM COMBINATION IS REQUIRED SOD OR THE SOD/TRM COMBINATION IS REQUIRED DOWNSTREAM UNTIL EROSIVE VELOCITIES HAVE DISSIPATED. - THE DOWNSTREAM CHANNEL MUST BE PROTECTED FOR THE DOWNSTREAM CHANNEL MUST BE PROTECTED FOR ITS ENTIRE LENGTH.  TRM's MAY BE UTILIZED OVER BARE SOIL WHEN CHANNEL VELOCITIES DO NOT EXCEED THE UNVEGETATED FLOW RATING OF THE SPECIFIED TRM. - IRRIGATE SOD AS NEEDED AFTER INSTALLATION TO AID IRRIGATE SOD AS NEEDED AFTER INSTALLATION TO AID IN ESTABLISHMENT OF VEGETATION. - TO HOLD SOD IN PLACE, INSTALL WIRE STAPLES AT 8" TO HOLD SOD IN PLACE, INSTALL WIRE STAPLES AT 8" O.C. WITHIN 4" OF UPSTREAM EDGE OF SOD. 11. TYPE "B" INSTALLATION INSTRUCTIONS:  DESIGN OUTLET TYPE "B" INSTALLATION INSTRUCTIONS:  DESIGN OUTLET VELOCITY LESS THAN 21 FPS AND SLOPES GREATER THAN 4%.  INSTALLED ON AREA TO BE STABILIZED WITH USE OF A COMBINATION TURF REINFORCEMENT MAT AND SOD. - PREFERRED INSTALLATION INVOLVES UTILIZING PREFERRED INSTALLATION INVOLVES UTILIZING TRANSITION MAT OVER SOD IN THE AREA MOST PRONE TO SCOUR, AND A TURF REINFORCEMENT MAT ABOVE THE SOD, DOWNSTREAM OF THE TRANSITION MAT AREA. - TRIM INSTALLED SOD TO 1-2" HEIGHT.  INSTALL TRM TRIM INSTALLED SOD TO 1-2" HEIGHT.  INSTALL TRM OVER INSTALLED SOD.  IRRIGATE SOD AS NEEDED AFTER INSTALLATION TO AID IN ESTABLISHMENT OF VEGETATION. - TO HOLD SOD IN PLACE, INSTALL WIRE STAPLES AT 8" TO HOLD SOD IN PLACE, INSTALL WIRE STAPLES AT 8" O.C. WITHIN 4" OF UPSTREAM EDGE OF SOD. 12. TYPE "C" INSTALLATION INSTRUCTIONS:  CONSTRUCTION TYPE "C" INSTALLATION INSTRUCTIONS:  CONSTRUCTION PHASE, STREAMBED STABILIZATION, LOW SUNLIGHT AREAS, SEMI-ARID CONDITIONS.  TEMPORARY INSTALLATION FOR AREA STABILIZED WITH USE OF HIGH-PERFORMACE TRM. - INSTALL A HIGH PERFORMANCE TURF REINFORCEMENT INSTALL A HIGH PERFORMANCE TURF REINFORCEMENT MAT UNDER THE TRANSITION MAT TO STABILIZE THE SOIL AND MINIMIZE SCOUR. - LONG TERM WET OR GRAVEL TYPE CONDITIONS MIGHT BE LONG TERM WET OR GRAVEL TYPE CONDITIONS MIGHT BE AN APPROPRIATE APPLICATION FOR THIS COMBINATION AS IT SHOULD PERFORM MUCH LIKE A STABLE STREAM BED. - FOR TRANSITION MAT INSTALLATIONS DOWNSTREAM OF FOR TRANSITION MAT INSTALLATIONS DOWNSTREAM OF PIPES 48"  OR LARGER, PROVIDE AN ADDITIONAL LAYEROF TRANSITION MATS INSTALLED ABOVE THE SURFACE INSTALLATION (IN A 2X2 CONFIGURATION CENTERED ON THE PIPE OUTLET). 13. TYPE "D" STREAMBANK AND SHORELINE APPLICATIONS:  TYPE "D" STREAMBANK AND SHORELINE APPLICATIONS:  USE A 20 OUNCE GEOTEXTILE UNDER TRANSITION MATS 3' BELOW AND 6" ABOVE THE NORMAL WATER LINE.  A HYBRID GEOTEXTILE / TRM COMPOSITE MAY ALSO BE USED
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1. EXCAVATE TRENCH & LINE WITH GEOTEXTILE FABRIC.  INSTALL STONE BEDDING EXCAVATE TRENCH & LINE WITH GEOTEXTILE FABRIC.  INSTALL STONE BEDDING FOR PIPES. 2. INSTALL PERFORATED PIPES & BACKFILL WITH STONE. COVER STONE WITH INSTALL PERFORATED PIPES & BACKFILL WITH STONE. COVER STONE WITH GEOTEXTILE FABRIC AS SHOWN. 3. TOP 3 INCHES OF STONE (ABOVE GEOTEXTILE FABRIC) MAY BE 2A STONE OR TOP 3 INCHES OF STONE (ABOVE GEOTEXTILE FABRIC) MAY BE 2A STONE OR CHOKED WITH MILLINGS TO PROVIDE STABLE SURFACE.
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OPERATION & MAINTENANCE OF SUBSURFACE INFILTRATION FACILITIES IT IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND TASKS DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.” OPERATION & MAINTENANCE MANUAL.” A. PARKING AREA PAVEMENT PARKING AREA PAVEMENT 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE PARKING AREAS FOLLOWING ALL ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE PARKING AREAS FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED. 2. IF MUD OR SEDIMENT IS TRACKED ONTO PAVED SURFACES, IT SHOULD BE SWEPT AWAY AS IF MUD OR SEDIMENT IS TRACKED ONTO PAVED SURFACES, IT SHOULD BE SWEPT AWAY AS SOON AS POSSIBLE. 3. UNDER NO CIRCUMSTANCES SHOULD SAND OR CINDERS BE USED FOR ICE OR SNOW REMOVAL.  UNDER NO CIRCUMSTANCES SHOULD SAND OR CINDERS BE USED FOR ICE OR SNOW REMOVAL.  IF DE-ICING MATERIALS ARE REQUIRED, THEY SHALL BE SALT BASED AND DISSOLVE IN WATER. B. MINOR EARTHWORK AND EROSION REPAIR MINOR EARTHWORK AND EROSION REPAIR 1. ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY AND/OR ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY AND/OR SURROUNDING AREAS THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE EVENTS SHALL BE IMMEDIATELY REPAIRED.  ALL REPAIRED AREAS SHALL BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED HERBACEOUS SPECIES. C. INLET STRUCTURE(S) - THE FACILITIES ARE DESIGNED TO ACCEPT RUNOFF BY MEANS OF SURFACE INLET STRUCTURE(S) - THE FACILITIES ARE DESIGNED TO ACCEPT RUNOFF BY MEANS OF SURFACE INLETS AND SUBSURFACE PIPING, AND INFILTRATES THE RUNOFF THROUGH THE STONE BED INTO THE GROUND. 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE INLETS FOLLOWING ALL SIGNIFICANT ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE INLETS FOLLOWING ALL SIGNIFICANT RAIN EVENTS. 2. THE USE OF FILTER DEVICES INSIDE THE INLETS IS STRONGLY RECOMMENDED TO SIMPLIFY THE USE OF FILTER DEVICES INSIDE THE INLETS IS STRONGLY RECOMMENDED TO SIMPLIFY MAINTENANCE OF THE SYSTEM.  FLOWGARD BY KRISTAR CO, INLET FILTER BY YQS OR SIMILAR PRODUCT BY OTHER MANUFACTURER IS RECOMMENDED. MAINTENANCE SCHEDULE A. REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS NEEDED” BASIS REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS NEEDED” BASIS AS NEEDED” BASIS BASIS INCLUDING, BUT NOT LIMITED TO, TRASH AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, LEAF, AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  DURING THE FALL SEASON, INLETS SHALL BE CHECKED AND CLEARED A MINIMUM OF ONE (1) TIME PER MONTH FOR LEAF LITTER AND OTHER DEBRIS WHICH MAY CLOG PERFORATED PIPES, STONE BASE, AND/OR SOIL PERMEABILITY.  ALL REGULAR MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE PROCEDURES OUTLINED ABOVE. B. INSPECTION TASKS – TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE OWNER/OPERATOR INSPECTION TASKS – TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE OWNER/OPERATOR TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE OWNER/OPERATOR FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE MAINTENANCE.
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SOIL AMENDMENT SEQUENCE 1. INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT CONTROL MEASURES AT DOWNSTREAM SIDE OF WORK.  IN THE CASE OF A BASIN, INSTALL ROCK FILTER AT OUTLET STRUCTURE. 2. CLEAR AND GRUB AREA OF PROPOSED SOIL AMENDMENT NO MORE CLEAR AND GRUB AREA OF PROPOSED SOIL AMENDMENT NO MORE THAN 24 HOURS IN ADVANCE OF WORK.  IF GRADING ADJUSTMENT ARE NOTED IN PLAN VIEW, STRIP TOPSOIL AND REGRADE AS NEEDED BEFORE PROCEEDING. 3. IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF SOILS DURING IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF SOILS DURING THE WORK.  WHEN POSSIBLE, THE CONTRACTOR SHOULD USE WIDE TRACK OR MARSH TRACK EQUIPMENT, OR LIGHT EQUIPMENT WITH TURF TYPE TIRES.  USE OF EQUIPMENT WITH NARROW TRACKS OR NARROW TIRES, RUBBER TIRES WITH LARGE LUGS, OR HIGH PRESSURE TIRES WILL CAUSE EXCESSIVE COMPACTION RESULTING IN REDUCED EXCESSIVE COMPACTION. 4. LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE  OR THEIR DESIGNATED REPRESENTATIVE SHALL BE ONSITE TO OBSERVE TILLING OF SOILS AND INSTALLATION OF COMPOST/AMENDMENT. 5. THE EXISTING SOILS SHALL BE SCARIFIED TO A DEPTH OF 6-12 THE EXISTING SOILS SHALL BE SCARIFIED TO A DEPTH OF 6-12 INCHES WITH A YORK RAKE (OR EQUIVALENT) AND LIGHT TRACTOR. A. IF EXCESSIVE COMPACTION IS NOTED, AFFECTS CAN BE IF EXCESSIVE COMPACTION IS NOTED, AFFECTS CAN BE ALLEVIATED BY USING A PRIMARY TILLING OPERATION SUCH AS A CHISEL PLOW, RIPPER, OR SUBSOILER.  THESE TILLING OPERATIONS ARE TO REFRACTURE THE SOIL PROFILE THROUGH THE 12 INCH COMPACTION ZONE.  SUBSTITUTE METHODS MUST BE APPROVED BY THE ENGINEER.  ROTOTILLERS TYPICALLY DO NOT TILL DEEP ENOUGH TO REDUCE THE EFFECTS OF COMPACTION FROM HEAVY EQUIPMENT.  6. IF GRADING HAS BEEN PERFORMED PER STEP 2, RETURN TOPSOIL IF GRADING HAS BEEN PERFORMED PER STEP 2, RETURN TOPSOIL TO AREA TO A MINIMUM DEPTH OF 8 INCHES. 7. ADD 6 INCHES OF COMPOST MATERIAL OR OTHER AMENDMENTS AS ADD 6 INCHES OF COMPOST MATERIAL OR OTHER AMENDMENTS AS NOTED.  TILL INTO TOPSOIL UNTIL EVENLY DISTRIBUTED. 8. SEED AND MULCH AREA IN ACCORDANCE WITH SEEDING-MULCHING SEED AND MULCH AREA IN ACCORDANCE WITH SEEDING-MULCHING SCHEDULE.
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OPERATION & MAINTENANCE OF BIORETENTION BASINS,  RAIN GARDENS, AND VEGETATED SWALES IT IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  TO COMPLETE ALL MAINTENANCE ITEMS AND TO COMPLETE ALL MAINTENANCE ITEMS AND  COMPLETE ALL MAINTENANCE ITEMS AND COMPLETE ALL MAINTENANCE ITEMS AND  ALL MAINTENANCE ITEMS AND ALL MAINTENANCE ITEMS AND  MAINTENANCE ITEMS AND MAINTENANCE ITEMS AND  ITEMS AND ITEMS AND  AND AND TASKS DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  & MAINTENANCE MANUAL.”  THE TERM BIORETENTION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  MAINTENANCE MANUAL.”  THE TERM BIORETENTION MAINTENANCE MANUAL.”  THE TERM BIORETENTION  MANUAL.”  THE TERM BIORETENTION MANUAL.”  THE TERM BIORETENTION   THE TERM BIORETENTION  THE TERM BIORETENTION THE TERM BIORETENTION  TERM BIORETENTION TERM BIORETENTION  BIORETENTION BIORETENTION USED BELOW SHALL REFER TO ALL SIMILAR FACILITIES AS NOTED. A. EMBANKMENT - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE EMBANKMENT - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  THIS FACILITY IS AN EARTHEN BERM; THEREFORE THIS FACILITY IS AN EARTHEN BERM; THEREFORE  FACILITY IS AN EARTHEN BERM; THEREFORE FACILITY IS AN EARTHEN BERM; THEREFORE  IS AN EARTHEN BERM; THEREFORE IS AN EARTHEN BERM; THEREFORE  AN EARTHEN BERM; THEREFORE AN EARTHEN BERM; THEREFORE  EARTHEN BERM; THEREFORE EARTHEN BERM; THEREFORE  BERM; THEREFORE BERM; THEREFORE  THEREFORE THEREFORE THE FOLLOWING MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL INTEGRITY: 1. 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  BY HERBACEOUS SPECIES MUST BE MAINTAINED BY HERBACEOUS SPECIES MUST BE MAINTAINED  HERBACEOUS SPECIES MUST BE MAINTAINED HERBACEOUS SPECIES MUST BE MAINTAINED  SPECIES MUST BE MAINTAINED SPECIES MUST BE MAINTAINED  MUST BE MAINTAINED MUST BE MAINTAINED  BE MAINTAINED BE MAINTAINED  MAINTAINED MAINTAINED THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  AND ALL OTHER AREAS OF DIRECT DRAINAGE AND ALL OTHER AREAS OF DIRECT DRAINAGE  ALL OTHER AREAS OF DIRECT DRAINAGE ALL OTHER AREAS OF DIRECT DRAINAGE  OTHER AREAS OF DIRECT DRAINAGE OTHER AREAS OF DIRECT DRAINAGE  AREAS OF DIRECT DRAINAGE AREAS OF DIRECT DRAINAGE  OF DIRECT DRAINAGE OF DIRECT DRAINAGE  DIRECT DRAINAGE DIRECT DRAINAGE  DRAINAGE DRAINAGE TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY   ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  BECOME VOID OF VEGETATION MUST BE IMMEDIATELY BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  VOID OF VEGETATION MUST BE IMMEDIATELY VOID OF VEGETATION MUST BE IMMEDIATELY  OF VEGETATION MUST BE IMMEDIATELY OF VEGETATION MUST BE IMMEDIATELY  VEGETATION MUST BE IMMEDIATELY VEGETATION MUST BE IMMEDIATELY  MUST BE IMMEDIATELY MUST BE IMMEDIATELY  BE IMMEDIATELY BE IMMEDIATELY  IMMEDIATELY IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  OTHER ADEQUATE MEASURES NECESSARY TO PREVENT OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  ADEQUATE MEASURES NECESSARY TO PREVENT ADEQUATE MEASURES NECESSARY TO PREVENT  MEASURES NECESSARY TO PREVENT MEASURES NECESSARY TO PREVENT  NECESSARY TO PREVENT NECESSARY TO PREVENT  TO PREVENT TO PREVENT  PREVENT PREVENT EROSION THAT MAY JEOPARDIZE THE STRUCTURAL INTEGRITY OF THE FACILITY. 2. ALL VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A ALL VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  ALL AREAS OF THE FACILITY MUST BE MOWED AT A ALL AREAS OF THE FACILITY MUST BE MOWED AT A  AREAS OF THE FACILITY MUST BE MOWED AT A AREAS OF THE FACILITY MUST BE MOWED AT A  OF THE FACILITY MUST BE MOWED AT A OF THE FACILITY MUST BE MOWED AT A  THE FACILITY MUST BE MOWED AT A THE FACILITY MUST BE MOWED AT A  FACILITY MUST BE MOWED AT A FACILITY MUST BE MOWED AT A  MUST BE MOWED AT A MUST BE MOWED AT A  BE MOWED AT A BE MOWED AT A  MOWED AT A MOWED AT A  AT A AT A  A A MINIMUM OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  PER YEAR.  NO TREES ARE TO BE PLANTED OR PER YEAR.  NO TREES ARE TO BE PLANTED OR  YEAR.  NO TREES ARE TO BE PLANTED OR YEAR.  NO TREES ARE TO BE PLANTED OR   NO TREES ARE TO BE PLANTED OR  NO TREES ARE TO BE PLANTED OR NO TREES ARE TO BE PLANTED OR  TREES ARE TO BE PLANTED OR TREES ARE TO BE PLANTED OR  ARE TO BE PLANTED OR ARE TO BE PLANTED OR  TO BE PLANTED OR TO BE PLANTED OR  BE PLANTED OR BE PLANTED OR  PLANTED OR PLANTED OR  OR OR MAINTAINED WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THAT THEY OBSTRUCT THE DRAINAGE OR FLOW THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THEY OBSTRUCT THE DRAINAGE OR FLOW THEY OBSTRUCT THE DRAINAGE OR FLOW  OBSTRUCT THE DRAINAGE OR FLOW OBSTRUCT THE DRAINAGE OR FLOW  THE DRAINAGE OR FLOW THE DRAINAGE OR FLOW  DRAINAGE OR FLOW DRAINAGE OR FLOW  OR FLOW OR FLOW  FLOW FLOW PATTERNS TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN   MINIMUM HEIGHT OF VEGETATION WHEN MOWN  MINIMUM HEIGHT OF VEGETATION WHEN MOWN MINIMUM HEIGHT OF VEGETATION WHEN MOWN  HEIGHT OF VEGETATION WHEN MOWN HEIGHT OF VEGETATION WHEN MOWN  OF VEGETATION WHEN MOWN OF VEGETATION WHEN MOWN  VEGETATION WHEN MOWN VEGETATION WHEN MOWN  WHEN MOWN WHEN MOWN  MOWN MOWN SHALL BE FOUR (4”) INCHES. ) INCHES. 3. ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  DISTURBANCES WITHIN THE FACILITY THAT ARE DISTURBANCES WITHIN THE FACILITY THAT ARE  WITHIN THE FACILITY THAT ARE WITHIN THE FACILITY THAT ARE  THE FACILITY THAT ARE THE FACILITY THAT ARE  FACILITY THAT ARE FACILITY THAT ARE  THAT ARE THAT ARE  ARE ARE NOTED DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  BE IMMEDIATELY REPAIRED.  ADDITIONAL BE IMMEDIATELY REPAIRED.  ADDITIONAL  IMMEDIATELY REPAIRED.  ADDITIONAL IMMEDIATELY REPAIRED.  ADDITIONAL  REPAIRED.  ADDITIONAL REPAIRED.  ADDITIONAL   ADDITIONAL  ADDITIONAL ADDITIONAL MATERIALS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  PROFESSIONAL ENGINEER, SHALL BE ADDED PROFESSIONAL ENGINEER, SHALL BE ADDED  ENGINEER, SHALL BE ADDED ENGINEER, SHALL BE ADDED  SHALL BE ADDED SHALL BE ADDED  BE ADDED BE ADDED  ADDED ADDED WHERE NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  ERODED AREAS TO GRADE.  ALL REPAIRED AREAS ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  AREAS TO GRADE.  ALL REPAIRED AREAS AREAS TO GRADE.  ALL REPAIRED AREAS  TO GRADE.  ALL REPAIRED AREAS TO GRADE.  ALL REPAIRED AREAS  GRADE.  ALL REPAIRED AREAS GRADE.  ALL REPAIRED AREAS   ALL REPAIRED AREAS  ALL REPAIRED AREAS ALL REPAIRED AREAS  REPAIRED AREAS REPAIRED AREAS  AREAS AREAS SHALL BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  IMMEDIATELY RE-VEGETATED WITH RECOMMENDED IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  RE-VEGETATED WITH RECOMMENDED RE-VEGETATED WITH RECOMMENDED  WITH RECOMMENDED WITH RECOMMENDED  RECOMMENDED RECOMMENDED HERBACEOUS SPECIES. B. FACILITY STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A FACILITY STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  AREAS HAVE EITHER A GRAVEL OVERFLOW OR A AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  HAVE EITHER A GRAVEL OVERFLOW OR A HAVE EITHER A GRAVEL OVERFLOW OR A  EITHER A GRAVEL OVERFLOW OR A EITHER A GRAVEL OVERFLOW OR A  A GRAVEL OVERFLOW OR A A GRAVEL OVERFLOW OR A  GRAVEL OVERFLOW OR A GRAVEL OVERFLOW OR A  OVERFLOW OR A OVERFLOW OR A  OR A OR A  A A CONCRETE OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  THE FACILITY.  THE BASIN SHALL BE VEGETATED AND THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  FACILITY.  THE BASIN SHALL BE VEGETATED AND FACILITY.  THE BASIN SHALL BE VEGETATED AND   THE BASIN SHALL BE VEGETATED AND  THE BASIN SHALL BE VEGETATED AND THE BASIN SHALL BE VEGETATED AND  BASIN SHALL BE VEGETATED AND BASIN SHALL BE VEGETATED AND  SHALL BE VEGETATED AND SHALL BE VEGETATED AND  BE VEGETATED AND BE VEGETATED AND  VEGETATED AND VEGETATED AND  AND AND MULCHED BY A QUALIFIED LANDSCAPER IN ACCORDANCE WITH THE DESIGN PLANS. 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  SHALL BE REMOVED FROM THE BIORETENTION FACILITY SHALL BE REMOVED FROM THE BIORETENTION FACILITY  BE REMOVED FROM THE BIORETENTION FACILITY BE REMOVED FROM THE BIORETENTION FACILITY  REMOVED FROM THE BIORETENTION FACILITY REMOVED FROM THE BIORETENTION FACILITY  FROM THE BIORETENTION FACILITY FROM THE BIORETENTION FACILITY  THE BIORETENTION FACILITY THE BIORETENTION FACILITY  BIORETENTION FACILITY BIORETENTION FACILITY  FACILITY FACILITY FOLLOWING ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  EVENTS OR WHEN SUCH MATERIALS ARE EVENTS OR WHEN SUCH MATERIALS ARE  OR WHEN SUCH MATERIALS ARE OR WHEN SUCH MATERIALS ARE  WHEN SUCH MATERIALS ARE WHEN SUCH MATERIALS ARE  SUCH MATERIALS ARE SUCH MATERIALS ARE  MATERIALS ARE MATERIALS ARE  ARE ARE OBSERVED. 2. THE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE THE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  WHERE USED, SHALL BE INSPECTED DURING ROUTINE WHERE USED, SHALL BE INSPECTED DURING ROUTINE  USED, SHALL BE INSPECTED DURING ROUTINE USED, SHALL BE INSPECTED DURING ROUTINE  SHALL BE INSPECTED DURING ROUTINE SHALL BE INSPECTED DURING ROUTINE  BE INSPECTED DURING ROUTINE BE INSPECTED DURING ROUTINE  INSPECTED DURING ROUTINE INSPECTED DURING ROUTINE  DURING ROUTINE DURING ROUTINE  ROUTINE ROUTINE MAINTENANCE FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  CHANGE OF PHYSICAL CONDITIONS, AND SIGNS CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  OF PHYSICAL CONDITIONS, AND SIGNS OF PHYSICAL CONDITIONS, AND SIGNS  PHYSICAL CONDITIONS, AND SIGNS PHYSICAL CONDITIONS, AND SIGNS  CONDITIONS, AND SIGNS CONDITIONS, AND SIGNS  AND SIGNS AND SIGNS  SIGNS SIGNS OF EROSION.  MINOR DAMAGE SHALL BE REPAIRED IMMEDIATELY. 3. OUTLET STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR OUTLET STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  BE INSPECTED ON A BI-ANNUAL BASIS FOR BE INSPECTED ON A BI-ANNUAL BASIS FOR  INSPECTED ON A BI-ANNUAL BASIS FOR INSPECTED ON A BI-ANNUAL BASIS FOR  ON A BI-ANNUAL BASIS FOR ON A BI-ANNUAL BASIS FOR  A BI-ANNUAL BASIS FOR A BI-ANNUAL BASIS FOR  BI-ANNUAL BASIS FOR BI-ANNUAL BASIS FOR  BASIS FOR BASIS FOR  FOR FOR PHYSICAL DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  CONDITIONS.  ALL MINOR DEFECTS SHALL CONDITIONS.  ALL MINOR DEFECTS SHALL   ALL MINOR DEFECTS SHALL  ALL MINOR DEFECTS SHALL ALL MINOR DEFECTS SHALL  MINOR DEFECTS SHALL MINOR DEFECTS SHALL  DEFECTS SHALL DEFECTS SHALL  SHALL SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED  REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED  IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED   OWNER/OPERATOR SHALL CONSULT A REGISTERED  OWNER/OPERATOR SHALL CONSULT A REGISTERED OWNER/OPERATOR SHALL CONSULT A REGISTERED  SHALL CONSULT A REGISTERED SHALL CONSULT A REGISTERED  CONSULT A REGISTERED CONSULT A REGISTERED  A REGISTERED A REGISTERED  REGISTERED REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF MAJOR DEFECTS. 4. VEGETATION SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND VEGETATION SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  AT THE BEGINNING OF EACH GROWING SEASON AND AT THE BEGINNING OF EACH GROWING SEASON AND  THE BEGINNING OF EACH GROWING SEASON AND THE BEGINNING OF EACH GROWING SEASON AND  BEGINNING OF EACH GROWING SEASON AND BEGINNING OF EACH GROWING SEASON AND  OF EACH GROWING SEASON AND OF EACH GROWING SEASON AND  EACH GROWING SEASON AND EACH GROWING SEASON AND  GROWING SEASON AND GROWING SEASON AND  SEASON AND SEASON AND  AND AND REPLACED AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE   COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  MATTING OR 3” DEPTH OF MULCH SHALL BE MATTING OR 3” DEPTH OF MULCH SHALL BE  OR 3” DEPTH OF MULCH SHALL BE OR 3” DEPTH OF MULCH SHALL BE  3” DEPTH OF MULCH SHALL BE 3” DEPTH OF MULCH SHALL BE  DEPTH OF MULCH SHALL BE DEPTH OF MULCH SHALL BE  OF MULCH SHALL BE OF MULCH SHALL BE  MULCH SHALL BE MULCH SHALL BE  SHALL BE SHALL BE  BE BE INSTALLED AROUND ANY WOODY PLANT MATERIAL AS DETAILED ON LANDSCAPE PLANS. C MAINTENANCE SCHEDULE MAINTENANCE SCHEDULE 1. REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  MAINTENANCE SHALL BE CONDUCTED ON AN “AS MAINTENANCE SHALL BE CONDUCTED ON AN “AS  SHALL BE CONDUCTED ON AN “AS SHALL BE CONDUCTED ON AN “AS  BE CONDUCTED ON AN “AS BE CONDUCTED ON AN “AS  CONDUCTED ON AN “AS CONDUCTED ON AN “AS  ON AN “AS ON AN “AS  AN “AS AN “AS  “AS AS NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  LIMITED TO, MOWING OF VEGETATION, TRASH AND LIMITED TO, MOWING OF VEGETATION, TRASH AND  TO, MOWING OF VEGETATION, TRASH AND TO, MOWING OF VEGETATION, TRASH AND  MOWING OF VEGETATION, TRASH AND MOWING OF VEGETATION, TRASH AND  OF VEGETATION, TRASH AND OF VEGETATION, TRASH AND  VEGETATION, TRASH AND VEGETATION, TRASH AND  TRASH AND TRASH AND  AND AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REPAIRS OF PHYSICAL DAMAGE.  TRASH, REPAIRS OF PHYSICAL DAMAGE.  TRASH,  OF PHYSICAL DAMAGE.  TRASH, OF PHYSICAL DAMAGE.  TRASH,  PHYSICAL DAMAGE.  TRASH, PHYSICAL DAMAGE.  TRASH,  DAMAGE.  TRASH, DAMAGE.  TRASH,   TRASH,  TRASH, TRASH, LEAF, AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  IMMEDIATELY FOLLOWING ALL MEASURABLE IMMEDIATELY FOLLOWING ALL MEASURABLE  FOLLOWING ALL MEASURABLE FOLLOWING ALL MEASURABLE  ALL MEASURABLE ALL MEASURABLE  MEASURABLE MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  ARE OBSERVED.  ALL REGULAR MAINTENANCE ARE OBSERVED.  ALL REGULAR MAINTENANCE  OBSERVED.  ALL REGULAR MAINTENANCE OBSERVED.  ALL REGULAR MAINTENANCE   ALL REGULAR MAINTENANCE  ALL REGULAR MAINTENANCE ALL REGULAR MAINTENANCE  REGULAR MAINTENANCE REGULAR MAINTENANCE  MAINTENANCE MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE PROCEDURES OUTLINED ABOVE. 2. ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  (2) ROUTINE MAINTENANCE EVENTS SHALL BE (2) ROUTINE MAINTENANCE EVENTS SHALL BE  ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE EVENTS SHALL BE MAINTENANCE EVENTS SHALL BE  EVENTS SHALL BE EVENTS SHALL BE  SHALL BE SHALL BE  BE BE CONDUCTED ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN   THE FIRST EVENT WILL OCCUR IN  THE FIRST EVENT WILL OCCUR IN THE FIRST EVENT WILL OCCUR IN  FIRST EVENT WILL OCCUR IN FIRST EVENT WILL OCCUR IN  EVENT WILL OCCUR IN EVENT WILL OCCUR IN  WILL OCCUR IN WILL OCCUR IN  OCCUR IN OCCUR IN  IN IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  PACK HAS COMPLETELY MELTED, AND THE SECOND PACK HAS COMPLETELY MELTED, AND THE SECOND  HAS COMPLETELY MELTED, AND THE SECOND HAS COMPLETELY MELTED, AND THE SECOND  COMPLETELY MELTED, AND THE SECOND COMPLETELY MELTED, AND THE SECOND  MELTED, AND THE SECOND MELTED, AND THE SECOND  AND THE SECOND AND THE SECOND  THE SECOND THE SECOND  SECOND SECOND WILL OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  AFTER ALL LEAVES HAVE FALLEN FROM THE AFTER ALL LEAVES HAVE FALLEN FROM THE  ALL LEAVES HAVE FALLEN FROM THE ALL LEAVES HAVE FALLEN FROM THE  LEAVES HAVE FALLEN FROM THE LEAVES HAVE FALLEN FROM THE  HAVE FALLEN FROM THE HAVE FALLEN FROM THE  FALLEN FROM THE FALLEN FROM THE  FROM THE FROM THE  THE THE TREES BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  WINTER WEATHER CONDITIONS.  ALL MAINTENANCE WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  WEATHER CONDITIONS.  ALL MAINTENANCE WEATHER CONDITIONS.  ALL MAINTENANCE  CONDITIONS.  ALL MAINTENANCE CONDITIONS.  ALL MAINTENANCE   ALL MAINTENANCE  ALL MAINTENANCE ALL MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  THE OWNER/OPERATOR.  ANY PROBLEMS NOTED THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  OWNER/OPERATOR.  ANY PROBLEMS NOTED OWNER/OPERATOR.  ANY PROBLEMS NOTED   ANY PROBLEMS NOTED  ANY PROBLEMS NOTED ANY PROBLEMS NOTED  PROBLEMS NOTED PROBLEMS NOTED  NOTED NOTED DURING THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  BE IMMEDIATELY CORRECTED IN ACCORDANCE BE IMMEDIATELY CORRECTED IN ACCORDANCE  IMMEDIATELY CORRECTED IN ACCORDANCE IMMEDIATELY CORRECTED IN ACCORDANCE  CORRECTED IN ACCORDANCE CORRECTED IN ACCORDANCE  IN ACCORDANCE IN ACCORDANCE  ACCORDANCE ACCORDANCE WITH THE PROCEDURES DETAILED ABOVE. 3. INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  INSPECTIONS WILL BE CONDUCTED BY THE INSPECTIONS WILL BE CONDUCTED BY THE  WILL BE CONDUCTED BY THE WILL BE CONDUCTED BY THE  BE CONDUCTED BY THE BE CONDUCTED BY THE  CONDUCTED BY THE CONDUCTED BY THE  BY THE BY THE  THE THE OWNER/OPERATOR FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  THE FACILITIES.  THESE INSPECTIONS WILL BE FOR THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  FACILITIES.  THESE INSPECTIONS WILL BE FOR FACILITIES.  THESE INSPECTIONS WILL BE FOR   THESE INSPECTIONS WILL BE FOR  THESE INSPECTIONS WILL BE FOR THESE INSPECTIONS WILL BE FOR  INSPECTIONS WILL BE FOR INSPECTIONS WILL BE FOR  WILL BE FOR WILL BE FOR  BE FOR BE FOR  FOR FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  ROUTINE MAINTENANCE EVENTS.  ALL BASIN ROUTINE MAINTENANCE EVENTS.  ALL BASIN  MAINTENANCE EVENTS.  ALL BASIN MAINTENANCE EVENTS.  ALL BASIN  EVENTS.  ALL BASIN EVENTS.  ALL BASIN   ALL BASIN  ALL BASIN ALL BASIN  BASIN BASIN INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  CRITERIA NOTED ABOVE.  ANY PROBLEMS CRITERIA NOTED ABOVE.  ANY PROBLEMS  NOTED ABOVE.  ANY PROBLEMS NOTED ABOVE.  ANY PROBLEMS  ABOVE.  ANY PROBLEMS ABOVE.  ANY PROBLEMS   ANY PROBLEMS  ANY PROBLEMS ANY PROBLEMS  PROBLEMS PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  BE IMMEDIATELY CORRECTED INCLUDING ANY AND BE IMMEDIATELY CORRECTED INCLUDING ANY AND  IMMEDIATELY CORRECTED INCLUDING ANY AND IMMEDIATELY CORRECTED INCLUDING ANY AND  CORRECTED INCLUDING ANY AND CORRECTED INCLUDING ANY AND  INCLUDING ANY AND INCLUDING ANY AND  ANY AND ANY AND  AND AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF   A CONSULTING ENGINEER WILL BE CONTACTED IF  A CONSULTING ENGINEER WILL BE CONTACTED IF A CONSULTING ENGINEER WILL BE CONTACTED IF  CONSULTING ENGINEER WILL BE CONTACTED IF CONSULTING ENGINEER WILL BE CONTACTED IF  ENGINEER WILL BE CONTACTED IF ENGINEER WILL BE CONTACTED IF  WILL BE CONTACTED IF WILL BE CONTACTED IF  BE CONTACTED IF BE CONTACTED IF  CONTACTED IF CONTACTED IF  IF IF THERE ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  PROBLEMS BEYOND THE SCOPE OF ROUTINE PROBLEMS BEYOND THE SCOPE OF ROUTINE  BEYOND THE SCOPE OF ROUTINE BEYOND THE SCOPE OF ROUTINE  THE SCOPE OF ROUTINE THE SCOPE OF ROUTINE  SCOPE OF ROUTINE SCOPE OF ROUTINE  OF ROUTINE OF ROUTINE  ROUTINE ROUTINE MAINTENANCE.
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OPERATION & MAINTENANCE OF SURFACE DETENTION   AND WET POND FACILITIES IT IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  OWNER TO COMPLETE ALL MAINTENANCE ITEMS OWNER TO COMPLETE ALL MAINTENANCE ITEMS  TO COMPLETE ALL MAINTENANCE ITEMS TO COMPLETE ALL MAINTENANCE ITEMS  COMPLETE ALL MAINTENANCE ITEMS COMPLETE ALL MAINTENANCE ITEMS  ALL MAINTENANCE ITEMS ALL MAINTENANCE ITEMS  MAINTENANCE ITEMS MAINTENANCE ITEMS  ITEMS ITEMS AND TASKS DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.” OPERATION & MAINTENANCE MANUAL.” A. EMBANKMENT - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  IS AN EARTHEN BERM; THEREFORE THE IS AN EARTHEN BERM; THEREFORE THE  AN EARTHEN BERM; THEREFORE THE AN EARTHEN BERM; THEREFORE THE  EARTHEN BERM; THEREFORE THE EARTHEN BERM; THEREFORE THE  BERM; THEREFORE THE BERM; THEREFORE THE  THEREFORE THE THEREFORE THE  THE THE FOLLOWING MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  ARE REQUIRED TO ENSURE ITS STRUCTURAL ARE REQUIRED TO ENSURE ITS STRUCTURAL  REQUIRED TO ENSURE ITS STRUCTURAL REQUIRED TO ENSURE ITS STRUCTURAL  TO ENSURE ITS STRUCTURAL TO ENSURE ITS STRUCTURAL  ENSURE ITS STRUCTURAL ENSURE ITS STRUCTURAL  ITS STRUCTURAL ITS STRUCTURAL  STRUCTURAL STRUCTURAL INTEGRITY: 1. VEGETATION CONTROL VEGETATION CONTROL A. 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  BY HERBACEOUS SPECIES MUST BE MAINTAINED BY HERBACEOUS SPECIES MUST BE MAINTAINED  HERBACEOUS SPECIES MUST BE MAINTAINED HERBACEOUS SPECIES MUST BE MAINTAINED  SPECIES MUST BE MAINTAINED SPECIES MUST BE MAINTAINED  MUST BE MAINTAINED MUST BE MAINTAINED  BE MAINTAINED BE MAINTAINED  MAINTAINED MAINTAINED THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  OF THE BERM AND ALL OTHER AREAS OF DIRECT OF THE BERM AND ALL OTHER AREAS OF DIRECT  THE BERM AND ALL OTHER AREAS OF DIRECT THE BERM AND ALL OTHER AREAS OF DIRECT  BERM AND ALL OTHER AREAS OF DIRECT BERM AND ALL OTHER AREAS OF DIRECT  AND ALL OTHER AREAS OF DIRECT AND ALL OTHER AREAS OF DIRECT  ALL OTHER AREAS OF DIRECT ALL OTHER AREAS OF DIRECT  OTHER AREAS OF DIRECT OTHER AREAS OF DIRECT  AREAS OF DIRECT AREAS OF DIRECT  OF DIRECT OF DIRECT  DIRECT DIRECT DRAINAGE TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION   ANY AREAS THAT BECOME VOID OF VEGETATION  ANY AREAS THAT BECOME VOID OF VEGETATION ANY AREAS THAT BECOME VOID OF VEGETATION  AREAS THAT BECOME VOID OF VEGETATION AREAS THAT BECOME VOID OF VEGETATION  THAT BECOME VOID OF VEGETATION THAT BECOME VOID OF VEGETATION  BECOME VOID OF VEGETATION BECOME VOID OF VEGETATION  VOID OF VEGETATION VOID OF VEGETATION  OF VEGETATION OF VEGETATION  VEGETATION VEGETATION MUST BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  CORRECTED BY REPLANTING OR OTHER ADEQUATE CORRECTED BY REPLANTING OR OTHER ADEQUATE  BY REPLANTING OR OTHER ADEQUATE BY REPLANTING OR OTHER ADEQUATE  REPLANTING OR OTHER ADEQUATE REPLANTING OR OTHER ADEQUATE  OR OTHER ADEQUATE OR OTHER ADEQUATE  OTHER ADEQUATE OTHER ADEQUATE  ADEQUATE ADEQUATE MEASURES NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE  NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE  TO PREVENT EROSION THAT MAY JEOPARDIZE THE TO PREVENT EROSION THAT MAY JEOPARDIZE THE  PREVENT EROSION THAT MAY JEOPARDIZE THE PREVENT EROSION THAT MAY JEOPARDIZE THE  EROSION THAT MAY JEOPARDIZE THE EROSION THAT MAY JEOPARDIZE THE  THAT MAY JEOPARDIZE THE THAT MAY JEOPARDIZE THE  MAY JEOPARDIZE THE MAY JEOPARDIZE THE  JEOPARDIZE THE JEOPARDIZE THE  THE THE STRUCTURAL INTEGRITY OF THE BASIN. B. ALL VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER ALL VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  ALL AREAS OF THE BERM AND ALL OTHER ALL AREAS OF THE BERM AND ALL OTHER  AREAS OF THE BERM AND ALL OTHER AREAS OF THE BERM AND ALL OTHER  OF THE BERM AND ALL OTHER OF THE BERM AND ALL OTHER  THE BERM AND ALL OTHER THE BERM AND ALL OTHER  BERM AND ALL OTHER BERM AND ALL OTHER  AND ALL OTHER AND ALL OTHER  ALL OTHER ALL OTHER  OTHER OTHER AREAS OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  TO THE BERM MUST BE MOWED AT A MINIMUM TO THE BERM MUST BE MOWED AT A MINIMUM  THE BERM MUST BE MOWED AT A MINIMUM THE BERM MUST BE MOWED AT A MINIMUM  BERM MUST BE MOWED AT A MINIMUM BERM MUST BE MOWED AT A MINIMUM  MUST BE MOWED AT A MINIMUM MUST BE MOWED AT A MINIMUM  BE MOWED AT A MINIMUM BE MOWED AT A MINIMUM  MOWED AT A MINIMUM MOWED AT A MINIMUM  AT A MINIMUM AT A MINIMUM  A MINIMUM A MINIMUM  MINIMUM MINIMUM OF TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  PER YEAR.  NO TREES ARE TO BE PLANTED OR PER YEAR.  NO TREES ARE TO BE PLANTED OR  YEAR.  NO TREES ARE TO BE PLANTED OR YEAR.  NO TREES ARE TO BE PLANTED OR   NO TREES ARE TO BE PLANTED OR  NO TREES ARE TO BE PLANTED OR NO TREES ARE TO BE PLANTED OR  TREES ARE TO BE PLANTED OR TREES ARE TO BE PLANTED OR  ARE TO BE PLANTED OR ARE TO BE PLANTED OR  TO BE PLANTED OR TO BE PLANTED OR  BE PLANTED OR BE PLANTED OR  PLANTED OR PLANTED OR  OR OR MAINTAINED ON THE BERM. 2. RODENT CONTROL RODENT CONTROL A. THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  SHALL BE REGULARLY INSPECTED ACCORDING TO THE SHALL BE REGULARLY INSPECTED ACCORDING TO THE  BE REGULARLY INSPECTED ACCORDING TO THE BE REGULARLY INSPECTED ACCORDING TO THE  REGULARLY INSPECTED ACCORDING TO THE REGULARLY INSPECTED ACCORDING TO THE  INSPECTED ACCORDING TO THE INSPECTED ACCORDING TO THE  ACCORDING TO THE ACCORDING TO THE  TO THE TO THE  THE THE SUBSEQUENT “MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  “MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  FOR EVIDENCE OF AND/OR DAMAGE FOR EVIDENCE OF AND/OR DAMAGE  EVIDENCE OF AND/OR DAMAGE EVIDENCE OF AND/OR DAMAGE  OF AND/OR DAMAGE OF AND/OR DAMAGE  AND/OR DAMAGE AND/OR DAMAGE  DAMAGE DAMAGE BY RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  NOT LIMITED TO, MUSKRATS, GROUNDHOGS, NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  LIMITED TO, MUSKRATS, GROUNDHOGS, LIMITED TO, MUSKRATS, GROUNDHOGS,  TO, MUSKRATS, GROUNDHOGS, TO, MUSKRATS, GROUNDHOGS,  MUSKRATS, GROUNDHOGS, MUSKRATS, GROUNDHOGS,  GROUNDHOGS, GROUNDHOGS, AND BEAVERS. B. ALL IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE ALL IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  BE IMMEDIATELY REMOVED IF DAMAGES ARE BE IMMEDIATELY REMOVED IF DAMAGES ARE  IMMEDIATELY REMOVED IF DAMAGES ARE IMMEDIATELY REMOVED IF DAMAGES ARE  REMOVED IF DAMAGES ARE REMOVED IF DAMAGES ARE  IF DAMAGES ARE IF DAMAGES ARE  DAMAGES ARE DAMAGES ARE  ARE ARE OBSERVED.  HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR   HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR  HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR  UNDER PENNSYLVANIA LAW, THE CONTROL OR UNDER PENNSYLVANIA LAW, THE CONTROL OR  PENNSYLVANIA LAW, THE CONTROL OR PENNSYLVANIA LAW, THE CONTROL OR  LAW, THE CONTROL OR LAW, THE CONTROL OR  THE CONTROL OR THE CONTROL OR  CONTROL OR CONTROL OR  OR OR EXTERMINATION OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  MUSKRATS, AND BEAVERS IS SUBJECT TO MUSKRATS, AND BEAVERS IS SUBJECT TO  AND BEAVERS IS SUBJECT TO AND BEAVERS IS SUBJECT TO  BEAVERS IS SUBJECT TO BEAVERS IS SUBJECT TO  IS SUBJECT TO IS SUBJECT TO  SUBJECT TO SUBJECT TO  TO TO CERTAIN RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE  RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE   PRIOR TO TAKING ANY ACTION AGAINST THESE  PRIOR TO TAKING ANY ACTION AGAINST THESE PRIOR TO TAKING ANY ACTION AGAINST THESE  TO TAKING ANY ACTION AGAINST THESE TO TAKING ANY ACTION AGAINST THESE  TAKING ANY ACTION AGAINST THESE TAKING ANY ACTION AGAINST THESE  ANY ACTION AGAINST THESE ANY ACTION AGAINST THESE  ACTION AGAINST THESE ACTION AGAINST THESE  AGAINST THESE AGAINST THESE  THESE THESE RODENTS, THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  SHALL CONTACT THE PENNSYLVANIA SHALL CONTACT THE PENNSYLVANIA  CONTACT THE PENNSYLVANIA CONTACT THE PENNSYLVANIA  THE PENNSYLVANIA THE PENNSYLVANIA  PENNSYLVANIA PENNSYLVANIA GAME COMMISSION FOR ADVISEMENT: PENNSYLVANIA GAME COMMISSION BUREAU OF WILDLIFE MANAGEMENT 2001 ELMERTON AVENUE HARRISBURG, PA  17110-9797 (717) 787-5529 C. IMMEDIATELY FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS IMMEDIATELY FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS  FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS  THE REMOVAL OF ALL RODENTS, ALL BURROWS THE REMOVAL OF ALL RODENTS, ALL BURROWS  REMOVAL OF ALL RODENTS, ALL BURROWS REMOVAL OF ALL RODENTS, ALL BURROWS  OF ALL RODENTS, ALL BURROWS OF ALL RODENTS, ALL BURROWS  ALL RODENTS, ALL BURROWS ALL RODENTS, ALL BURROWS  RODENTS, ALL BURROWS RODENTS, ALL BURROWS  ALL BURROWS ALL BURROWS  BURROWS BURROWS SHALL BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  MIXTURE OF 90% EARTH AND 10% CEMENT MIXTURE OF 90% EARTH AND 10% CEMENT  OF 90% EARTH AND 10% CEMENT OF 90% EARTH AND 10% CEMENT  90% EARTH AND 10% CEMENT 90% EARTH AND 10% CEMENT  EARTH AND 10% CEMENT EARTH AND 10% CEMENT  AND 10% CEMENT AND 10% CEMENT  10% CEMENT 10% CEMENT  CEMENT CEMENT BY POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  LARGE DIAMETER PIPE.  THE OUTER SURFACE OF LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  DIAMETER PIPE.  THE OUTER SURFACE OF DIAMETER PIPE.  THE OUTER SURFACE OF  PIPE.  THE OUTER SURFACE OF PIPE.  THE OUTER SURFACE OF   THE OUTER SURFACE OF  THE OUTER SURFACE OF THE OUTER SURFACE OF  OUTER SURFACE OF OUTER SURFACE OF  SURFACE OF SURFACE OF  OF OF THIS FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  THEN BE COVERED WITH WELL-COMPACTED EARTH THEN BE COVERED WITH WELL-COMPACTED EARTH  BE COVERED WITH WELL-COMPACTED EARTH BE COVERED WITH WELL-COMPACTED EARTH  COVERED WITH WELL-COMPACTED EARTH COVERED WITH WELL-COMPACTED EARTH  WITH WELL-COMPACTED EARTH WITH WELL-COMPACTED EARTH  WELL-COMPACTED EARTH WELL-COMPACTED EARTH  EARTH EARTH AND VEGETATED WITH RECOMMENDED HERBACEOUS SPECIES. D. ANY DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR ANY DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  STRUCTURES (BASIN, OUTLET STRUCTURE, OR STRUCTURES (BASIN, OUTLET STRUCTURE, OR  (BASIN, OUTLET STRUCTURE, OR (BASIN, OUTLET STRUCTURE, OR  OUTLET STRUCTURE, OR OUTLET STRUCTURE, OR  STRUCTURE, OR STRUCTURE, OR  OR OR EMERGENCY SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  WITH THE RODENTS OR DAMAGES SHALL WITH THE RODENTS OR DAMAGES SHALL  THE RODENTS OR DAMAGES SHALL THE RODENTS OR DAMAGES SHALL  RODENTS OR DAMAGES SHALL RODENTS OR DAMAGES SHALL  OR DAMAGES SHALL OR DAMAGES SHALL  DAMAGES SHALL DAMAGES SHALL  SHALL SHALL BE REMOVED IMMEDIATELY. E. THE BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS THE BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  DAILY FOR A PERIOD OF TEN (10) DAYS DAILY FOR A PERIOD OF TEN (10) DAYS  FOR A PERIOD OF TEN (10) DAYS FOR A PERIOD OF TEN (10) DAYS  A PERIOD OF TEN (10) DAYS A PERIOD OF TEN (10) DAYS  PERIOD OF TEN (10) DAYS PERIOD OF TEN (10) DAYS  OF TEN (10) DAYS OF TEN (10) DAYS  TEN (10) DAYS TEN (10) DAYS  (10) DAYS (10) DAYS  DAYS DAYS FOLLOWING RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  TO ENSURE THAT ALL RODENTS WERE IN FACT TO ENSURE THAT ALL RODENTS WERE IN FACT  ENSURE THAT ALL RODENTS WERE IN FACT ENSURE THAT ALL RODENTS WERE IN FACT  THAT ALL RODENTS WERE IN FACT THAT ALL RODENTS WERE IN FACT  ALL RODENTS WERE IN FACT ALL RODENTS WERE IN FACT  RODENTS WERE IN FACT RODENTS WERE IN FACT  WERE IN FACT WERE IN FACT  IN FACT IN FACT  FACT FACT REMOVED FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS   ADDITIONAL REMOVAL AND REPAIRS, AS  ADDITIONAL REMOVAL AND REPAIRS, AS ADDITIONAL REMOVAL AND REPAIRS, AS  REMOVAL AND REPAIRS, AS REMOVAL AND REPAIRS, AS  AND REPAIRS, AS AND REPAIRS, AS  REPAIRS, AS REPAIRS, AS  AS AS DESCRIBED ABOVE, SHALL BE COMPLETED IF FURTHER DAMAGES ARE NOTED. 3. MINOR EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER MINOR EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  REPAIR - ANY EROSION, SLUMPING OR OTHER REPAIR - ANY EROSION, SLUMPING OR OTHER  - ANY EROSION, SLUMPING OR OTHER - ANY EROSION, SLUMPING OR OTHER  ANY EROSION, SLUMPING OR OTHER ANY EROSION, SLUMPING OR OTHER  EROSION, SLUMPING OR OTHER EROSION, SLUMPING OR OTHER  SLUMPING OR OTHER SLUMPING OR OTHER  OR OTHER OR OTHER  OTHER OTHER SOIL DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  BERM, EMERGENCY SPILLWAY, OR OUTLET BERM, EMERGENCY SPILLWAY, OR OUTLET  EMERGENCY SPILLWAY, OR OUTLET EMERGENCY SPILLWAY, OR OUTLET  SPILLWAY, OR OUTLET SPILLWAY, OR OUTLET  OR OUTLET OR OUTLET  OUTLET OUTLET BASIN THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  REGULAR OR SCHEDULED ROUTINE MAINTENANCE REGULAR OR SCHEDULED ROUTINE MAINTENANCE  OR SCHEDULED ROUTINE MAINTENANCE OR SCHEDULED ROUTINE MAINTENANCE  SCHEDULED ROUTINE MAINTENANCE SCHEDULED ROUTINE MAINTENANCE  ROUTINE MAINTENANCE ROUTINE MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  REPAIRED.  ADDITIONAL MATERIALS, AS REPAIRED.  ADDITIONAL MATERIALS, AS   ADDITIONAL MATERIALS, AS  ADDITIONAL MATERIALS, AS ADDITIONAL MATERIALS, AS  MATERIALS, AS MATERIALS, AS  AS AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  ENGINEER, SHALL BE ADDED WHERE ENGINEER, SHALL BE ADDED WHERE  SHALL BE ADDED WHERE SHALL BE ADDED WHERE  BE ADDED WHERE BE ADDED WHERE  ADDED WHERE ADDED WHERE  WHERE WHERE NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  ERODED AREAS TO GRADE.  ALL REPAIRED AREAS ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  AREAS TO GRADE.  ALL REPAIRED AREAS AREAS TO GRADE.  ALL REPAIRED AREAS  TO GRADE.  ALL REPAIRED AREAS TO GRADE.  ALL REPAIRED AREAS  GRADE.  ALL REPAIRED AREAS GRADE.  ALL REPAIRED AREAS   ALL REPAIRED AREAS  ALL REPAIRED AREAS ALL REPAIRED AREAS  REPAIRED AREAS REPAIRED AREAS  AREAS AREAS SHALL BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  OR IMMEDIATELY RE-VEGETATED WITH OR IMMEDIATELY RE-VEGETATED WITH  IMMEDIATELY RE-VEGETATED WITH IMMEDIATELY RE-VEGETATED WITH  RE-VEGETATED WITH RE-VEGETATED WITH  WITH WITH RECOMMENDED HERBACEOUS SPECIES. 4. EROSION PROTECTION EROSION PROTECTION A. ADDITIONAL MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT ADDITIONAL MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  SHALL BE TAKEN TO PREVENT FURTHER EROSION AT SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  BE TAKEN TO PREVENT FURTHER EROSION AT BE TAKEN TO PREVENT FURTHER EROSION AT  TAKEN TO PREVENT FURTHER EROSION AT TAKEN TO PREVENT FURTHER EROSION AT  TO PREVENT FURTHER EROSION AT TO PREVENT FURTHER EROSION AT  PREVENT FURTHER EROSION AT PREVENT FURTHER EROSION AT  FURTHER EROSION AT FURTHER EROSION AT  EROSION AT EROSION AT  AT AT THE DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  PROFESSIONAL ENGINEER.  NOTE:  ANY PROFESSIONAL ENGINEER.  NOTE:  ANY  ENGINEER.  NOTE:  ANY ENGINEER.  NOTE:  ANY   NOTE:  ANY  NOTE:  ANY NOTE:  ANY   ANY  ANY ANY WORK SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  OR 'WATERS OF THE UNITED STATES' MAY BE OR 'WATERS OF THE UNITED STATES' MAY BE  'WATERS OF THE UNITED STATES' MAY BE 'WATERS OF THE UNITED STATES' MAY BE  OF THE UNITED STATES' MAY BE OF THE UNITED STATES' MAY BE  THE UNITED STATES' MAY BE THE UNITED STATES' MAY BE  UNITED STATES' MAY BE UNITED STATES' MAY BE  STATES' MAY BE STATES' MAY BE  MAY BE MAY BE  BE BE SUBJECT TO STATE AND FEDERAL REGULATIONS AND SHOULD BE  TO STATE AND FEDERAL REGULATIONS AND SHOULD BE TO STATE AND FEDERAL REGULATIONS AND SHOULD BE  STATE AND FEDERAL REGULATIONS AND SHOULD BE STATE AND FEDERAL REGULATIONS AND SHOULD BE  AND FEDERAL REGULATIONS AND SHOULD BE AND FEDERAL REGULATIONS AND SHOULD BE  FEDERAL REGULATIONS AND SHOULD BE FEDERAL REGULATIONS AND SHOULD BE  REGULATIONS AND SHOULD BE REGULATIONS AND SHOULD BE  AND SHOULD BE AND SHOULD BE  SHOULD BE SHOULD BE  BE BE INVESTIGATED PRIOR TO ANY CORRECTIVE EARTH DISTURBANCE ACTIVITIES. B. ANY AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS ANY AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  BERM, EMERGENCY SPILLWAY OR OTHER AREAS BERM, EMERGENCY SPILLWAY OR OTHER AREAS  EMERGENCY SPILLWAY OR OTHER AREAS EMERGENCY SPILLWAY OR OTHER AREAS  SPILLWAY OR OTHER AREAS SPILLWAY OR OTHER AREAS  OR OTHER AREAS OR OTHER AREAS  OTHER AREAS OTHER AREAS  AREAS AREAS OF DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  THAT ARE OBSERVED TO BE VOID OF VEGETATION THAT ARE OBSERVED TO BE VOID OF VEGETATION  ARE OBSERVED TO BE VOID OF VEGETATION ARE OBSERVED TO BE VOID OF VEGETATION  OBSERVED TO BE VOID OF VEGETATION OBSERVED TO BE VOID OF VEGETATION  TO BE VOID OF VEGETATION TO BE VOID OF VEGETATION  BE VOID OF VEGETATION BE VOID OF VEGETATION  VOID OF VEGETATION VOID OF VEGETATION  OF VEGETATION OF VEGETATION  VEGETATION VEGETATION DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  SCHEDULED ROUTINE MAINTENANCE, SHALL BE SCHEDULED ROUTINE MAINTENANCE, SHALL BE  ROUTINE MAINTENANCE, SHALL BE ROUTINE MAINTENANCE, SHALL BE  MAINTENANCE, SHALL BE MAINTENANCE, SHALL BE  SHALL BE SHALL BE  BE BE IMMEDIATELY RE-VEGETATED WITH RECOMMENDED HERBACEOUS SPECIES. B. EMERGENCY SPILLWAY EMERGENCY SPILLWAY VEGETATION CONTROL - SAME AS FOR THE EMBANKMENT RODENT CONTROL - SAME AS FOR THE EMBANKMENT MINOR EARTHWORK AND EROSION REPAIR - SAME AS FOR THE EMBANKMENT EROSION PROTECTION - SAME AS FOR THE EMBANKMENT C. OUTLET STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR OUTLET STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  STRUCTURE(S) ARE CONCRETE RISERS SIMILAR STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  ARE CONCRETE RISERS SIMILAR ARE CONCRETE RISERS SIMILAR  CONCRETE RISERS SIMILAR CONCRETE RISERS SIMILAR  RISERS SIMILAR RISERS SIMILAR  SIMILAR SIMILAR TO STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  BOX.  TRASH RACKS SHALL BE INSTALLED ON BOX.  TRASH RACKS SHALL BE INSTALLED ON   TRASH RACKS SHALL BE INSTALLED ON  TRASH RACKS SHALL BE INSTALLED ON TRASH RACKS SHALL BE INSTALLED ON  RACKS SHALL BE INSTALLED ON RACKS SHALL BE INSTALLED ON  SHALL BE INSTALLED ON SHALL BE INSTALLED ON  BE INSTALLED ON BE INSTALLED ON  INSTALLED ON INSTALLED ON  ON ON ALL OPENINGS TO THE STRUCTURE. 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  SHALL BE REMOVED FROM THE BASIN AND OUTLET SHALL BE REMOVED FROM THE BASIN AND OUTLET  BE REMOVED FROM THE BASIN AND OUTLET BE REMOVED FROM THE BASIN AND OUTLET  REMOVED FROM THE BASIN AND OUTLET REMOVED FROM THE BASIN AND OUTLET  FROM THE BASIN AND OUTLET FROM THE BASIN AND OUTLET  THE BASIN AND OUTLET THE BASIN AND OUTLET  BASIN AND OUTLET BASIN AND OUTLET  AND OUTLET AND OUTLET  OUTLET OUTLET STRUCTURE FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  ALL MEASURABLE RAIN EVENTS OR WHEN SUCH ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  MEASURABLE RAIN EVENTS OR WHEN SUCH MEASURABLE RAIN EVENTS OR WHEN SUCH  RAIN EVENTS OR WHEN SUCH RAIN EVENTS OR WHEN SUCH  EVENTS OR WHEN SUCH EVENTS OR WHEN SUCH  OR WHEN SUCH OR WHEN SUCH  WHEN SUCH WHEN SUCH  SUCH SUCH MATERIALS ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE  ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE  OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE   ANY SEDIMENTS SHALL BE REMOVED FROM THE  ANY SEDIMENTS SHALL BE REMOVED FROM THE ANY SEDIMENTS SHALL BE REMOVED FROM THE  SEDIMENTS SHALL BE REMOVED FROM THE SEDIMENTS SHALL BE REMOVED FROM THE  SHALL BE REMOVED FROM THE SHALL BE REMOVED FROM THE  BE REMOVED FROM THE BE REMOVED FROM THE  REMOVED FROM THE REMOVED FROM THE  FROM THE FROM THE  THE THE BASIN AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  BY A REGISTERED PROFESSIONAL ENGINEER, WHEN BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  A REGISTERED PROFESSIONAL ENGINEER, WHEN A REGISTERED PROFESSIONAL ENGINEER, WHEN  REGISTERED PROFESSIONAL ENGINEER, WHEN REGISTERED PROFESSIONAL ENGINEER, WHEN  PROFESSIONAL ENGINEER, WHEN PROFESSIONAL ENGINEER, WHEN  ENGINEER, WHEN ENGINEER, WHEN  WHEN WHEN ACCUMULATIONS ARE SUCH THAT THE VOLUME IS SIGNIFICANTLY REDUCED. 2. THE OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR THE OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  SHALL BE INSPECTED ON A QUARTERLY BASIS FOR SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  BE INSPECTED ON A QUARTERLY BASIS FOR BE INSPECTED ON A QUARTERLY BASIS FOR  INSPECTED ON A QUARTERLY BASIS FOR INSPECTED ON A QUARTERLY BASIS FOR  ON A QUARTERLY BASIS FOR ON A QUARTERLY BASIS FOR  A QUARTERLY BASIS FOR A QUARTERLY BASIS FOR  QUARTERLY BASIS FOR QUARTERLY BASIS FOR  BASIS FOR BASIS FOR  FOR FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   CONDITIONS, AND SIGNS OF EROSION.  CONDITIONS, AND SIGNS OF EROSION.   AND SIGNS OF EROSION.  AND SIGNS OF EROSION.   SIGNS OF EROSION.  SIGNS OF EROSION.   OF EROSION.  OF EROSION.   EROSION.  EROSION.  ALL MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  REPAIRED IMMEDIATELY.  OWNER/OPERATOR REPAIRED IMMEDIATELY.  OWNER/OPERATOR  IMMEDIATELY.  OWNER/OPERATOR IMMEDIATELY.  OWNER/OPERATOR   OWNER/OPERATOR  OWNER/OPERATOR OWNER/OPERATOR SHALL CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  PROFESSIONAL ENGINEER FOR THE REPAIR OF PROFESSIONAL ENGINEER FOR THE REPAIR OF  ENGINEER FOR THE REPAIR OF ENGINEER FOR THE REPAIR OF  FOR THE REPAIR OF FOR THE REPAIR OF  THE REPAIR OF THE REPAIR OF  REPAIR OF REPAIR OF  OF OF MAJOR DEFECTS. D. MAINTENANCE SCHEDULE MAINTENANCE SCHEDULE 1. REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  MAINTENANCE SHALL BE CONDUCTED ON AN MAINTENANCE SHALL BE CONDUCTED ON AN  SHALL BE CONDUCTED ON AN SHALL BE CONDUCTED ON AN  BE CONDUCTED ON AN BE CONDUCTED ON AN  CONDUCTED ON AN CONDUCTED ON AN  ON AN ON AN  AN AN AS NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  BUT NOT LIMITED TO, MOWING OF VEGETATION, BUT NOT LIMITED TO, MOWING OF VEGETATION,  NOT LIMITED TO, MOWING OF VEGETATION, NOT LIMITED TO, MOWING OF VEGETATION,  LIMITED TO, MOWING OF VEGETATION, LIMITED TO, MOWING OF VEGETATION,  TO, MOWING OF VEGETATION, TO, MOWING OF VEGETATION,  MOWING OF VEGETATION, MOWING OF VEGETATION,  OF VEGETATION, OF VEGETATION,  VEGETATION, VEGETATION, TRASH AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  RODENT REMOVAL, AND REPAIRS OF PHYSICAL RODENT REMOVAL, AND REPAIRS OF PHYSICAL  REMOVAL, AND REPAIRS OF PHYSICAL REMOVAL, AND REPAIRS OF PHYSICAL  AND REPAIRS OF PHYSICAL AND REPAIRS OF PHYSICAL  REPAIRS OF PHYSICAL REPAIRS OF PHYSICAL  OF PHYSICAL OF PHYSICAL  PHYSICAL PHYSICAL DAMAGE.  TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING   TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  SHALL OCCUR IMMEDIATELY FOLLOWING SHALL OCCUR IMMEDIATELY FOLLOWING  OCCUR IMMEDIATELY FOLLOWING OCCUR IMMEDIATELY FOLLOWING  IMMEDIATELY FOLLOWING IMMEDIATELY FOLLOWING  FOLLOWING FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  WHEN SUCH MATERIALS ARE OBSERVED.  ALL WHEN SUCH MATERIALS ARE OBSERVED.  ALL  SUCH MATERIALS ARE OBSERVED.  ALL SUCH MATERIALS ARE OBSERVED.  ALL  MATERIALS ARE OBSERVED.  ALL MATERIALS ARE OBSERVED.  ALL  ARE OBSERVED.  ALL ARE OBSERVED.  ALL  OBSERVED.  ALL OBSERVED.  ALL   ALL  ALL ALL REGULAR MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE  MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE  ITEMS SHALL BE COMPLETED ACCORDING TO THE ITEMS SHALL BE COMPLETED ACCORDING TO THE  SHALL BE COMPLETED ACCORDING TO THE SHALL BE COMPLETED ACCORDING TO THE  BE COMPLETED ACCORDING TO THE BE COMPLETED ACCORDING TO THE  COMPLETED ACCORDING TO THE COMPLETED ACCORDING TO THE  ACCORDING TO THE ACCORDING TO THE  TO THE TO THE  THE THE PROCEDURES OUTLINED IN ABOVE. 2. ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  (2) ROUTINE MAINTENANCE EVENTS SHALL BE (2) ROUTINE MAINTENANCE EVENTS SHALL BE  ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE EVENTS SHALL BE MAINTENANCE EVENTS SHALL BE  EVENTS SHALL BE EVENTS SHALL BE  SHALL BE SHALL BE  BE BE CONDUCTED ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  THE OWNER/OPERATOR.  THE FIRST EVENT WILL THE OWNER/OPERATOR.  THE FIRST EVENT WILL  OWNER/OPERATOR.  THE FIRST EVENT WILL OWNER/OPERATOR.  THE FIRST EVENT WILL   THE FIRST EVENT WILL  THE FIRST EVENT WILL THE FIRST EVENT WILL  FIRST EVENT WILL FIRST EVENT WILL  EVENT WILL EVENT WILL  WILL WILL OCCUR IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  AFTER THE SNOW PACK HAS COMPLETELY MELTED, AFTER THE SNOW PACK HAS COMPLETELY MELTED,  THE SNOW PACK HAS COMPLETELY MELTED, THE SNOW PACK HAS COMPLETELY MELTED,  SNOW PACK HAS COMPLETELY MELTED, SNOW PACK HAS COMPLETELY MELTED,  PACK HAS COMPLETELY MELTED, PACK HAS COMPLETELY MELTED,  HAS COMPLETELY MELTED, HAS COMPLETELY MELTED,  COMPLETELY MELTED, COMPLETELY MELTED,  MELTED, MELTED, AND THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  IN OCTOBER PRIOR TO THE ONSET OF WINTER IN OCTOBER PRIOR TO THE ONSET OF WINTER  OCTOBER PRIOR TO THE ONSET OF WINTER OCTOBER PRIOR TO THE ONSET OF WINTER  PRIOR TO THE ONSET OF WINTER PRIOR TO THE ONSET OF WINTER  TO THE ONSET OF WINTER TO THE ONSET OF WINTER  THE ONSET OF WINTER THE ONSET OF WINTER  ONSET OF WINTER ONSET OF WINTER  OF WINTER OF WINTER  WINTER WINTER WEATHER CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY   ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  MAINTENANCE EVENTS SHALL BE CONDUCTED BY MAINTENANCE EVENTS SHALL BE CONDUCTED BY  EVENTS SHALL BE CONDUCTED BY EVENTS SHALL BE CONDUCTED BY  SHALL BE CONDUCTED BY SHALL BE CONDUCTED BY  BE CONDUCTED BY BE CONDUCTED BY  CONDUCTED BY CONDUCTED BY  BY BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE  OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE   ANY PROBLEMS NOTED DURING THE MAINTENANCE  ANY PROBLEMS NOTED DURING THE MAINTENANCE ANY PROBLEMS NOTED DURING THE MAINTENANCE  PROBLEMS NOTED DURING THE MAINTENANCE PROBLEMS NOTED DURING THE MAINTENANCE  NOTED DURING THE MAINTENANCE NOTED DURING THE MAINTENANCE  DURING THE MAINTENANCE DURING THE MAINTENANCE  THE MAINTENANCE THE MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  CORRECTED IN ACCORDANCE WITH THE CORRECTED IN ACCORDANCE WITH THE  IN ACCORDANCE WITH THE IN ACCORDANCE WITH THE  ACCORDANCE WITH THE ACCORDANCE WITH THE  WITH THE WITH THE  THE THE PROCEDURES DETAILED ABOVE. 3. INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  ANNUAL INSPECTIONS WILL BE CONDUCTED BY ANNUAL INSPECTIONS WILL BE CONDUCTED BY  INSPECTIONS WILL BE CONDUCTED BY INSPECTIONS WILL BE CONDUCTED BY  WILL BE CONDUCTED BY WILL BE CONDUCTED BY  BE CONDUCTED BY BE CONDUCTED BY  CONDUCTED BY CONDUCTED BY  BY BY THE OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  LIFE OF THE BASIN.  THESE INSPECTIONS WILL LIFE OF THE BASIN.  THESE INSPECTIONS WILL  OF THE BASIN.  THESE INSPECTIONS WILL OF THE BASIN.  THESE INSPECTIONS WILL  THE BASIN.  THESE INSPECTIONS WILL THE BASIN.  THESE INSPECTIONS WILL  BASIN.  THESE INSPECTIONS WILL BASIN.  THESE INSPECTIONS WILL   THESE INSPECTIONS WILL  THESE INSPECTIONS WILL THESE INSPECTIONS WILL  INSPECTIONS WILL INSPECTIONS WILL  WILL WILL BE FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  FOR THE ROUTINE MAINTENANCE EVENTS.  ALL FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  THE ROUTINE MAINTENANCE EVENTS.  ALL THE ROUTINE MAINTENANCE EVENTS.  ALL  ROUTINE MAINTENANCE EVENTS.  ALL ROUTINE MAINTENANCE EVENTS.  ALL  MAINTENANCE EVENTS.  ALL MAINTENANCE EVENTS.  ALL  EVENTS.  ALL EVENTS.  ALL   ALL  ALL ALL BASIN INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   TO THE SPECIFIC CRITERIA NOTED ABOVE.  TO THE SPECIFIC CRITERIA NOTED ABOVE.   THE SPECIFIC CRITERIA NOTED ABOVE.  THE SPECIFIC CRITERIA NOTED ABOVE.   SPECIFIC CRITERIA NOTED ABOVE.  SPECIFIC CRITERIA NOTED ABOVE.   CRITERIA NOTED ABOVE.  CRITERIA NOTED ABOVE.   NOTED ABOVE.  NOTED ABOVE.   ABOVE.  ABOVE.  ANY PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  INSPECTION SHALL BE IMMEDIATELY CORRECTED INSPECTION SHALL BE IMMEDIATELY CORRECTED  SHALL BE IMMEDIATELY CORRECTED SHALL BE IMMEDIATELY CORRECTED  BE IMMEDIATELY CORRECTED BE IMMEDIATELY CORRECTED  IMMEDIATELY CORRECTED IMMEDIATELY CORRECTED  CORRECTED CORRECTED INCLUDING ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ROUTINE MAINTENANCE ITEMS.  A CONSULTING ROUTINE MAINTENANCE ITEMS.  A CONSULTING  MAINTENANCE ITEMS.  A CONSULTING MAINTENANCE ITEMS.  A CONSULTING  ITEMS.  A CONSULTING ITEMS.  A CONSULTING   A CONSULTING  A CONSULTING A CONSULTING  CONSULTING CONSULTING ENGINEER WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  IF THERE ARE ANY STRUCTURAL PROBLEMS IF THERE ARE ANY STRUCTURAL PROBLEMS  THERE ARE ANY STRUCTURAL PROBLEMS THERE ARE ANY STRUCTURAL PROBLEMS  ARE ANY STRUCTURAL PROBLEMS ARE ANY STRUCTURAL PROBLEMS  ANY STRUCTURAL PROBLEMS ANY STRUCTURAL PROBLEMS  STRUCTURAL PROBLEMS STRUCTURAL PROBLEMS  PROBLEMS PROBLEMS BEYOND THE SCOPE OF ROUTINE MAINTENANCE.
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REGISTRATION
LA002522

PENNSY LV A NIA

NUMBER

C H
R IST O P HER  E.  GREEN

STORMWATER MANAGEMENT BASIN

PLUG-TYPE B
SQ. FT.

20% AG, 20% JC, 20%

LS, 20% SP, 20%CO

BASIN # 1
1,970

ISLAND #1 350

ISLAND #2 340

ISLAND #3 350

ISLAND #4
310

ISLAND #5 315

PLANT SCHEDULE

STREET TREES

SHADE TREES

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

QA
4

QUERCUS ALBA
WHITE OAK 2-1/2-3" CALIPER B&B SEE PLAN

QP 3 QUERCUS PHELLOS
WILLOW OAK 2-1/2-3" CALIPER B&B SEE PLAN

TOTAL 7

SMALL TREES

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

AC 10 AMELANCHIER CANADENSIS SERVICEBERRY
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

BN 5 BETULA NIGRA 'HERITAGE' RIVER BIRCH
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

MV 5 MAGNOLIA VIRGINIANA SWEETBAY MAGNOLIA
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

TOTAL 20

SHRUBS

KEY QTY. BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

IV 21 ILEX VERTICILLATA 'WINTER RED' WINTERBERRY HOLLY MIN. 3' HEIGHT #5 CONT. SEE PLAN

IG 16 ILEX GLABRA 'COMPACTA' INKBERRY HOLLY MIN. 3' HEIGHT #5 CONT. SEE PLAN

TOTAL 37

PLUGS

PERENNIALS

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

AG 350 ANDROPOGON GERARDII BIG BLUE STEM 2" PLUG 4.5" DEEP 18" SPACING

JC 350 JUNCUS CANADENSIS SOFT RUSH 2" PLUG
4.5" DEEP

18" SPACING

LS 350 LOBELIA SYPHILITICA GREAT BLUE LOBELIA 2" PLUG 4.5" DEEP 18" SPACING

SP 350 SYMPHYOTRICHUM PUNICEUM NEW YORK ASTER 2" PLUG 4.5" DEEP 18" SPACING

ST SCHOENOPLECTUS TABERNAEMONTANI SOFTSTEM BULRUSH 2" PLUG 4.5" DEEP 36' SPACING

TOTAL 1050

SHRUB

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

CO 400 CEPHALANTHUS OCCIDENTALIS BUTTONBUSH 2" PLUG 4.5" DEEP 18" SPACING

TOTAL 400
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1. ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT ZONING DISTRICT: "R-55" - RIVERFRONT REVITALIZATION DISTRICT 2. EXISTING USE:  MANUFACTURING, WAREHOUSE EXISTING USE:  MANUFACTURING, WAREHOUSE PROPOSED USES:  OFFICE & RETAIL WITH OUTDOOR RECREATION AREA 3. AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: AREA, DIMENSIONAL, OPEN SPACE, AND IMPERVIOUS SURFACE REQUIREMENTS: REQUIRED TMP 2-61-292 TMP 2-65-020 TMP 2-61-292 TMP 2-65-020 TMP 2-65-020 IMPERIAL COURT STATE ROAD STATE ROAD EXIST. PROP. EXIST. PROP. PROP. EXIST. PROP. EXIST. PROP. PROP. A. MINI. LOT AREA: 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf MINI. LOT AREA: 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf 20,000 SF 283,477sf 283,477sf 836,090sf 836,090sf 283,477sf 283,477sf 836,090sf 836,090sf 283,477sf 836,090sf 836,090sf 836,090sf 836,090sf 836,090sf B. MIN. LOT WIDTH: 75 FT 661.6ft 661.6ft 421.6ft 421.6ft MIN. LOT WIDTH: 75 FT 661.6ft 661.6ft 421.6ft 421.6ft 75 FT 661.6ft 661.6ft 421.6ft 421.6ft 661.6ft 661.6ft 421.6ft 421.6ft 661.6ft 421.6ft 421.6ft 421.6ft 421.6ft 421.6ft C. MAX. IMPERVIOUS COVERAGE: 55 % 81.2%† 86.8%* 74.6%† 79.8%** MAX. IMPERVIOUS COVERAGE: 55 % 81.2%† 86.8%* 74.6%† 79.8%** 55 % 81.2%† 86.8%* 74.6%† 79.8%** 81.2%† 86.8%* 74.6%† 79.8%** 86.8%* 74.6%† 79.8%** %† 79.8%** 79.8%** 232,433sf 246,212sf 623,546sf 667,119sf 246,212sf 623,546sf 667,119sf 623,546sf 667,119sf 667,119sf D. MAX. BUILDING COVERAGE: 35 % 31.7% 31.7% 12.9% 12.9% MAX. BUILDING COVERAGE: 35 % 31.7% 31.7% 12.9% 12.9% 35 % 31.7% 31.7% 12.9% 12.9% 31.7% 31.7% 12.9% 12.9% 31.7% 12.9% 12.9% 12.9% 12.9% 12.9% 89,780sf 89,780sf 108,022sf 108,022sf 89,780sf 108,022sf 108,022sf 108,022sf 108,022sf 108,022sf E. MAX. BUILDING HEIGHT: 40 FT < 40' < 40' < 40' < 40' MAX. BUILDING HEIGHT: 40 FT < 40' < 40' < 40' < 40' 40 FT < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' < 40' F. YARD SETBACK: FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) YARD SETBACK: FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) FRONT 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) 75 FT 144.2' 144.2' 227.2' 227.2' (BLDG 1) 144.2' 144.2' 227.2' 227.2' (BLDG 1) 144.2' 227.2' 227.2' (BLDG 1) 227.2' 227.2' (BLDG 1) 227.2' (BLDG 1) (BLDG 1) 990.1' 990.1' (BLDG 2) 990.1' (BLDG 2) (BLDG 2) REAR 30 FT 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 30 FT 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 121.7' 121.7' 1774.2' 1774.2' (BLDG 1) 121.7' 1774.2' 1774.2' (BLDG 1) 1774.2' 1774.2' (BLDG 1) 1774.2' (BLDG 1) (BLDG 1) 298.9' 298.9' (BLDG 2) 298.9' (BLDG 2) (BLDG 2) SIDE 20 FT 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 20 FT 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 53'/60' 53'/60' 23'/53' 23'/53' (BLDG 1) 53'/60' 23'/53' 23'/53' (BLDG 1) 23'/53' 23'/53' (BLDG 1) 23'/53' (BLDG 1) (BLDG 1) 11'/248' 11'/248' (BLDG 2)* 11'/248' (BLDG 2)* (BLDG 2)* 4. PARKING REQUIREMENTS FOR TMP 2-65-020 REDEVELOPMENT: PARKING REQUIREMENTS FOR TMP 2-65-020 REDEVELOPMENT: OFFICE: 2 PER 1000 SF 24,000 SF 48 SP 24,000 SF 48 SP 48 SP RETAIL: 3 PER 1000 SF 18,000 SF 54 SP 18,000 SF 54 SP 54 SP RECREATION: 5 PER 1000 SF 16,200 SF 81 SP = TOTAL 183 SP 16,200 SF 81 SP = TOTAL 183 SP 81 SP = TOTAL 183 SP = TOTAL 183 SP 183 SP SHARE FACTOR DIVIDE BY 1.2 153 SP REQUIRED 153 SP REQUIRED PARKING SPACES PROVIDED: 179 SPACES 179 SPACES * EXISTING NON-CONFORMITY. ** EXISTING IMPERVIOUS COVER, INCLUDING AREAS ADDED SINCE 2005, IS 671,711sf.  PROPOSED SITE IMPROVEMENTS WILL REDUCE THE IMPERVIOUS COVER BY APPROXIMATELY 4500sf FROM THE CURRENT STATE. ASSUMES IMPERVIOUS COVER PER 2005 AERIAL PHOTOGRAPH.  EXISTING NON-CONFORMITY.
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1. THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED THE SITE FEATURES AND TOPOGRAPHY AS SHOWN ARE BASED ON A FIELD SURVEY PERFORMED BY GILMORE & ASSOCIATES INC. IN APRIL & MAY OF 2019. 2. THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND THE PROPERTY LINES SHOWN ARE BASED ON THE METES AND BOUNDS DESCRIPTION CONTAINED IN THE CURRENT TITLE TRANSFER DEED OF THE SUBJECT PROPERTY ONLY.  NO TITLE RESEARCH WAS PERFORMED IN PREPARATION OF THIS PLAN.  EASEMENTS, RESTRICTIONS AND/OR COVENANTS MAY APPLY. A. SEE LIST OF REFERENCE PLANS. SEE LIST OF REFERENCE PLANS. 3. VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY VERTICAL DATUM IS NAVD88 AND WAS ESTABLISHED BY GLOBAL POSITIONING SYSTEM (GPS) WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 4. HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE HORIZONTAL DATUM IS BASED ON 1983 STATE PLANE COORDINATE SYSTEM ESTABLISHED UTILIZING GLOBAL POSITIONING SYSTEM (GPS), WITH OBSERVATIONS REFERENCED TO THE KEYNET GPS BASE STATION NETWORK. 5. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. NEW UTILITIES SHALL BE INSTALLED UNDERGROUND. 6. THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X THE PROPERTY IS LOCATED IN FLOOD HAZARD AREA X (MINIMAL HAZARD) ACCORDING TO THE FLOOD INSURANCE RATE MAP FOR BUCKS COUNTY, PA MAP NO. 42017C0504 K, EFFECTIVE DATE MARCH 21, 2017, PREPARED BY THE FEDERAL EMERGENCY MANAGEMENT AGENCY. 7. NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS NO STRUCTURES, FENCE, PLANTINGS, OR OTHER OBSTRUCTIONS SHALL BE INSTALLED BETWEEN A VERTICAL PLANE TWO FEET ABOVE STREET LEVEL AND A PLANE SEVEN FEET ABOVE STREET LEVEL SO AS TO INTERFERE WITH TRAFFIC VISIBILITY WITHIN THE CLEAR SIGHT SHOWN AT THE DRIVEWAY ENTRANCE. 8. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE ALL CONTRACTORS WORKING ON THIS PROJECT SHALL BE RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION ACTIVITIES RELATED TO THIS PROJECT ARE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE OSHA (OCCUPATIONAL SAFETY & HEALTH ADMINISTRATION) STANDARDS. 9. THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE BURYING OF TREES AND OTHER CONSTRUCTION DEBRIS ON THE SITE IS PROHIBITED.  ALL CONSTRUCTION WASTE SHALL BE DISPOSED OF IN ACCORDANCE WITH LOCAL, STATE & FEDERAL REGULATIONS. 10. THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & THE STORMWATER MANAGEMENT FACILITIES SHALL BE OWNED & MAINTAINED BY THE PROPERTY OWNER IN PERPETUITY.  THE PROPERTY OWNER SHALL PROVIDE A BLANKET STORMWATER ACCESS EASEMENT TO THE TOWNSHIP FOR THE PURPOSE OF ACCESS TO THE FACILITIES ON AN ANNUAL BASIS.  ALL COSTS & EXPENSES ASSOCIATED WITH SAID INSPECTION SHALL BE PAID TO THE TOWNSHIP BY THE OWNER IN PERPETUITY.  IF, IN THE JUDGEMENT OF THE TOWNSHIP ENGINEER, THE OWNER HAS FAILED TO MAINTAIN THE SWM FACILITIES IN SUCH A MANNER AS TO ENSURE THEIR PROPER FUNCTIONING, THE TOWNSHIP AFTER PROVIDING A WRITTEN NOTICE, SHALL HAVE THE RIGHT TO ENTER UPON THE LANDS OF THE OWNER & TO MAKE ANY REPAIRS AS MAY BE NECESSARY TO THE FACILITIES TO ENSURE THAT SUCH FACILITIES FUNCTION & PERFORM IN ACCORDANCE WITH THE DESIGN SPECIFICATIONS.  ANY & ALL COSTS INCURRED BY THE TOWNSHIP FOR SUCH REPAIRS AND/OR MAINTENANCE SHALL BE PAID IN FULL BY OWNER.  A LIEN OR LIENS MAY BE PLACED AGAINST THE PROPERTY IF THE OWNER FAILS TO REMIT PAYMENT WITHIN SIXTY (60) DAYS. 11. THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE THE STORMWATER MANAGEMENT FACILITIES SHOWN ON THESE PLANS ARE A BASIC & PERPETUAL PART OF THE STORM DRAINAGE SYSTEM, & AS SUCH TO BE PROTECTED & PRESERVED IN ACCORDANCE WITH THE APPROVED FINAL PLANS BY THE OWNER TO WHICH THESE STRUCTURES ARE LOCATED WITHIN.  THE TOWNSHIP AND/OR ITS AGENTS RESERVE THE RIGHT TO ENTER THE SITE FOR THE PURPOSE OF INSPECTION OF THESE FACILITIES TO VERIFY THE DESIGN INTEGRITY IS BEING MAINTAINED BY THE OWNER. 12. THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL.THERE ARE NO REGULATED WETLANDS ON EITHER PARCEL.
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1.  SEED MIX SHALL BE ERNMX-180, AS PROVIDED BY EARNST CONSERVATION SEEDS, OR APPROVED EQUAL CONSISTING OF THE FOLLOWING SPECIES AT 20 LB/ACRE WITH A COVER CROP OF GRAIN RYE AT 30 LB/ACRE.
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NOTES: : 1. PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING APPLICATION OF LIME, FERTILIZER, AND SEED. 2. BEGIN LINER 3' BELOW SPILLWAY ON INSIDE OF BASIN BY BEGIN LINER 3' BELOW SPILLWAY ON INSIDE OF BASIN BY ANCHORING THE BLANKET IN A 12" DEEP BY 6" WIDE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING. 3. ROLL CENTER BLANKET IN DIRECTION OF WATER FLOW OVER ROLL CENTER BLANKET IN DIRECTION OF WATER FLOW OVER THE SPILLWAY AND TO THE TOE OF THE EMBANKMENT.  PLACE BLANKETS END OVER END (SHINGLE STYLE) WITH A 6" OVERLAP. USE A DOUBLE ROW OF STAGGERED STAPLES, 4" APART, TO SECURE BLANKETS. 4. STAPLE LINING PER MANUFACTURER'S RECOMMENDED STAPLE STAPLE LINING PER MANUFACTURER'S RECOMMENDED STAPLE PATTERN OVER ENTIRE WIDTH/LENGTH OF THE SPILLWAY. 5. THE TERMINAL END OF THE BLANKETS MUST BE ANCHORED IN THE TERMINAL END OF THE BLANKETS MUST BE ANCHORED IN A 12" DEEP BY 6" WIDE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING. 6. HEAVY EQUIPMENT SHALL NOT CROSS OVER SPILLWAY WITHOUT HEAVY EQUIPMENT SHALL NOT CROSS OVER SPILLWAY WITHOUT PRECAUTIONS TAKEN TO PROTECT EROSION CONTROL LINING.  7. DISPLACED LINER WITHIN THE SPILLWAY AND/OR ON THE DISPLACED LINER WITHIN THE SPILLWAY AND/OR ON THE EMBANKMENTS SHALL BE REPLACED IMMEDIATELY.  8. RIPRAP AT TOE OF EMBANKMENT SHALL BE EXTENDED A RIPRAP AT TOE OF EMBANKMENT SHALL BE EXTENDED A SUFFICIENT LENGTH IN BOTH DIRECTIONS TO PREVENT SCOUR.
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"MIRIMAT" EROSION CONTROL BLANKET OR APPROVED EQUAL. (INSTALLED AS PER MANUFACTURER'S RECOMMENDATIONS).
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BASIN BERM TO BE PLACED IN 8" LIFTS AND COMPACTED TO 95% OF MAXIMUM  DRY DENSITY AS ESTABLISHED BY ASTM D-1557 PRIOR TO PROCEEDING TO NEXT LIFT, COMPACTION SHALL BE CHECKED BY THE TOWNSHIP ENGINEER.
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NOTE: EMBANKMENT TO BE TOPSOILED AND SEEDED.
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EXISTING BASIN TO HAVE SEDIMENT REMOVED & REGRADED TO PROVIDE ADDITIONAL VOLUME. FLOOR TO BE OVER-EXCAVATED FOR AMENDED SOILS PER BIORETENTION DETAIL.
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BASIN BERM TO BE PLACED IN 8" LIFTS AND COMPACTED TO 95% OF MAXIMUM  DRY DENSITY AS ESTABLISHED BY ASTM D-1557 PRIOR TO PROCEEDING TO NEXT LIFT, COMPACTION SHALL BE CHECKED BY THE TOWNSHIP ENGINEER.
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OUTLET STRUCTURE OUTER DIMENSIONS TO  COMFORM TO PADOT STANDARD INLET BOX SPECIFICATIONS
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L3x3x1/4 (BOLTED TO OUTLET STRUCTURE W/ 1/4" EXPANSION BOLTS @ 2'-0" O.C.- TYP.)
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COMPOST MATERIAL SHALL BE WEED FREE COMPOST DERIVED FROM WELL-DECOMPOSED ORGANIC MATTER.  COMPOST SHALL BE PRODUCED USING AEROBIC COMPOSTING PROCESS MEETING CFR 503 REGULATIONS.  COMPOST MATERIAL SHALL MEET THE FOLLOWING REQUIREMENTS: ORGANIC MATTER CONTENT 25% - 100% 25% - 100% ORGANIC PORTION FIBROUS & ELONGATED FIBROUS & ELONGATED pH 5.5 - 8.5 5.5 - 8.5 MOISTURE CONTENT 30% - 60% 30% - 60% PARTICLE SIZE 30-50% PASS 3/8" SIEVE 30-50% PASS 3/8" SIEVE SOLUBLE SALT 5.0 dS/m MAXIMUM5.0 dS/m MAXIMUM
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SOIL AMENDMENT SEQUENCE 1. INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT CONTROL MEASURES AT DOWNSTREAM SIDE OF WORK.  IN THE CASE OF A BASIN, INSTALL ROCK FILTER AT OUTLET STRUCTURE. 2. CLEAR AND GRUB AREA OF PROPOSED SOIL AMENDMENT NO MORE CLEAR AND GRUB AREA OF PROPOSED SOIL AMENDMENT NO MORE THAN 24 HOURS IN ADVANCE OF WORK.  IF GRADING ADJUSTMENT ARE NOTED IN PLAN VIEW, STRIP TOPSOIL AND REGRADE AS NEEDED BEFORE PROCEEDING. 3. IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF SOILS DURING IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF SOILS DURING THE WORK.  WHEN POSSIBLE, THE CONTRACTOR SHOULD USE WIDE TRACK OR MARSH TRACK EQUIPMENT, OR LIGHT EQUIPMENT WITH TURF TYPE TIRES.  USE OF EQUIPMENT WITH NARROW TRACKS OR NARROW TIRES, RUBBER TIRES WITH LARGE LUGS, OR HIGH PRESSURE TIRES WILL CAUSE EXCESSIVE COMPACTION RESULTING IN REDUCED EXCESSIVE COMPACTION. 4. LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE  OR THEIR DESIGNATED REPRESENTATIVE SHALL BE ONSITE TO OBSERVE TILLING OF SOILS AND INSTALLATION OF COMPOST/AMENDMENT. 5. THE EXISTING SOILS SHALL BE SCARIFIED TO A DEPTH OF 6-12 THE EXISTING SOILS SHALL BE SCARIFIED TO A DEPTH OF 6-12 INCHES WITH A YORK RAKE (OR EQUIVALENT) AND LIGHT TRACTOR. A. IF EXCESSIVE COMPACTION IS NOTED, AFFECTS CAN BE IF EXCESSIVE COMPACTION IS NOTED, AFFECTS CAN BE ALLEVIATED BY USING A PRIMARY TILLING OPERATION SUCH AS A CHISEL PLOW, RIPPER, OR SUBSOILER.  THESE TILLING OPERATIONS ARE TO REFRACTURE THE SOIL PROFILE THROUGH THE 12 INCH COMPACTION ZONE.  SUBSTITUTE METHODS MUST BE APPROVED BY THE ENGINEER.  ROTOTILLERS TYPICALLY DO NOT TILL DEEP ENOUGH TO REDUCE THE EFFECTS OF COMPACTION FROM HEAVY EQUIPMENT.  6. IF GRADING HAS BEEN PERFORMED PER STEP 2, RETURN TOPSOIL IF GRADING HAS BEEN PERFORMED PER STEP 2, RETURN TOPSOIL TO AREA TO A MINIMUM DEPTH OF 8 INCHES. 7. ADD 6 INCHES OF COMPOST MATERIAL OR OTHER AMENDMENTS AS ADD 6 INCHES OF COMPOST MATERIAL OR OTHER AMENDMENTS AS NOTED.  TILL INTO TOPSOIL UNTIL EVENLY DISTRIBUTED. 8. SEED AND MULCH AREA IN ACCORDANCE WITH SEEDING-MULCHING SEED AND MULCH AREA IN ACCORDANCE WITH SEEDING-MULCHING SCHEDULE.
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OPERATION & MAINTENANCE OF BIORETENTION BASINS,  RAIN GARDENS, AND VEGETATED SWALES IT IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND OWNER TO COMPLETE ALL MAINTENANCE ITEMS AND  TO COMPLETE ALL MAINTENANCE ITEMS AND TO COMPLETE ALL MAINTENANCE ITEMS AND  COMPLETE ALL MAINTENANCE ITEMS AND COMPLETE ALL MAINTENANCE ITEMS AND  ALL MAINTENANCE ITEMS AND ALL MAINTENANCE ITEMS AND  MAINTENANCE ITEMS AND MAINTENANCE ITEMS AND  ITEMS AND ITEMS AND  AND AND TASKS DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION IN THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION THIS “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  “OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION OPERATION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  & MAINTENANCE MANUAL.”  THE TERM BIORETENTION & MAINTENANCE MANUAL.”  THE TERM BIORETENTION  MAINTENANCE MANUAL.”  THE TERM BIORETENTION MAINTENANCE MANUAL.”  THE TERM BIORETENTION  MANUAL.”  THE TERM BIORETENTION MANUAL.”  THE TERM BIORETENTION   THE TERM BIORETENTION  THE TERM BIORETENTION THE TERM BIORETENTION  TERM BIORETENTION TERM BIORETENTION  BIORETENTION BIORETENTION USED BELOW SHALL REFER TO ALL SIMILAR FACILITIES AS NOTED. A. EMBANKMENT - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE EMBANKMENT - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE - THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE EMBANKMENT FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE FOR THIS FACILITY IS AN EARTHEN BERM; THEREFORE  THIS FACILITY IS AN EARTHEN BERM; THEREFORE THIS FACILITY IS AN EARTHEN BERM; THEREFORE  FACILITY IS AN EARTHEN BERM; THEREFORE FACILITY IS AN EARTHEN BERM; THEREFORE  IS AN EARTHEN BERM; THEREFORE IS AN EARTHEN BERM; THEREFORE  AN EARTHEN BERM; THEREFORE AN EARTHEN BERM; THEREFORE  EARTHEN BERM; THEREFORE EARTHEN BERM; THEREFORE  BERM; THEREFORE BERM; THEREFORE  THEREFORE THEREFORE THE FOLLOWING MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL INTEGRITY: 1. 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  BY HERBACEOUS SPECIES MUST BE MAINTAINED BY HERBACEOUS SPECIES MUST BE MAINTAINED  HERBACEOUS SPECIES MUST BE MAINTAINED HERBACEOUS SPECIES MUST BE MAINTAINED  SPECIES MUST BE MAINTAINED SPECIES MUST BE MAINTAINED  MUST BE MAINTAINED MUST BE MAINTAINED  BE MAINTAINED BE MAINTAINED  MAINTAINED MAINTAINED THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE OF THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE THE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE BERM AND ALL OTHER AREAS OF DIRECT DRAINAGE  AND ALL OTHER AREAS OF DIRECT DRAINAGE AND ALL OTHER AREAS OF DIRECT DRAINAGE  ALL OTHER AREAS OF DIRECT DRAINAGE ALL OTHER AREAS OF DIRECT DRAINAGE  OTHER AREAS OF DIRECT DRAINAGE OTHER AREAS OF DIRECT DRAINAGE  AREAS OF DIRECT DRAINAGE AREAS OF DIRECT DRAINAGE  OF DIRECT DRAINAGE OF DIRECT DRAINAGE  DIRECT DRAINAGE DIRECT DRAINAGE  DRAINAGE DRAINAGE TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY   ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY ANY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY AREAS THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY THAT BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  BECOME VOID OF VEGETATION MUST BE IMMEDIATELY BECOME VOID OF VEGETATION MUST BE IMMEDIATELY  VOID OF VEGETATION MUST BE IMMEDIATELY VOID OF VEGETATION MUST BE IMMEDIATELY  OF VEGETATION MUST BE IMMEDIATELY OF VEGETATION MUST BE IMMEDIATELY  VEGETATION MUST BE IMMEDIATELY VEGETATION MUST BE IMMEDIATELY  MUST BE IMMEDIATELY MUST BE IMMEDIATELY  BE IMMEDIATELY BE IMMEDIATELY  IMMEDIATELY IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT BY REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT REPLANTING OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT OR OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  OTHER ADEQUATE MEASURES NECESSARY TO PREVENT OTHER ADEQUATE MEASURES NECESSARY TO PREVENT  ADEQUATE MEASURES NECESSARY TO PREVENT ADEQUATE MEASURES NECESSARY TO PREVENT  MEASURES NECESSARY TO PREVENT MEASURES NECESSARY TO PREVENT  NECESSARY TO PREVENT NECESSARY TO PREVENT  TO PREVENT TO PREVENT  PREVENT PREVENT EROSION THAT MAY JEOPARDIZE THE STRUCTURAL INTEGRITY OF THE FACILITY. 2. ALL VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A ALL VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A VEGETATION THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A THROUGHOUT ALL AREAS OF THE FACILITY MUST BE MOWED AT A  ALL AREAS OF THE FACILITY MUST BE MOWED AT A ALL AREAS OF THE FACILITY MUST BE MOWED AT A  AREAS OF THE FACILITY MUST BE MOWED AT A AREAS OF THE FACILITY MUST BE MOWED AT A  OF THE FACILITY MUST BE MOWED AT A OF THE FACILITY MUST BE MOWED AT A  THE FACILITY MUST BE MOWED AT A THE FACILITY MUST BE MOWED AT A  FACILITY MUST BE MOWED AT A FACILITY MUST BE MOWED AT A  MUST BE MOWED AT A MUST BE MOWED AT A  BE MOWED AT A BE MOWED AT A  MOWED AT A MOWED AT A  AT A AT A  A A MINIMUM OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR OF TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TWO TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TO THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR THREE TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR TIMES PER YEAR.  NO TREES ARE TO BE PLANTED OR  PER YEAR.  NO TREES ARE TO BE PLANTED OR PER YEAR.  NO TREES ARE TO BE PLANTED OR  YEAR.  NO TREES ARE TO BE PLANTED OR YEAR.  NO TREES ARE TO BE PLANTED OR   NO TREES ARE TO BE PLANTED OR  NO TREES ARE TO BE PLANTED OR NO TREES ARE TO BE PLANTED OR  TREES ARE TO BE PLANTED OR TREES ARE TO BE PLANTED OR  ARE TO BE PLANTED OR ARE TO BE PLANTED OR  TO BE PLANTED OR TO BE PLANTED OR  BE PLANTED OR BE PLANTED OR  PLANTED OR PLANTED OR  OR OR MAINTAINED WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW WITHIN THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW THE FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW FACILITY SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW SUCH THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THAT THEY OBSTRUCT THE DRAINAGE OR FLOW THAT THEY OBSTRUCT THE DRAINAGE OR FLOW  THEY OBSTRUCT THE DRAINAGE OR FLOW THEY OBSTRUCT THE DRAINAGE OR FLOW  OBSTRUCT THE DRAINAGE OR FLOW OBSTRUCT THE DRAINAGE OR FLOW  THE DRAINAGE OR FLOW THE DRAINAGE OR FLOW  DRAINAGE OR FLOW DRAINAGE OR FLOW  OR FLOW OR FLOW  FLOW FLOW PATTERNS TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN TO THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN THE OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN OUTLET STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN  STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN STRUCTURE.  MINIMUM HEIGHT OF VEGETATION WHEN MOWN   MINIMUM HEIGHT OF VEGETATION WHEN MOWN  MINIMUM HEIGHT OF VEGETATION WHEN MOWN MINIMUM HEIGHT OF VEGETATION WHEN MOWN  HEIGHT OF VEGETATION WHEN MOWN HEIGHT OF VEGETATION WHEN MOWN  OF VEGETATION WHEN MOWN OF VEGETATION WHEN MOWN  VEGETATION WHEN MOWN VEGETATION WHEN MOWN  WHEN MOWN WHEN MOWN  MOWN MOWN SHALL BE FOUR (4”) INCHES. ) INCHES. 3. ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE ANY EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE EROSION, SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE SLUMPING OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE OR OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE OTHER SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE SOIL DISTURBANCES WITHIN THE FACILITY THAT ARE  DISTURBANCES WITHIN THE FACILITY THAT ARE DISTURBANCES WITHIN THE FACILITY THAT ARE  WITHIN THE FACILITY THAT ARE WITHIN THE FACILITY THAT ARE  THE FACILITY THAT ARE THE FACILITY THAT ARE  FACILITY THAT ARE FACILITY THAT ARE  THAT ARE THAT ARE  ARE ARE NOTED DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL DURING ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL ROUTINE MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MAINTENANCE SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL  BE IMMEDIATELY REPAIRED.  ADDITIONAL BE IMMEDIATELY REPAIRED.  ADDITIONAL  IMMEDIATELY REPAIRED.  ADDITIONAL IMMEDIATELY REPAIRED.  ADDITIONAL  REPAIRED.  ADDITIONAL REPAIRED.  ADDITIONAL   ADDITIONAL  ADDITIONAL ADDITIONAL MATERIALS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED  PROFESSIONAL ENGINEER, SHALL BE ADDED PROFESSIONAL ENGINEER, SHALL BE ADDED  ENGINEER, SHALL BE ADDED ENGINEER, SHALL BE ADDED  SHALL BE ADDED SHALL BE ADDED  BE ADDED BE ADDED  ADDED ADDED WHERE NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  ERODED AREAS TO GRADE.  ALL REPAIRED AREAS ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  AREAS TO GRADE.  ALL REPAIRED AREAS AREAS TO GRADE.  ALL REPAIRED AREAS  TO GRADE.  ALL REPAIRED AREAS TO GRADE.  ALL REPAIRED AREAS  GRADE.  ALL REPAIRED AREAS GRADE.  ALL REPAIRED AREAS   ALL REPAIRED AREAS  ALL REPAIRED AREAS ALL REPAIRED AREAS  REPAIRED AREAS REPAIRED AREAS  AREAS AREAS SHALL BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED OR IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  IMMEDIATELY RE-VEGETATED WITH RECOMMENDED IMMEDIATELY RE-VEGETATED WITH RECOMMENDED  RE-VEGETATED WITH RECOMMENDED RE-VEGETATED WITH RECOMMENDED  WITH RECOMMENDED WITH RECOMMENDED  RECOMMENDED RECOMMENDED HERBACEOUS SPECIES. B. FACILITY STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A FACILITY STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A STRUCTURE - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A - THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A THE BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A BIORETENTION AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  AREAS HAVE EITHER A GRAVEL OVERFLOW OR A AREAS HAVE EITHER A GRAVEL OVERFLOW OR A  HAVE EITHER A GRAVEL OVERFLOW OR A HAVE EITHER A GRAVEL OVERFLOW OR A  EITHER A GRAVEL OVERFLOW OR A EITHER A GRAVEL OVERFLOW OR A  A GRAVEL OVERFLOW OR A A GRAVEL OVERFLOW OR A  GRAVEL OVERFLOW OR A GRAVEL OVERFLOW OR A  OVERFLOW OR A OVERFLOW OR A  OR A OR A  A A CONCRETE OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND OUTLET STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND STRUCTURE IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND IN THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  THE FACILITY.  THE BASIN SHALL BE VEGETATED AND THE FACILITY.  THE BASIN SHALL BE VEGETATED AND  FACILITY.  THE BASIN SHALL BE VEGETATED AND FACILITY.  THE BASIN SHALL BE VEGETATED AND   THE BASIN SHALL BE VEGETATED AND  THE BASIN SHALL BE VEGETATED AND THE BASIN SHALL BE VEGETATED AND  BASIN SHALL BE VEGETATED AND BASIN SHALL BE VEGETATED AND  SHALL BE VEGETATED AND SHALL BE VEGETATED AND  BE VEGETATED AND BE VEGETATED AND  VEGETATED AND VEGETATED AND  AND AND MULCHED BY A QUALIFIED LANDSCAPER IN ACCORDANCE WITH THE DESIGN PLANS. 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY TRASH AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY AND DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY DEBRIS SHALL BE REMOVED FROM THE BIORETENTION FACILITY  SHALL BE REMOVED FROM THE BIORETENTION FACILITY SHALL BE REMOVED FROM THE BIORETENTION FACILITY  BE REMOVED FROM THE BIORETENTION FACILITY BE REMOVED FROM THE BIORETENTION FACILITY  REMOVED FROM THE BIORETENTION FACILITY REMOVED FROM THE BIORETENTION FACILITY  FROM THE BIORETENTION FACILITY FROM THE BIORETENTION FACILITY  THE BIORETENTION FACILITY THE BIORETENTION FACILITY  BIORETENTION FACILITY BIORETENTION FACILITY  FACILITY FACILITY FOLLOWING ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE ALL MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE MEASURABLE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE RUNOFF EVENTS OR WHEN SUCH MATERIALS ARE  EVENTS OR WHEN SUCH MATERIALS ARE EVENTS OR WHEN SUCH MATERIALS ARE  OR WHEN SUCH MATERIALS ARE OR WHEN SUCH MATERIALS ARE  WHEN SUCH MATERIALS ARE WHEN SUCH MATERIALS ARE  SUCH MATERIALS ARE SUCH MATERIALS ARE  MATERIALS ARE MATERIALS ARE  ARE ARE OBSERVED. 2. THE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE THE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE GRAVEL OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE OVERFLOW, WHERE USED, SHALL BE INSPECTED DURING ROUTINE  WHERE USED, SHALL BE INSPECTED DURING ROUTINE WHERE USED, SHALL BE INSPECTED DURING ROUTINE  USED, SHALL BE INSPECTED DURING ROUTINE USED, SHALL BE INSPECTED DURING ROUTINE  SHALL BE INSPECTED DURING ROUTINE SHALL BE INSPECTED DURING ROUTINE  BE INSPECTED DURING ROUTINE BE INSPECTED DURING ROUTINE  INSPECTED DURING ROUTINE INSPECTED DURING ROUTINE  DURING ROUTINE DURING ROUTINE  ROUTINE ROUTINE MAINTENANCE FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  CHANGE OF PHYSICAL CONDITIONS, AND SIGNS CHANGE OF PHYSICAL CONDITIONS, AND SIGNS  OF PHYSICAL CONDITIONS, AND SIGNS OF PHYSICAL CONDITIONS, AND SIGNS  PHYSICAL CONDITIONS, AND SIGNS PHYSICAL CONDITIONS, AND SIGNS  CONDITIONS, AND SIGNS CONDITIONS, AND SIGNS  AND SIGNS AND SIGNS  SIGNS SIGNS OF EROSION.  MINOR DAMAGE SHALL BE REPAIRED IMMEDIATELY. 3. OUTLET STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR OUTLET STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR STRUCTURE, WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR WHERE USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR USED, SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR SHALL BE INSPECTED ON A BI-ANNUAL BASIS FOR  BE INSPECTED ON A BI-ANNUAL BASIS FOR BE INSPECTED ON A BI-ANNUAL BASIS FOR  INSPECTED ON A BI-ANNUAL BASIS FOR INSPECTED ON A BI-ANNUAL BASIS FOR  ON A BI-ANNUAL BASIS FOR ON A BI-ANNUAL BASIS FOR  A BI-ANNUAL BASIS FOR A BI-ANNUAL BASIS FOR  BI-ANNUAL BASIS FOR BI-ANNUAL BASIS FOR  BASIS FOR BASIS FOR  FOR FOR PHYSICAL DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL DAMAGE AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL AND CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL CHANGE OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL OF PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL PHYSICAL CONDITIONS.  ALL MINOR DEFECTS SHALL  CONDITIONS.  ALL MINOR DEFECTS SHALL CONDITIONS.  ALL MINOR DEFECTS SHALL   ALL MINOR DEFECTS SHALL  ALL MINOR DEFECTS SHALL ALL MINOR DEFECTS SHALL  MINOR DEFECTS SHALL MINOR DEFECTS SHALL  DEFECTS SHALL DEFECTS SHALL  SHALL SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED  REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED  IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED IMMEDIATELY.  OWNER/OPERATOR SHALL CONSULT A REGISTERED   OWNER/OPERATOR SHALL CONSULT A REGISTERED  OWNER/OPERATOR SHALL CONSULT A REGISTERED OWNER/OPERATOR SHALL CONSULT A REGISTERED  SHALL CONSULT A REGISTERED SHALL CONSULT A REGISTERED  CONSULT A REGISTERED CONSULT A REGISTERED  A REGISTERED A REGISTERED  REGISTERED REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF MAJOR DEFECTS. 4. VEGETATION SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND VEGETATION SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND SHALL BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND BE INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND INSPECTED AT THE BEGINNING OF EACH GROWING SEASON AND  AT THE BEGINNING OF EACH GROWING SEASON AND AT THE BEGINNING OF EACH GROWING SEASON AND  THE BEGINNING OF EACH GROWING SEASON AND THE BEGINNING OF EACH GROWING SEASON AND  BEGINNING OF EACH GROWING SEASON AND BEGINNING OF EACH GROWING SEASON AND  OF EACH GROWING SEASON AND OF EACH GROWING SEASON AND  EACH GROWING SEASON AND EACH GROWING SEASON AND  GROWING SEASON AND GROWING SEASON AND  SEASON AND SEASON AND  AND AND REPLACED AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE AS NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE NEEDED.  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE   COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE COCONUT MATTING OR 3” DEPTH OF MULCH SHALL BE  MATTING OR 3” DEPTH OF MULCH SHALL BE MATTING OR 3” DEPTH OF MULCH SHALL BE  OR 3” DEPTH OF MULCH SHALL BE OR 3” DEPTH OF MULCH SHALL BE  3” DEPTH OF MULCH SHALL BE 3” DEPTH OF MULCH SHALL BE  DEPTH OF MULCH SHALL BE DEPTH OF MULCH SHALL BE  OF MULCH SHALL BE OF MULCH SHALL BE  MULCH SHALL BE MULCH SHALL BE  SHALL BE SHALL BE  BE BE INSTALLED AROUND ANY WOODY PLANT MATERIAL AS DETAILED ON LANDSCAPE PLANS. C MAINTENANCE SCHEDULE MAINTENANCE SCHEDULE 1. REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN “AS  MAINTENANCE SHALL BE CONDUCTED ON AN “AS MAINTENANCE SHALL BE CONDUCTED ON AN “AS  SHALL BE CONDUCTED ON AN “AS SHALL BE CONDUCTED ON AN “AS  BE CONDUCTED ON AN “AS BE CONDUCTED ON AN “AS  CONDUCTED ON AN “AS CONDUCTED ON AN “AS  ON AN “AS ON AN “AS  AN “AS AN “AS  “AS AS NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND BUT NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND NOT LIMITED TO, MOWING OF VEGETATION, TRASH AND  LIMITED TO, MOWING OF VEGETATION, TRASH AND LIMITED TO, MOWING OF VEGETATION, TRASH AND  TO, MOWING OF VEGETATION, TRASH AND TO, MOWING OF VEGETATION, TRASH AND  MOWING OF VEGETATION, TRASH AND MOWING OF VEGETATION, TRASH AND  OF VEGETATION, TRASH AND OF VEGETATION, TRASH AND  VEGETATION, TRASH AND VEGETATION, TRASH AND  TRASH AND TRASH AND  AND AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, REMOVAL, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  AND REPAIRS OF PHYSICAL DAMAGE.  TRASH, AND REPAIRS OF PHYSICAL DAMAGE.  TRASH,  REPAIRS OF PHYSICAL DAMAGE.  TRASH, REPAIRS OF PHYSICAL DAMAGE.  TRASH,  OF PHYSICAL DAMAGE.  TRASH, OF PHYSICAL DAMAGE.  TRASH,  PHYSICAL DAMAGE.  TRASH, PHYSICAL DAMAGE.  TRASH,  DAMAGE.  TRASH, DAMAGE.  TRASH,   TRASH,  TRASH, TRASH, LEAF, AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE SHALL OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE OCCUR IMMEDIATELY FOLLOWING ALL MEASURABLE  IMMEDIATELY FOLLOWING ALL MEASURABLE IMMEDIATELY FOLLOWING ALL MEASURABLE  FOLLOWING ALL MEASURABLE FOLLOWING ALL MEASURABLE  ALL MEASURABLE ALL MEASURABLE  MEASURABLE MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE WHEN SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE SUCH MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE MATERIALS ARE OBSERVED.  ALL REGULAR MAINTENANCE  ARE OBSERVED.  ALL REGULAR MAINTENANCE ARE OBSERVED.  ALL REGULAR MAINTENANCE  OBSERVED.  ALL REGULAR MAINTENANCE OBSERVED.  ALL REGULAR MAINTENANCE   ALL REGULAR MAINTENANCE  ALL REGULAR MAINTENANCE ALL REGULAR MAINTENANCE  REGULAR MAINTENANCE REGULAR MAINTENANCE  MAINTENANCE MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE PROCEDURES OUTLINED ABOVE. 2. ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  (2) ROUTINE MAINTENANCE EVENTS SHALL BE (2) ROUTINE MAINTENANCE EVENTS SHALL BE  ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE EVENTS SHALL BE MAINTENANCE EVENTS SHALL BE  EVENTS SHALL BE EVENTS SHALL BE  SHALL BE SHALL BE  BE BE CONDUCTED ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN THE OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN  OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN OWNER/OPERATOR.  THE FIRST EVENT WILL OCCUR IN   THE FIRST EVENT WILL OCCUR IN  THE FIRST EVENT WILL OCCUR IN THE FIRST EVENT WILL OCCUR IN  FIRST EVENT WILL OCCUR IN FIRST EVENT WILL OCCUR IN  EVENT WILL OCCUR IN EVENT WILL OCCUR IN  WILL OCCUR IN WILL OCCUR IN  OCCUR IN OCCUR IN  IN IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND AFTER THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND THE SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND SNOW PACK HAS COMPLETELY MELTED, AND THE SECOND  PACK HAS COMPLETELY MELTED, AND THE SECOND PACK HAS COMPLETELY MELTED, AND THE SECOND  HAS COMPLETELY MELTED, AND THE SECOND HAS COMPLETELY MELTED, AND THE SECOND  COMPLETELY MELTED, AND THE SECOND COMPLETELY MELTED, AND THE SECOND  MELTED, AND THE SECOND MELTED, AND THE SECOND  AND THE SECOND AND THE SECOND  THE SECOND THE SECOND  SECOND SECOND WILL OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OCCUR IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE IN OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OCTOBER OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE OR NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE NOVEMBER AFTER ALL LEAVES HAVE FALLEN FROM THE  AFTER ALL LEAVES HAVE FALLEN FROM THE AFTER ALL LEAVES HAVE FALLEN FROM THE  ALL LEAVES HAVE FALLEN FROM THE ALL LEAVES HAVE FALLEN FROM THE  LEAVES HAVE FALLEN FROM THE LEAVES HAVE FALLEN FROM THE  HAVE FALLEN FROM THE HAVE FALLEN FROM THE  FALLEN FROM THE FALLEN FROM THE  FROM THE FROM THE  THE THE TREES BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE BUT PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE PRIOR TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE TO THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE THE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE ONSET OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE OF WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  WINTER WEATHER CONDITIONS.  ALL MAINTENANCE WINTER WEATHER CONDITIONS.  ALL MAINTENANCE  WEATHER CONDITIONS.  ALL MAINTENANCE WEATHER CONDITIONS.  ALL MAINTENANCE  CONDITIONS.  ALL MAINTENANCE CONDITIONS.  ALL MAINTENANCE   ALL MAINTENANCE  ALL MAINTENANCE ALL MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED SHALL BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED BE CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED CONDUCTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  THE OWNER/OPERATOR.  ANY PROBLEMS NOTED THE OWNER/OPERATOR.  ANY PROBLEMS NOTED  OWNER/OPERATOR.  ANY PROBLEMS NOTED OWNER/OPERATOR.  ANY PROBLEMS NOTED   ANY PROBLEMS NOTED  ANY PROBLEMS NOTED ANY PROBLEMS NOTED  PROBLEMS NOTED PROBLEMS NOTED  NOTED NOTED DURING THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE THE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE  BE IMMEDIATELY CORRECTED IN ACCORDANCE BE IMMEDIATELY CORRECTED IN ACCORDANCE  IMMEDIATELY CORRECTED IN ACCORDANCE IMMEDIATELY CORRECTED IN ACCORDANCE  CORRECTED IN ACCORDANCE CORRECTED IN ACCORDANCE  IN ACCORDANCE IN ACCORDANCE  ACCORDANCE ACCORDANCE WITH THE PROCEDURES DETAILED ABOVE. 3. INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE ANNUAL INSPECTIONS WILL BE CONDUCTED BY THE  INSPECTIONS WILL BE CONDUCTED BY THE INSPECTIONS WILL BE CONDUCTED BY THE  WILL BE CONDUCTED BY THE WILL BE CONDUCTED BY THE  BE CONDUCTED BY THE BE CONDUCTED BY THE  CONDUCTED BY THE CONDUCTED BY THE  BY THE BY THE  THE THE OWNER/OPERATOR FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR THE LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR LIFE OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR OF THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  THE FACILITIES.  THESE INSPECTIONS WILL BE FOR THE FACILITIES.  THESE INSPECTIONS WILL BE FOR  FACILITIES.  THESE INSPECTIONS WILL BE FOR FACILITIES.  THESE INSPECTIONS WILL BE FOR   THESE INSPECTIONS WILL BE FOR  THESE INSPECTIONS WILL BE FOR THESE INSPECTIONS WILL BE FOR  INSPECTIONS WILL BE FOR INSPECTIONS WILL BE FOR  WILL BE FOR WILL BE FOR  BE FOR BE FOR  FOR FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN FOR THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN THE ROUTINE MAINTENANCE EVENTS.  ALL BASIN  ROUTINE MAINTENANCE EVENTS.  ALL BASIN ROUTINE MAINTENANCE EVENTS.  ALL BASIN  MAINTENANCE EVENTS.  ALL BASIN MAINTENANCE EVENTS.  ALL BASIN  EVENTS.  ALL BASIN EVENTS.  ALL BASIN   ALL BASIN  ALL BASIN ALL BASIN  BASIN BASIN INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS TO THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS THE SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS SPECIFIC CRITERIA NOTED ABOVE.  ANY PROBLEMS  CRITERIA NOTED ABOVE.  ANY PROBLEMS CRITERIA NOTED ABOVE.  ANY PROBLEMS  NOTED ABOVE.  ANY PROBLEMS NOTED ABOVE.  ANY PROBLEMS  ABOVE.  ANY PROBLEMS ABOVE.  ANY PROBLEMS   ANY PROBLEMS  ANY PROBLEMS ANY PROBLEMS  PROBLEMS PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND INSPECTION SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND SHALL BE IMMEDIATELY CORRECTED INCLUDING ANY AND  BE IMMEDIATELY CORRECTED INCLUDING ANY AND BE IMMEDIATELY CORRECTED INCLUDING ANY AND  IMMEDIATELY CORRECTED INCLUDING ANY AND IMMEDIATELY CORRECTED INCLUDING ANY AND  CORRECTED INCLUDING ANY AND CORRECTED INCLUDING ANY AND  INCLUDING ANY AND INCLUDING ANY AND  ANY AND ANY AND  AND AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF ROUTINE MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF MAINTENANCE ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF  ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF ITEMS.  A CONSULTING ENGINEER WILL BE CONTACTED IF   A CONSULTING ENGINEER WILL BE CONTACTED IF  A CONSULTING ENGINEER WILL BE CONTACTED IF A CONSULTING ENGINEER WILL BE CONTACTED IF  CONSULTING ENGINEER WILL BE CONTACTED IF CONSULTING ENGINEER WILL BE CONTACTED IF  ENGINEER WILL BE CONTACTED IF ENGINEER WILL BE CONTACTED IF  WILL BE CONTACTED IF WILL BE CONTACTED IF  BE CONTACTED IF BE CONTACTED IF  CONTACTED IF CONTACTED IF  IF IF THERE ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE ARE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE ANY STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE STRUCTURAL PROBLEMS BEYOND THE SCOPE OF ROUTINE  PROBLEMS BEYOND THE SCOPE OF ROUTINE PROBLEMS BEYOND THE SCOPE OF ROUTINE  BEYOND THE SCOPE OF ROUTINE BEYOND THE SCOPE OF ROUTINE  THE SCOPE OF ROUTINE THE SCOPE OF ROUTINE  SCOPE OF ROUTINE SCOPE OF ROUTINE  OF ROUTINE OF ROUTINE  ROUTINE ROUTINE MAINTENANCE.
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STORMWATER VEGETATED SWALE CONSTRUCTION SEQUENCE:  SWM-5, SWM-6.1 1. INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT CONTROL MEASURES INSTALL AND MAINTAIN ADEQUATE EROSION AND SEDIMENT CONTROL MEASURES AT THE PERIMETER OF THE FACILITY DURING CONSTRUCTION. 2. EXCAVATE THE SWALE BOTTOM TO SUBGRADE TAKING CARE TO AVOID EXCAVATE THE SWALE BOTTOM TO SUBGRADE TAKING CARE TO AVOID COMPACTION AND TO NOT SUBJECT THE AREA TO EXCESSIVE CONSTRUCTION EQUIPMENT TRAFFIC PRIOR TO GEOTEXTILE AND STONE BED PLACEMENT.  GEOTEXTILE SHALL BE SECURED AT LEAST 4 FEET OUTSIDE OF BED IN ORDER TO PREVENT ANY RUNOFF OR SEDIMENT FROM ENTERING THE SUBGRADE BED. THE EDGE STRIP SHALL REMAIN IN PLACE UNTIL ALL BARE SOILS TRIBUTARY TO THE BEDS ARE STABILIZED AND VEGETATED. A. IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF BOTH THE BASE OF THE IT IS VERY IMPORTANT TO MINIMIZE COMPACTION OF BOTH THE BASE OF THE INFILTRATION BED AND THE REQUIRED BACKFILL.  WHEN POSSIBLE, USE EXCAVATION HOES TO REMOVE ORIGINAL SOIL.  IF THE INFILTRATION BED IS EXCAVATED USING A LOADER, THE CONTRACTOR SHOULD USE WIDE TRACK OR MARSH TRACK EQUIPMENT, OR LIGHT EQUIPMENT WITH TURF TYPE TIRES.  USE OF EQUIPMENT WITH NARROW TRACKS OR NARROW TIRES, RUBBER TIRES WITH LARGE LUGS, OR HIGH PRESSURE TIRES WILL CAUSE EXCESSIVE COMPACTION RESULTING IN REDUCED INFILTRATION RATES AND IS NOT ACCEPTABLE.  COMPACTION WILL SIGNIFICANTLY CONTRIBUTE TO DESIGN FAILURE.  3. WHERE EROSION OF SUBGRADE HAS CAUSED ACCUMULATION OF FINE MATERIALS WHERE EROSION OF SUBGRADE HAS CAUSED ACCUMULATION OF FINE MATERIALS AND/OR SURFACE PONDING, THIS MATERIAL SHALL BE REMOVED WITH LIGHT EQUIPMENT AND THE UNDERLYING SOILS SCARIFIED TO A MINIMUM DEPTH OF 6 INCHES WITH A YORK RAKE (OR EQUIVALENT) AND LIGHT TRACTOR.  ALL FINE GRADING SHALL BE DONE BY HAND.  ALL BED BOTTOMS SHALL BE AT LEVEL GRADE. A. COMPACTION AND/OR SEDIMENTATION AFFECTS CAN BE ALLEVIATED AT THE COMPACTION AND/OR SEDIMENTATION AFFECTS CAN BE ALLEVIATED AT THE BASE OF THE INFILTRATION BED BY USING A PRIMARY TILLING OPERATION SUCH AS A CHISEL PLOW, RIPPER, OR SUBSOILER.  THESE TILLING OPERATIONS ARE TO REFRACTURE THE SOIL PROFILE THROUGH THE 12 INCH COMPACTION ZONE.  SUBSTITUTE METHODS MUST BE APPROVED BY THE ENGINEER.  ROTOTILLERS TYPICALLY DO NOT TILL DEEP ENOUGH TO REDUCE THE EFFECTS OF COMPACTION FROM HEAVY EQUIPMENT.  4. INSTALL UPSTREAM AND DOWNSTREAM CONTROL STRUCTURES, CLEANOUTS, INSTALL UPSTREAM AND DOWNSTREAM CONTROL STRUCTURES, CLEANOUTS, PERFORATED PIPING, TEMPORARY PIPES, AND ALL OTHER NECESSARY STORMWATER STRUCTURES SPECIFIED ON PLANS.  BLOCK INLETS AS SHOWN ON THE PLAN BEFORE CONSTRUCTING STONE BEDS. 5. LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE SHALL BE ONSITE LICENSED PROFESSIONAL OR THEIR DESIGNATED REPRESENTATIVE SHALL BE ONSITE  OR THEIR DESIGNATED REPRESENTATIVE SHALL BE ONSITE TO OBSERVE THE FACILITY SUBGRADE.  GEOTEXTILE AND BED AGGREGATE SHALL BE PLACED IMMEDIATELY AFTER APPROVAL OF SUBGRADE PREPARATION AND INSTALLATION OF STRUCTURES.  GEOTEXTILE SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S STANDARDS AND RECOMMENDATIONS.  ADJACENT STRIPS OF GEOTEXTILE SHALL OVERLAP A MINIMUM OF 18 INCHES.  GEOTEXTILE FABRIC SHALL BE INSTALLED AT ALL SOIL-STONE INTERFACES. 6. CLEAN-WASHED, UNIFORMLY GRADED AGGREGATE, AS SPECIFIED AND DETAILED ON CLEAN-WASHED, UNIFORMLY GRADED AGGREGATE, AS SPECIFIED AND DETAILED ON PLANS, SHALL BE PLACED IN THE BED IN MAXIMUM 8-INCH LIFTS AND SHALL BE LIGHTLY COMPACTED.  INSTALLATION AND COMPACTION OF STONE SHALL BE PERFORMED FROM AREAS OUTSIDE OF THE INFILTRATION BED OR FROM AREAS WHERE STONE HAS ALREADY BEEN PLACED; CONSTRUCTION EQUIPMENT SHALL BE KEPT OFF THE BED BOTTOM.  AGGREGATE INSTALLATION SHALL BE CHECKED BY A QUALIFIED INSPECTOR PRIOR TO INSTALLATION INTO THE SEEPAGE BED TO ENSURE IT IS CLEAN WASHED STONE. 7. APPROVED SOIL MEDIA SHOULD BE PLACED OVER THE STONE BED IN MAXIMUM APPROVED SOIL MEDIA SHOULD BE PLACED OVER THE STONE BED IN MAXIMUM 6-INCH LIFTS.  SOIL SHALL BE SEEDED IMMEDIATELY UPON COMPLETION AND EROSION CONTROL MATTING N.A.G. SC150 INSTALLED AS SPECIFIED AND DETAILED ON PLANS. 8. INSTALL STONE CHECK DAMS IN SWALE AS SPECIFIED AND DETAILED ON PLANS INSTALL STONE CHECK DAMS IN SWALE AS SPECIFIED AND DETAILED ON PLANS AND AT SPACING INDICATED. 9. INLET PROTECTION, CAPPED INLETS, AND OTHER EROSION AND SEDIMENT CONTROL INLET PROTECTION, CAPPED INLETS, AND OTHER EROSION AND SEDIMENT CONTROL MEASURES SHALL REMAIN UNTIL TRIBUTARY DRAINAGE AREA IS FULLY STABILIZED.  UPON FINAL STABILIZATION OF THE SITE, GEOTEXTILE ALONG BED EDGES MAY BE REMOVED. 10. IF INSPECTION INDICATES THAT SOIL SEDIMENT HAS ENTERED ANY OF THE IF INSPECTION INDICATES THAT SOIL SEDIMENT HAS ENTERED ANY OF THE INFILTRATION BEDS, APPROPRIATE MEASURES TO REMOVE THE SOILS (I.E. CLEANING THE SEDIMENT FROM THE FABRIC, STONE, BED ETC. AND/OR REPLACEMENT OF THE FABRIC AND STONE) SHALL BE IMPLEMENTED PRIOR TO CONTINUING THE WORK.
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OPERATION & MAINTENANCE OF SURFACE DETENTION   AND WET POND FACILITIES IT IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS IS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS THE SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS SOLE RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS RESPONSIBILITY OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS OF THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS THE OWNER TO COMPLETE ALL MAINTENANCE ITEMS  OWNER TO COMPLETE ALL MAINTENANCE ITEMS OWNER TO COMPLETE ALL MAINTENANCE ITEMS  TO COMPLETE ALL MAINTENANCE ITEMS TO COMPLETE ALL MAINTENANCE ITEMS  COMPLETE ALL MAINTENANCE ITEMS COMPLETE ALL MAINTENANCE ITEMS  ALL MAINTENANCE ITEMS ALL MAINTENANCE ITEMS  MAINTENANCE ITEMS MAINTENANCE ITEMS  ITEMS ITEMS AND TASKS DESCRIBED IN THIS “OPERATION & MAINTENANCE MANUAL.” OPERATION & MAINTENANCE MANUAL.” A. EMBANKMENT - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE - THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE BASIN EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE EMBANKMENT IS AN EARTHEN BERM; THEREFORE THE  IS AN EARTHEN BERM; THEREFORE THE IS AN EARTHEN BERM; THEREFORE THE  AN EARTHEN BERM; THEREFORE THE AN EARTHEN BERM; THEREFORE THE  EARTHEN BERM; THEREFORE THE EARTHEN BERM; THEREFORE THE  BERM; THEREFORE THE BERM; THEREFORE THE  THEREFORE THE THEREFORE THE  THE THE FOLLOWING MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL MAINTENANCE ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL ITEMS ARE REQUIRED TO ENSURE ITS STRUCTURAL  ARE REQUIRED TO ENSURE ITS STRUCTURAL ARE REQUIRED TO ENSURE ITS STRUCTURAL  REQUIRED TO ENSURE ITS STRUCTURAL REQUIRED TO ENSURE ITS STRUCTURAL  TO ENSURE ITS STRUCTURAL TO ENSURE ITS STRUCTURAL  ENSURE ITS STRUCTURAL ENSURE ITS STRUCTURAL  ITS STRUCTURAL ITS STRUCTURAL  STRUCTURAL STRUCTURAL INTEGRITY: 1. VEGETATION CONTROL VEGETATION CONTROL A. 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED 100% VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED VEGETATIVE COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED COVERAGE BY HERBACEOUS SPECIES MUST BE MAINTAINED  BY HERBACEOUS SPECIES MUST BE MAINTAINED BY HERBACEOUS SPECIES MUST BE MAINTAINED  HERBACEOUS SPECIES MUST BE MAINTAINED HERBACEOUS SPECIES MUST BE MAINTAINED  SPECIES MUST BE MAINTAINED SPECIES MUST BE MAINTAINED  MUST BE MAINTAINED MUST BE MAINTAINED  BE MAINTAINED BE MAINTAINED  MAINTAINED MAINTAINED THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT ALL AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT AREAS OF THE BERM AND ALL OTHER AREAS OF DIRECT  OF THE BERM AND ALL OTHER AREAS OF DIRECT OF THE BERM AND ALL OTHER AREAS OF DIRECT  THE BERM AND ALL OTHER AREAS OF DIRECT THE BERM AND ALL OTHER AREAS OF DIRECT  BERM AND ALL OTHER AREAS OF DIRECT BERM AND ALL OTHER AREAS OF DIRECT  AND ALL OTHER AREAS OF DIRECT AND ALL OTHER AREAS OF DIRECT  ALL OTHER AREAS OF DIRECT ALL OTHER AREAS OF DIRECT  OTHER AREAS OF DIRECT OTHER AREAS OF DIRECT  AREAS OF DIRECT AREAS OF DIRECT  OF DIRECT OF DIRECT  DIRECT DIRECT DRAINAGE TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION TO THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION THE BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION  BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION BERM.  ANY AREAS THAT BECOME VOID OF VEGETATION   ANY AREAS THAT BECOME VOID OF VEGETATION  ANY AREAS THAT BECOME VOID OF VEGETATION ANY AREAS THAT BECOME VOID OF VEGETATION  AREAS THAT BECOME VOID OF VEGETATION AREAS THAT BECOME VOID OF VEGETATION  THAT BECOME VOID OF VEGETATION THAT BECOME VOID OF VEGETATION  BECOME VOID OF VEGETATION BECOME VOID OF VEGETATION  VOID OF VEGETATION VOID OF VEGETATION  OF VEGETATION OF VEGETATION  VEGETATION VEGETATION MUST BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE BE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE IMMEDIATELY CORRECTED BY REPLANTING OR OTHER ADEQUATE  CORRECTED BY REPLANTING OR OTHER ADEQUATE CORRECTED BY REPLANTING OR OTHER ADEQUATE  BY REPLANTING OR OTHER ADEQUATE BY REPLANTING OR OTHER ADEQUATE  REPLANTING OR OTHER ADEQUATE REPLANTING OR OTHER ADEQUATE  OR OTHER ADEQUATE OR OTHER ADEQUATE  OTHER ADEQUATE OTHER ADEQUATE  ADEQUATE ADEQUATE MEASURES NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE  NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE NECESSARY TO PREVENT EROSION THAT MAY JEOPARDIZE THE  TO PREVENT EROSION THAT MAY JEOPARDIZE THE TO PREVENT EROSION THAT MAY JEOPARDIZE THE  PREVENT EROSION THAT MAY JEOPARDIZE THE PREVENT EROSION THAT MAY JEOPARDIZE THE  EROSION THAT MAY JEOPARDIZE THE EROSION THAT MAY JEOPARDIZE THE  THAT MAY JEOPARDIZE THE THAT MAY JEOPARDIZE THE  MAY JEOPARDIZE THE MAY JEOPARDIZE THE  JEOPARDIZE THE JEOPARDIZE THE  THE THE STRUCTURAL INTEGRITY OF THE BASIN. B. ALL VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER ALL VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER VEGETATION THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER THROUGHOUT ALL AREAS OF THE BERM AND ALL OTHER  ALL AREAS OF THE BERM AND ALL OTHER ALL AREAS OF THE BERM AND ALL OTHER  AREAS OF THE BERM AND ALL OTHER AREAS OF THE BERM AND ALL OTHER  OF THE BERM AND ALL OTHER OF THE BERM AND ALL OTHER  THE BERM AND ALL OTHER THE BERM AND ALL OTHER  BERM AND ALL OTHER BERM AND ALL OTHER  AND ALL OTHER AND ALL OTHER  ALL OTHER ALL OTHER  OTHER OTHER AREAS OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM OF DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM DIRECT DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM DRAINAGE TO THE BERM MUST BE MOWED AT A MINIMUM  TO THE BERM MUST BE MOWED AT A MINIMUM TO THE BERM MUST BE MOWED AT A MINIMUM  THE BERM MUST BE MOWED AT A MINIMUM THE BERM MUST BE MOWED AT A MINIMUM  BERM MUST BE MOWED AT A MINIMUM BERM MUST BE MOWED AT A MINIMUM  MUST BE MOWED AT A MINIMUM MUST BE MOWED AT A MINIMUM  BE MOWED AT A MINIMUM BE MOWED AT A MINIMUM  MOWED AT A MINIMUM MOWED AT A MINIMUM  AT A MINIMUM AT A MINIMUM  A MINIMUM A MINIMUM  MINIMUM MINIMUM OF TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR TWO (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR (2) TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR TIME PER YEAR.  NO TREES ARE TO BE PLANTED OR  PER YEAR.  NO TREES ARE TO BE PLANTED OR PER YEAR.  NO TREES ARE TO BE PLANTED OR  YEAR.  NO TREES ARE TO BE PLANTED OR YEAR.  NO TREES ARE TO BE PLANTED OR   NO TREES ARE TO BE PLANTED OR  NO TREES ARE TO BE PLANTED OR NO TREES ARE TO BE PLANTED OR  TREES ARE TO BE PLANTED OR TREES ARE TO BE PLANTED OR  ARE TO BE PLANTED OR ARE TO BE PLANTED OR  TO BE PLANTED OR TO BE PLANTED OR  BE PLANTED OR BE PLANTED OR  PLANTED OR PLANTED OR  OR OR MAINTAINED ON THE BERM. 2. RODENT CONTROL RODENT CONTROL A. THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE EARTHEN BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE BERM SHALL BE REGULARLY INSPECTED ACCORDING TO THE  SHALL BE REGULARLY INSPECTED ACCORDING TO THE SHALL BE REGULARLY INSPECTED ACCORDING TO THE  BE REGULARLY INSPECTED ACCORDING TO THE BE REGULARLY INSPECTED ACCORDING TO THE  REGULARLY INSPECTED ACCORDING TO THE REGULARLY INSPECTED ACCORDING TO THE  INSPECTED ACCORDING TO THE INSPECTED ACCORDING TO THE  ACCORDING TO THE ACCORDING TO THE  TO THE TO THE  THE THE SUBSEQUENT “MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  “MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE MAINTENANCE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE SCHEDULE” FOR EVIDENCE OF AND/OR DAMAGE  FOR EVIDENCE OF AND/OR DAMAGE FOR EVIDENCE OF AND/OR DAMAGE  EVIDENCE OF AND/OR DAMAGE EVIDENCE OF AND/OR DAMAGE  OF AND/OR DAMAGE OF AND/OR DAMAGE  AND/OR DAMAGE AND/OR DAMAGE  DAMAGE DAMAGE BY RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, RODENTS INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, INCLUDING, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS, BUT NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  NOT LIMITED TO, MUSKRATS, GROUNDHOGS, NOT LIMITED TO, MUSKRATS, GROUNDHOGS,  LIMITED TO, MUSKRATS, GROUNDHOGS, LIMITED TO, MUSKRATS, GROUNDHOGS,  TO, MUSKRATS, GROUNDHOGS, TO, MUSKRATS, GROUNDHOGS,  MUSKRATS, GROUNDHOGS, MUSKRATS, GROUNDHOGS,  GROUNDHOGS, GROUNDHOGS, AND BEAVERS. B. ALL IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE ALL IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE IDENTIFIED RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE RODENTS SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE SHALL BE IMMEDIATELY REMOVED IF DAMAGES ARE  BE IMMEDIATELY REMOVED IF DAMAGES ARE BE IMMEDIATELY REMOVED IF DAMAGES ARE  IMMEDIATELY REMOVED IF DAMAGES ARE IMMEDIATELY REMOVED IF DAMAGES ARE  REMOVED IF DAMAGES ARE REMOVED IF DAMAGES ARE  IF DAMAGES ARE IF DAMAGES ARE  DAMAGES ARE DAMAGES ARE  ARE ARE OBSERVED.  HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR   HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR  HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR HOWEVER, UNDER PENNSYLVANIA LAW, THE CONTROL OR  UNDER PENNSYLVANIA LAW, THE CONTROL OR UNDER PENNSYLVANIA LAW, THE CONTROL OR  PENNSYLVANIA LAW, THE CONTROL OR PENNSYLVANIA LAW, THE CONTROL OR  LAW, THE CONTROL OR LAW, THE CONTROL OR  THE CONTROL OR THE CONTROL OR  CONTROL OR CONTROL OR  OR OR EXTERMINATION OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO OF GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO GROUNDHOGS, MUSKRATS, AND BEAVERS IS SUBJECT TO  MUSKRATS, AND BEAVERS IS SUBJECT TO MUSKRATS, AND BEAVERS IS SUBJECT TO  AND BEAVERS IS SUBJECT TO AND BEAVERS IS SUBJECT TO  BEAVERS IS SUBJECT TO BEAVERS IS SUBJECT TO  IS SUBJECT TO IS SUBJECT TO  SUBJECT TO SUBJECT TO  TO TO CERTAIN RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE  RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE RESTRICTIONS.  PRIOR TO TAKING ANY ACTION AGAINST THESE   PRIOR TO TAKING ANY ACTION AGAINST THESE  PRIOR TO TAKING ANY ACTION AGAINST THESE PRIOR TO TAKING ANY ACTION AGAINST THESE  TO TAKING ANY ACTION AGAINST THESE TO TAKING ANY ACTION AGAINST THESE  TAKING ANY ACTION AGAINST THESE TAKING ANY ACTION AGAINST THESE  ANY ACTION AGAINST THESE ANY ACTION AGAINST THESE  ACTION AGAINST THESE ACTION AGAINST THESE  AGAINST THESE AGAINST THESE  THESE THESE RODENTS, THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA THE BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA BASIN OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA OWNER/OPERATOR SHALL CONTACT THE PENNSYLVANIA  SHALL CONTACT THE PENNSYLVANIA SHALL CONTACT THE PENNSYLVANIA  CONTACT THE PENNSYLVANIA CONTACT THE PENNSYLVANIA  THE PENNSYLVANIA THE PENNSYLVANIA  PENNSYLVANIA PENNSYLVANIA GAME COMMISSION FOR ADVISEMENT: PENNSYLVANIA GAME COMMISSION BUREAU OF WILDLIFE MANAGEMENT 2001 ELMERTON AVENUE HARRISBURG, PA  17110-9797 (717) 787-5529 C. IMMEDIATELY FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS IMMEDIATELY FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS  FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS FOLLOWING THE REMOVAL OF ALL RODENTS, ALL BURROWS  THE REMOVAL OF ALL RODENTS, ALL BURROWS THE REMOVAL OF ALL RODENTS, ALL BURROWS  REMOVAL OF ALL RODENTS, ALL BURROWS REMOVAL OF ALL RODENTS, ALL BURROWS  OF ALL RODENTS, ALL BURROWS OF ALL RODENTS, ALL BURROWS  ALL RODENTS, ALL BURROWS ALL RODENTS, ALL BURROWS  RODENTS, ALL BURROWS RODENTS, ALL BURROWS  ALL BURROWS ALL BURROWS  BURROWS BURROWS SHALL BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT BE FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT FILLED WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT WITH A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT A SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT SLURRY MIXTURE OF 90% EARTH AND 10% CEMENT  MIXTURE OF 90% EARTH AND 10% CEMENT MIXTURE OF 90% EARTH AND 10% CEMENT  OF 90% EARTH AND 10% CEMENT OF 90% EARTH AND 10% CEMENT  90% EARTH AND 10% CEMENT 90% EARTH AND 10% CEMENT  EARTH AND 10% CEMENT EARTH AND 10% CEMENT  AND 10% CEMENT AND 10% CEMENT  10% CEMENT 10% CEMENT  CEMENT CEMENT BY POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF POURING THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF THROUGH A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF A LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  LARGE DIAMETER PIPE.  THE OUTER SURFACE OF LARGE DIAMETER PIPE.  THE OUTER SURFACE OF  DIAMETER PIPE.  THE OUTER SURFACE OF DIAMETER PIPE.  THE OUTER SURFACE OF  PIPE.  THE OUTER SURFACE OF PIPE.  THE OUTER SURFACE OF   THE OUTER SURFACE OF  THE OUTER SURFACE OF THE OUTER SURFACE OF  OUTER SURFACE OF OUTER SURFACE OF  SURFACE OF SURFACE OF  OF OF THIS FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH FILL MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH MATERIAL SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH SHALL THEN BE COVERED WITH WELL-COMPACTED EARTH  THEN BE COVERED WITH WELL-COMPACTED EARTH THEN BE COVERED WITH WELL-COMPACTED EARTH  BE COVERED WITH WELL-COMPACTED EARTH BE COVERED WITH WELL-COMPACTED EARTH  COVERED WITH WELL-COMPACTED EARTH COVERED WITH WELL-COMPACTED EARTH  WITH WELL-COMPACTED EARTH WITH WELL-COMPACTED EARTH  WELL-COMPACTED EARTH WELL-COMPACTED EARTH  EARTH EARTH AND VEGETATED WITH RECOMMENDED HERBACEOUS SPECIES. D. ANY DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR ANY DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR DEBRIS WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR WITHIN THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR THE SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR SWM STRUCTURES (BASIN, OUTLET STRUCTURE, OR  STRUCTURES (BASIN, OUTLET STRUCTURE, OR STRUCTURES (BASIN, OUTLET STRUCTURE, OR  (BASIN, OUTLET STRUCTURE, OR (BASIN, OUTLET STRUCTURE, OR  OUTLET STRUCTURE, OR OUTLET STRUCTURE, OR  STRUCTURE, OR STRUCTURE, OR  OR OR EMERGENCY SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL SPILLWAY) ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL ASSOCIATED WITH THE RODENTS OR DAMAGES SHALL  WITH THE RODENTS OR DAMAGES SHALL WITH THE RODENTS OR DAMAGES SHALL  THE RODENTS OR DAMAGES SHALL THE RODENTS OR DAMAGES SHALL  RODENTS OR DAMAGES SHALL RODENTS OR DAMAGES SHALL  OR DAMAGES SHALL OR DAMAGES SHALL  DAMAGES SHALL DAMAGES SHALL  SHALL SHALL BE REMOVED IMMEDIATELY. E. THE BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS THE BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS BERM SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS SHALL BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS BE INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS INSPECTED DAILY FOR A PERIOD OF TEN (10) DAYS  DAILY FOR A PERIOD OF TEN (10) DAYS DAILY FOR A PERIOD OF TEN (10) DAYS  FOR A PERIOD OF TEN (10) DAYS FOR A PERIOD OF TEN (10) DAYS  A PERIOD OF TEN (10) DAYS A PERIOD OF TEN (10) DAYS  PERIOD OF TEN (10) DAYS PERIOD OF TEN (10) DAYS  OF TEN (10) DAYS OF TEN (10) DAYS  TEN (10) DAYS TEN (10) DAYS  (10) DAYS (10) DAYS  DAYS DAYS FOLLOWING RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT RODENT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT REMOVAL TO ENSURE THAT ALL RODENTS WERE IN FACT  TO ENSURE THAT ALL RODENTS WERE IN FACT TO ENSURE THAT ALL RODENTS WERE IN FACT  ENSURE THAT ALL RODENTS WERE IN FACT ENSURE THAT ALL RODENTS WERE IN FACT  THAT ALL RODENTS WERE IN FACT THAT ALL RODENTS WERE IN FACT  ALL RODENTS WERE IN FACT ALL RODENTS WERE IN FACT  RODENTS WERE IN FACT RODENTS WERE IN FACT  WERE IN FACT WERE IN FACT  IN FACT IN FACT  FACT FACT REMOVED FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS FROM THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS THE SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS  SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS SITE.  ADDITIONAL REMOVAL AND REPAIRS, AS   ADDITIONAL REMOVAL AND REPAIRS, AS  ADDITIONAL REMOVAL AND REPAIRS, AS ADDITIONAL REMOVAL AND REPAIRS, AS  REMOVAL AND REPAIRS, AS REMOVAL AND REPAIRS, AS  AND REPAIRS, AS AND REPAIRS, AS  REPAIRS, AS REPAIRS, AS  AS AS DESCRIBED ABOVE, SHALL BE COMPLETED IF FURTHER DAMAGES ARE NOTED. 3. MINOR EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER MINOR EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER EARTHWORK AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER AND EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER EROSION REPAIR - ANY EROSION, SLUMPING OR OTHER  REPAIR - ANY EROSION, SLUMPING OR OTHER REPAIR - ANY EROSION, SLUMPING OR OTHER  - ANY EROSION, SLUMPING OR OTHER - ANY EROSION, SLUMPING OR OTHER  ANY EROSION, SLUMPING OR OTHER ANY EROSION, SLUMPING OR OTHER  EROSION, SLUMPING OR OTHER EROSION, SLUMPING OR OTHER  SLUMPING OR OTHER SLUMPING OR OTHER  OR OTHER OR OTHER  OTHER OTHER SOIL DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET DISTURBANCES WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET WITHIN THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET THE BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET BASIN, BERM, EMERGENCY SPILLWAY, OR OUTLET  BERM, EMERGENCY SPILLWAY, OR OUTLET BERM, EMERGENCY SPILLWAY, OR OUTLET  EMERGENCY SPILLWAY, OR OUTLET EMERGENCY SPILLWAY, OR OUTLET  SPILLWAY, OR OUTLET SPILLWAY, OR OUTLET  OR OUTLET OR OUTLET  OUTLET OUTLET BASIN THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE THAT ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE ARE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE NOTED DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE  REGULAR OR SCHEDULED ROUTINE MAINTENANCE REGULAR OR SCHEDULED ROUTINE MAINTENANCE  OR SCHEDULED ROUTINE MAINTENANCE OR SCHEDULED ROUTINE MAINTENANCE  SCHEDULED ROUTINE MAINTENANCE SCHEDULED ROUTINE MAINTENANCE  ROUTINE MAINTENANCE ROUTINE MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS SHALL BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS BE IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS IMMEDIATELY REPAIRED.  ADDITIONAL MATERIALS, AS  REPAIRED.  ADDITIONAL MATERIALS, AS REPAIRED.  ADDITIONAL MATERIALS, AS   ADDITIONAL MATERIALS, AS  ADDITIONAL MATERIALS, AS ADDITIONAL MATERIALS, AS  MATERIALS, AS MATERIALS, AS  AS AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE A REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE REGISTERED PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE PROFESSIONAL ENGINEER, SHALL BE ADDED WHERE  ENGINEER, SHALL BE ADDED WHERE ENGINEER, SHALL BE ADDED WHERE  SHALL BE ADDED WHERE SHALL BE ADDED WHERE  BE ADDED WHERE BE ADDED WHERE  ADDED WHERE ADDED WHERE  WHERE WHERE NECESSARY TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS TO RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS RETURN ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  ERODED AREAS TO GRADE.  ALL REPAIRED AREAS ERODED AREAS TO GRADE.  ALL REPAIRED AREAS  AREAS TO GRADE.  ALL REPAIRED AREAS AREAS TO GRADE.  ALL REPAIRED AREAS  TO GRADE.  ALL REPAIRED AREAS TO GRADE.  ALL REPAIRED AREAS  GRADE.  ALL REPAIRED AREAS GRADE.  ALL REPAIRED AREAS   ALL REPAIRED AREAS  ALL REPAIRED AREAS ALL REPAIRED AREAS  REPAIRED AREAS REPAIRED AREAS  AREAS AREAS SHALL BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH BE EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH EITHER ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH ROCK-LINED OR IMMEDIATELY RE-VEGETATED WITH  OR IMMEDIATELY RE-VEGETATED WITH OR IMMEDIATELY RE-VEGETATED WITH  IMMEDIATELY RE-VEGETATED WITH IMMEDIATELY RE-VEGETATED WITH  RE-VEGETATED WITH RE-VEGETATED WITH  WITH WITH RECOMMENDED HERBACEOUS SPECIES. 4. EROSION PROTECTION EROSION PROTECTION A. ADDITIONAL MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT ADDITIONAL MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT MEASURES SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  SHALL BE TAKEN TO PREVENT FURTHER EROSION AT SHALL BE TAKEN TO PREVENT FURTHER EROSION AT  BE TAKEN TO PREVENT FURTHER EROSION AT BE TAKEN TO PREVENT FURTHER EROSION AT  TAKEN TO PREVENT FURTHER EROSION AT TAKEN TO PREVENT FURTHER EROSION AT  TO PREVENT FURTHER EROSION AT TO PREVENT FURTHER EROSION AT  PREVENT FURTHER EROSION AT PREVENT FURTHER EROSION AT  FURTHER EROSION AT FURTHER EROSION AT  EROSION AT EROSION AT  AT AT THE DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY DISCRETION OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY OF A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY A REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY REGISTERED PROFESSIONAL ENGINEER.  NOTE:  ANY  PROFESSIONAL ENGINEER.  NOTE:  ANY PROFESSIONAL ENGINEER.  NOTE:  ANY  ENGINEER.  NOTE:  ANY ENGINEER.  NOTE:  ANY   NOTE:  ANY  NOTE:  ANY NOTE:  ANY   ANY  ANY ANY WORK SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE SPECIFIED IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE IN WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE WETLANDS OR 'WATERS OF THE UNITED STATES' MAY BE  OR 'WATERS OF THE UNITED STATES' MAY BE OR 'WATERS OF THE UNITED STATES' MAY BE  'WATERS OF THE UNITED STATES' MAY BE 'WATERS OF THE UNITED STATES' MAY BE  OF THE UNITED STATES' MAY BE OF THE UNITED STATES' MAY BE  THE UNITED STATES' MAY BE THE UNITED STATES' MAY BE  UNITED STATES' MAY BE UNITED STATES' MAY BE  STATES' MAY BE STATES' MAY BE  MAY BE MAY BE  BE BE SUBJECT TO STATE AND FEDERAL REGULATIONS AND SHOULD BE  TO STATE AND FEDERAL REGULATIONS AND SHOULD BE TO STATE AND FEDERAL REGULATIONS AND SHOULD BE  STATE AND FEDERAL REGULATIONS AND SHOULD BE STATE AND FEDERAL REGULATIONS AND SHOULD BE  AND FEDERAL REGULATIONS AND SHOULD BE AND FEDERAL REGULATIONS AND SHOULD BE  FEDERAL REGULATIONS AND SHOULD BE FEDERAL REGULATIONS AND SHOULD BE  REGULATIONS AND SHOULD BE REGULATIONS AND SHOULD BE  AND SHOULD BE AND SHOULD BE  SHOULD BE SHOULD BE  BE BE INVESTIGATED PRIOR TO ANY CORRECTIVE EARTH DISTURBANCE ACTIVITIES. B. ANY AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS ANY AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS OF THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS THE BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS BASIN, BERM, EMERGENCY SPILLWAY OR OTHER AREAS  BERM, EMERGENCY SPILLWAY OR OTHER AREAS BERM, EMERGENCY SPILLWAY OR OTHER AREAS  EMERGENCY SPILLWAY OR OTHER AREAS EMERGENCY SPILLWAY OR OTHER AREAS  SPILLWAY OR OTHER AREAS SPILLWAY OR OTHER AREAS  OR OTHER AREAS OR OTHER AREAS  OTHER AREAS OTHER AREAS  AREAS AREAS OF DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION DIRECT DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION DISCHARGE THAT ARE OBSERVED TO BE VOID OF VEGETATION  THAT ARE OBSERVED TO BE VOID OF VEGETATION THAT ARE OBSERVED TO BE VOID OF VEGETATION  ARE OBSERVED TO BE VOID OF VEGETATION ARE OBSERVED TO BE VOID OF VEGETATION  OBSERVED TO BE VOID OF VEGETATION OBSERVED TO BE VOID OF VEGETATION  TO BE VOID OF VEGETATION TO BE VOID OF VEGETATION  BE VOID OF VEGETATION BE VOID OF VEGETATION  VOID OF VEGETATION VOID OF VEGETATION  OF VEGETATION OF VEGETATION  VEGETATION VEGETATION DURING REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE REGULAR OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE OR SCHEDULED ROUTINE MAINTENANCE, SHALL BE  SCHEDULED ROUTINE MAINTENANCE, SHALL BE SCHEDULED ROUTINE MAINTENANCE, SHALL BE  ROUTINE MAINTENANCE, SHALL BE ROUTINE MAINTENANCE, SHALL BE  MAINTENANCE, SHALL BE MAINTENANCE, SHALL BE  SHALL BE SHALL BE  BE BE IMMEDIATELY RE-VEGETATED WITH RECOMMENDED HERBACEOUS SPECIES. B. EMERGENCY SPILLWAY EMERGENCY SPILLWAY VEGETATION CONTROL - SAME AS FOR THE EMBANKMENT RODENT CONTROL - SAME AS FOR THE EMBANKMENT MINOR EARTHWORK AND EROSION REPAIR - SAME AS FOR THE EMBANKMENT EROSION PROTECTION - SAME AS FOR THE EMBANKMENT C. OUTLET STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR OUTLET STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR STRUCTURE - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR - THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR THE OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR OUTLET STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  STRUCTURE(S) ARE CONCRETE RISERS SIMILAR STRUCTURE(S) ARE CONCRETE RISERS SIMILAR  ARE CONCRETE RISERS SIMILAR ARE CONCRETE RISERS SIMILAR  CONCRETE RISERS SIMILAR CONCRETE RISERS SIMILAR  RISERS SIMILAR RISERS SIMILAR  SIMILAR SIMILAR TO STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON STANDARD A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON A STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON STANDARD INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON INLET BOX.  TRASH RACKS SHALL BE INSTALLED ON  BOX.  TRASH RACKS SHALL BE INSTALLED ON BOX.  TRASH RACKS SHALL BE INSTALLED ON   TRASH RACKS SHALL BE INSTALLED ON  TRASH RACKS SHALL BE INSTALLED ON TRASH RACKS SHALL BE INSTALLED ON  RACKS SHALL BE INSTALLED ON RACKS SHALL BE INSTALLED ON  SHALL BE INSTALLED ON SHALL BE INSTALLED ON  BE INSTALLED ON BE INSTALLED ON  INSTALLED ON INSTALLED ON  ON ON ALL OPENINGS TO THE STRUCTURE. 1. ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET ALL TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET TRASH AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET AND DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET DEBRIS SHALL BE REMOVED FROM THE BASIN AND OUTLET  SHALL BE REMOVED FROM THE BASIN AND OUTLET SHALL BE REMOVED FROM THE BASIN AND OUTLET  BE REMOVED FROM THE BASIN AND OUTLET BE REMOVED FROM THE BASIN AND OUTLET  REMOVED FROM THE BASIN AND OUTLET REMOVED FROM THE BASIN AND OUTLET  FROM THE BASIN AND OUTLET FROM THE BASIN AND OUTLET  THE BASIN AND OUTLET THE BASIN AND OUTLET  BASIN AND OUTLET BASIN AND OUTLET  AND OUTLET AND OUTLET  OUTLET OUTLET STRUCTURE FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  ALL MEASURABLE RAIN EVENTS OR WHEN SUCH ALL MEASURABLE RAIN EVENTS OR WHEN SUCH  MEASURABLE RAIN EVENTS OR WHEN SUCH MEASURABLE RAIN EVENTS OR WHEN SUCH  RAIN EVENTS OR WHEN SUCH RAIN EVENTS OR WHEN SUCH  EVENTS OR WHEN SUCH EVENTS OR WHEN SUCH  OR WHEN SUCH OR WHEN SUCH  WHEN SUCH WHEN SUCH  SUCH SUCH MATERIALS ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE  ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE ARE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE  OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE OBSERVED.  ANY SEDIMENTS SHALL BE REMOVED FROM THE   ANY SEDIMENTS SHALL BE REMOVED FROM THE  ANY SEDIMENTS SHALL BE REMOVED FROM THE ANY SEDIMENTS SHALL BE REMOVED FROM THE  SEDIMENTS SHALL BE REMOVED FROM THE SEDIMENTS SHALL BE REMOVED FROM THE  SHALL BE REMOVED FROM THE SHALL BE REMOVED FROM THE  BE REMOVED FROM THE BE REMOVED FROM THE  REMOVED FROM THE REMOVED FROM THE  FROM THE FROM THE  THE THE BASIN AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN AREAS, AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN AS SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN SPECIFIED BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  BY A REGISTERED PROFESSIONAL ENGINEER, WHEN BY A REGISTERED PROFESSIONAL ENGINEER, WHEN  A REGISTERED PROFESSIONAL ENGINEER, WHEN A REGISTERED PROFESSIONAL ENGINEER, WHEN  REGISTERED PROFESSIONAL ENGINEER, WHEN REGISTERED PROFESSIONAL ENGINEER, WHEN  PROFESSIONAL ENGINEER, WHEN PROFESSIONAL ENGINEER, WHEN  ENGINEER, WHEN ENGINEER, WHEN  WHEN WHEN ACCUMULATIONS ARE SUCH THAT THE VOLUME IS SIGNIFICANTLY REDUCED. 2. THE OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR THE OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR OUTLET STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR STRUCTURE SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  SHALL BE INSPECTED ON A QUARTERLY BASIS FOR SHALL BE INSPECTED ON A QUARTERLY BASIS FOR  BE INSPECTED ON A QUARTERLY BASIS FOR BE INSPECTED ON A QUARTERLY BASIS FOR  INSPECTED ON A QUARTERLY BASIS FOR INSPECTED ON A QUARTERLY BASIS FOR  ON A QUARTERLY BASIS FOR ON A QUARTERLY BASIS FOR  A QUARTERLY BASIS FOR A QUARTERLY BASIS FOR  QUARTERLY BASIS FOR QUARTERLY BASIS FOR  BASIS FOR BASIS FOR  FOR FOR PHYSICAL DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  DAMAGES, CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  CHANGE OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  OF PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   PHYSICAL CONDITIONS, AND SIGNS OF EROSION.  PHYSICAL CONDITIONS, AND SIGNS OF EROSION.   CONDITIONS, AND SIGNS OF EROSION.  CONDITIONS, AND SIGNS OF EROSION.   AND SIGNS OF EROSION.  AND SIGNS OF EROSION.   SIGNS OF EROSION.  SIGNS OF EROSION.   OF EROSION.  OF EROSION.   EROSION.  EROSION.  ALL MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR MINOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR DEFECTS SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR SHALL BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR BE REPAIRED IMMEDIATELY.  OWNER/OPERATOR  REPAIRED IMMEDIATELY.  OWNER/OPERATOR REPAIRED IMMEDIATELY.  OWNER/OPERATOR  IMMEDIATELY.  OWNER/OPERATOR IMMEDIATELY.  OWNER/OPERATOR   OWNER/OPERATOR  OWNER/OPERATOR OWNER/OPERATOR SHALL CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF CONSULT A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF A REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF REGISTERED PROFESSIONAL ENGINEER FOR THE REPAIR OF  PROFESSIONAL ENGINEER FOR THE REPAIR OF PROFESSIONAL ENGINEER FOR THE REPAIR OF  ENGINEER FOR THE REPAIR OF ENGINEER FOR THE REPAIR OF  FOR THE REPAIR OF FOR THE REPAIR OF  THE REPAIR OF THE REPAIR OF  REPAIR OF REPAIR OF  OF OF MAJOR DEFECTS. D. MAINTENANCE SCHEDULE MAINTENANCE SCHEDULE 1. REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN REGULAR MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN MAINTENANCE - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN - REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN REGULAR MAINTENANCE SHALL BE CONDUCTED ON AN  MAINTENANCE SHALL BE CONDUCTED ON AN MAINTENANCE SHALL BE CONDUCTED ON AN  SHALL BE CONDUCTED ON AN SHALL BE CONDUCTED ON AN  BE CONDUCTED ON AN BE CONDUCTED ON AN  CONDUCTED ON AN CONDUCTED ON AN  ON AN ON AN  AN AN AS NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, NEEDED” BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, BASIS INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION, INCLUDING, BUT NOT LIMITED TO, MOWING OF VEGETATION,  BUT NOT LIMITED TO, MOWING OF VEGETATION, BUT NOT LIMITED TO, MOWING OF VEGETATION,  NOT LIMITED TO, MOWING OF VEGETATION, NOT LIMITED TO, MOWING OF VEGETATION,  LIMITED TO, MOWING OF VEGETATION, LIMITED TO, MOWING OF VEGETATION,  TO, MOWING OF VEGETATION, TO, MOWING OF VEGETATION,  MOWING OF VEGETATION, MOWING OF VEGETATION,  OF VEGETATION, OF VEGETATION,  VEGETATION, VEGETATION, TRASH AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL AND DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL DEBRIS REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL REMOVAL, RODENT REMOVAL, AND REPAIRS OF PHYSICAL  RODENT REMOVAL, AND REPAIRS OF PHYSICAL RODENT REMOVAL, AND REPAIRS OF PHYSICAL  REMOVAL, AND REPAIRS OF PHYSICAL REMOVAL, AND REPAIRS OF PHYSICAL  AND REPAIRS OF PHYSICAL AND REPAIRS OF PHYSICAL  REPAIRS OF PHYSICAL REPAIRS OF PHYSICAL  OF PHYSICAL OF PHYSICAL  PHYSICAL PHYSICAL DAMAGE.  TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING   TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING TRASH AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING AND DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING DEBRIS REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING REMOVAL SHALL OCCUR IMMEDIATELY FOLLOWING  SHALL OCCUR IMMEDIATELY FOLLOWING SHALL OCCUR IMMEDIATELY FOLLOWING  OCCUR IMMEDIATELY FOLLOWING OCCUR IMMEDIATELY FOLLOWING  IMMEDIATELY FOLLOWING IMMEDIATELY FOLLOWING  FOLLOWING FOLLOWING ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL MEASURABLE RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL RAIN EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL EVENTS OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL OR WHEN SUCH MATERIALS ARE OBSERVED.  ALL  WHEN SUCH MATERIALS ARE OBSERVED.  ALL WHEN SUCH MATERIALS ARE OBSERVED.  ALL  SUCH MATERIALS ARE OBSERVED.  ALL SUCH MATERIALS ARE OBSERVED.  ALL  MATERIALS ARE OBSERVED.  ALL MATERIALS ARE OBSERVED.  ALL  ARE OBSERVED.  ALL ARE OBSERVED.  ALL  OBSERVED.  ALL OBSERVED.  ALL   ALL  ALL ALL REGULAR MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE  MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE MAINTENANCE ITEMS SHALL BE COMPLETED ACCORDING TO THE  ITEMS SHALL BE COMPLETED ACCORDING TO THE ITEMS SHALL BE COMPLETED ACCORDING TO THE  SHALL BE COMPLETED ACCORDING TO THE SHALL BE COMPLETED ACCORDING TO THE  BE COMPLETED ACCORDING TO THE BE COMPLETED ACCORDING TO THE  COMPLETED ACCORDING TO THE COMPLETED ACCORDING TO THE  ACCORDING TO THE ACCORDING TO THE  TO THE TO THE  THE THE PROCEDURES OUTLINED IN ABOVE. 2. ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE MAINTENANCE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE - TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE TWO (2) ROUTINE MAINTENANCE EVENTS SHALL BE  (2) ROUTINE MAINTENANCE EVENTS SHALL BE (2) ROUTINE MAINTENANCE EVENTS SHALL BE  ROUTINE MAINTENANCE EVENTS SHALL BE ROUTINE MAINTENANCE EVENTS SHALL BE  MAINTENANCE EVENTS SHALL BE MAINTENANCE EVENTS SHALL BE  EVENTS SHALL BE EVENTS SHALL BE  SHALL BE SHALL BE  BE BE CONDUCTED ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL ANNUALLY BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL BY THE OWNER/OPERATOR.  THE FIRST EVENT WILL  THE OWNER/OPERATOR.  THE FIRST EVENT WILL THE OWNER/OPERATOR.  THE FIRST EVENT WILL  OWNER/OPERATOR.  THE FIRST EVENT WILL OWNER/OPERATOR.  THE FIRST EVENT WILL   THE FIRST EVENT WILL  THE FIRST EVENT WILL THE FIRST EVENT WILL  FIRST EVENT WILL FIRST EVENT WILL  EVENT WILL EVENT WILL  WILL WILL OCCUR IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, IN MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, MARCH OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, OR APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED, APRIL AFTER THE SNOW PACK HAS COMPLETELY MELTED,  AFTER THE SNOW PACK HAS COMPLETELY MELTED, AFTER THE SNOW PACK HAS COMPLETELY MELTED,  THE SNOW PACK HAS COMPLETELY MELTED, THE SNOW PACK HAS COMPLETELY MELTED,  SNOW PACK HAS COMPLETELY MELTED, SNOW PACK HAS COMPLETELY MELTED,  PACK HAS COMPLETELY MELTED, PACK HAS COMPLETELY MELTED,  HAS COMPLETELY MELTED, HAS COMPLETELY MELTED,  COMPLETELY MELTED, COMPLETELY MELTED,  MELTED, MELTED, AND THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER THE SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER SECOND WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER WILL OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER OCCUR IN OCTOBER PRIOR TO THE ONSET OF WINTER  IN OCTOBER PRIOR TO THE ONSET OF WINTER IN OCTOBER PRIOR TO THE ONSET OF WINTER  OCTOBER PRIOR TO THE ONSET OF WINTER OCTOBER PRIOR TO THE ONSET OF WINTER  PRIOR TO THE ONSET OF WINTER PRIOR TO THE ONSET OF WINTER  TO THE ONSET OF WINTER TO THE ONSET OF WINTER  THE ONSET OF WINTER THE ONSET OF WINTER  ONSET OF WINTER ONSET OF WINTER  OF WINTER OF WINTER  WINTER WINTER WEATHER CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY CONDITIONS.  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY   ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY ALL MAINTENANCE EVENTS SHALL BE CONDUCTED BY  MAINTENANCE EVENTS SHALL BE CONDUCTED BY MAINTENANCE EVENTS SHALL BE CONDUCTED BY  EVENTS SHALL BE CONDUCTED BY EVENTS SHALL BE CONDUCTED BY  SHALL BE CONDUCTED BY SHALL BE CONDUCTED BY  BE CONDUCTED BY BE CONDUCTED BY  CONDUCTED BY CONDUCTED BY  BY BY THE OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE  OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE OWNER/OPERATOR.  ANY PROBLEMS NOTED DURING THE MAINTENANCE   ANY PROBLEMS NOTED DURING THE MAINTENANCE  ANY PROBLEMS NOTED DURING THE MAINTENANCE ANY PROBLEMS NOTED DURING THE MAINTENANCE  PROBLEMS NOTED DURING THE MAINTENANCE PROBLEMS NOTED DURING THE MAINTENANCE  NOTED DURING THE MAINTENANCE NOTED DURING THE MAINTENANCE  DURING THE MAINTENANCE DURING THE MAINTENANCE  THE MAINTENANCE THE MAINTENANCE  MAINTENANCE MAINTENANCE EVENTS SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE SHALL BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE BE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE IMMEDIATELY CORRECTED IN ACCORDANCE WITH THE  CORRECTED IN ACCORDANCE WITH THE CORRECTED IN ACCORDANCE WITH THE  IN ACCORDANCE WITH THE IN ACCORDANCE WITH THE  ACCORDANCE WITH THE ACCORDANCE WITH THE  WITH THE WITH THE  THE THE PROCEDURES DETAILED ABOVE. 3. INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY INSPECTION TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY TASKS - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY - TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY TWO (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY (2) ANNUAL INSPECTIONS WILL BE CONDUCTED BY  ANNUAL INSPECTIONS WILL BE CONDUCTED BY ANNUAL INSPECTIONS WILL BE CONDUCTED BY  INSPECTIONS WILL BE CONDUCTED BY INSPECTIONS WILL BE CONDUCTED BY  WILL BE CONDUCTED BY WILL BE CONDUCTED BY  BE CONDUCTED BY BE CONDUCTED BY  CONDUCTED BY CONDUCTED BY  BY BY THE OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL OWNER/OPERATOR FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL FOR THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL THE LIFE OF THE BASIN.  THESE INSPECTIONS WILL  LIFE OF THE BASIN.  THESE INSPECTIONS WILL LIFE OF THE BASIN.  THESE INSPECTIONS WILL  OF THE BASIN.  THESE INSPECTIONS WILL OF THE BASIN.  THESE INSPECTIONS WILL  THE BASIN.  THESE INSPECTIONS WILL THE BASIN.  THESE INSPECTIONS WILL  BASIN.  THESE INSPECTIONS WILL BASIN.  THESE INSPECTIONS WILL   THESE INSPECTIONS WILL  THESE INSPECTIONS WILL THESE INSPECTIONS WILL  INSPECTIONS WILL INSPECTIONS WILL  WILL WILL BE FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL FOR ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL ITEMS AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL AS LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL LISTED FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  FOR THE ROUTINE MAINTENANCE EVENTS.  ALL FOR THE ROUTINE MAINTENANCE EVENTS.  ALL  THE ROUTINE MAINTENANCE EVENTS.  ALL THE ROUTINE MAINTENANCE EVENTS.  ALL  ROUTINE MAINTENANCE EVENTS.  ALL ROUTINE MAINTENANCE EVENTS.  ALL  MAINTENANCE EVENTS.  ALL MAINTENANCE EVENTS.  ALL  EVENTS.  ALL EVENTS.  ALL   ALL  ALL ALL BASIN INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  INSPECTIONS WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  WILL ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.  ADHERE TO THE SPECIFIC CRITERIA NOTED ABOVE.   TO THE SPECIFIC CRITERIA NOTED ABOVE.  TO THE SPECIFIC CRITERIA NOTED ABOVE.   THE SPECIFIC CRITERIA NOTED ABOVE.  THE SPECIFIC CRITERIA NOTED ABOVE.   SPECIFIC CRITERIA NOTED ABOVE.  SPECIFIC CRITERIA NOTED ABOVE.   CRITERIA NOTED ABOVE.  CRITERIA NOTED ABOVE.   NOTED ABOVE.  NOTED ABOVE.   ABOVE.  ABOVE.  ANY PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED PROBLEMS NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED NOTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED DURING INSPECTION SHALL BE IMMEDIATELY CORRECTED  INSPECTION SHALL BE IMMEDIATELY CORRECTED INSPECTION SHALL BE IMMEDIATELY CORRECTED  SHALL BE IMMEDIATELY CORRECTED SHALL BE IMMEDIATELY CORRECTED  BE IMMEDIATELY CORRECTED BE IMMEDIATELY CORRECTED  IMMEDIATELY CORRECTED IMMEDIATELY CORRECTED  CORRECTED CORRECTED INCLUDING ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ANY AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING AND ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING ALL ROUTINE MAINTENANCE ITEMS.  A CONSULTING  ROUTINE MAINTENANCE ITEMS.  A CONSULTING ROUTINE MAINTENANCE ITEMS.  A CONSULTING  MAINTENANCE ITEMS.  A CONSULTING MAINTENANCE ITEMS.  A CONSULTING  ITEMS.  A CONSULTING ITEMS.  A CONSULTING   A CONSULTING  A CONSULTING A CONSULTING  CONSULTING CONSULTING ENGINEER WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS WILL BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS BE CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS CONTACTED IF THERE ARE ANY STRUCTURAL PROBLEMS  IF THERE ARE ANY STRUCTURAL PROBLEMS IF THERE ARE ANY STRUCTURAL PROBLEMS  THERE ARE ANY STRUCTURAL PROBLEMS THERE ARE ANY STRUCTURAL PROBLEMS  ARE ANY STRUCTURAL PROBLEMS ARE ANY STRUCTURAL PROBLEMS  ANY STRUCTURAL PROBLEMS ANY STRUCTURAL PROBLEMS  STRUCTURAL PROBLEMS STRUCTURAL PROBLEMS  PROBLEMS PROBLEMS BEYOND THE SCOPE OF ROUTINE MAINTENANCE.

AutoCAD SHX Text
SKD

AutoCAD SHX Text
1

AutoCAD SHX Text
REVISED PER BCCD COMMENTS

AutoCAD SHX Text
3/05/2020

AutoCAD SHX Text
2-61-292 (DB2724 PG0509), 2-65-020 (DB5905 PG0888)



S

E

S

S

S

S

ST

©
 

6
5

 
E

A
S

T
 
B

U
T

L
E

R
 
A

V
E

N
U

E
,
 
S

U
I
T

E
 
1

0
0

,
 
N

E
W

 
B

R
I
T

A
I
N

,
 
P

A
 
1

8
9

0
1

 
●

 
(
2

1
5

)
 
3

4
5

-
4

3
3

0
 
●

 
w

w
w

.
g

i
l
m

o
r
e

-
a

s
s
o

c
.
c
o

m

C
O

R
P

O
R

A
T

E
 
H

E
A

D
Q

U
A

R
T

E
R

S

STST

© 2019 Microsoft Corporation © 2019 HERE 

REGISTRATION
LA002522

PENNS Y LV A NIA

NUMBER

CH
R IS T O P HER  E . GR EEN

AutoCAD SHX Text
UfuB

AutoCAD SHX Text
UfuB

AutoCAD SHX Text
UfuB

AutoCAD SHX Text
SW-13

AutoCAD SHX Text
SW-12

AutoCAD SHX Text
SW-9

AutoCAD SHX Text
SW-10

AutoCAD SHX Text
SW-11

AutoCAD SHX Text
SW-8

AutoCAD SHX Text
LANDS N/L 2424 BENSALEM, LLC PARCEL# 2-65-19 DB. 1518, PG. 699 2424 STATE ROAD

AutoCAD SHX Text
LANDS N/L BENSALEM II ENT PARCEL# 2-65-20-4 INST# 2013091911 STATE ROAD

AutoCAD SHX Text
STATE ROAD  (50' WIDE PER DB. 5905 PG. 888) (SR. 2002)(LR. 9001)

AutoCAD SHX Text
CAMER  DRIVE  (T-455)

AutoCAD SHX Text
30' ACCESS EASEMENT PER MB. 121 PG 21 MB. 114 PG. 308 114 PG. 308 DB. 2103 PG. 509 

AutoCAD SHX Text
(DEED = 443.28')

AutoCAD SHX Text
ENDWALL T.W. 15.65 INV 12.83

AutoCAD SHX Text
(UNKNOWN SIZE)

AutoCAD SHX Text
12" STEEL PIPE INV 15.71 (BURIED)

AutoCAD SHX Text
12" STEEL PIPE INV 16.10 (BURIED)

AutoCAD SHX Text
12" STEEL PIPE INV 16.27 (BURIED)

AutoCAD SHX Text
12" STEEL PIPE INV 16.30 (BURIED)

AutoCAD SHX Text
EXCEPTION PARCEL PER DB. 5905 PG. 888

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
7

AutoCAD SHX Text
4

AutoCAD SHX Text
RECREATION AREA, SEE PLAN BY OTHERS

AutoCAD SHX Text
27

AutoCAD SHX Text
3

AutoCAD SHX Text
26

AutoCAD SHX Text
26

AutoCAD SHX Text
25

AutoCAD SHX Text
23

AutoCAD SHX Text
13

AutoCAD SHX Text
GRINDER PUMP & HOLDING TANK

AutoCAD SHX Text
BROKEN GOBLET:    8750 SF, 100 SEATS

AutoCAD SHX Text
DISTILLERY / BBQ:    6140 SF, 70 SEATS

AutoCAD SHX Text
PIZZERIA:    3070 SF,    30 SEATS

AutoCAD SHX Text
TOP OF BERM 22.0

AutoCAD SHX Text
BOTTOM OF FACILITY 17.00

AutoCAD SHX Text
BOTTOM OF FACILITY 16.50

AutoCAD SHX Text
TOP OF BERM 17.50

AutoCAD SHX Text
SWM-1 OUTLET STRUCTURE

AutoCAD SHX Text
TOP OF BERM 16.0

AutoCAD SHX Text
BOTTOM ELEV. 13.25

AutoCAD SHX Text
4" UNDERDRAIN

AutoCAD SHX Text
19

AutoCAD SHX Text
18

AutoCAD SHX Text
19

AutoCAD SHX Text
18

AutoCAD SHX Text
16

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
14

AutoCAD SHX Text
16

AutoCAD SHX Text
16

AutoCAD SHX Text
15

AutoCAD SHX Text
14

AutoCAD SHX Text
13.25

AutoCAD SHX Text
IV (5)

AutoCAD SHX Text
IV (8)

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
BN

AutoCAD SHX Text
BN

AutoCAD SHX Text
BN

AutoCAD SHX Text
BN

AutoCAD SHX Text
MV

AutoCAD SHX Text
MV

AutoCAD SHX Text
MV

AutoCAD SHX Text
MV

AutoCAD SHX Text
MV

AutoCAD SHX Text
QP

AutoCAD SHX Text
QP

AutoCAD SHX Text
QP

AutoCAD SHX Text
QA

AutoCAD SHX Text
QA

AutoCAD SHX Text
QA

AutoCAD SHX Text
PLUG TYPE B (1,972 SF)  (1,972 SF) 200 AG 200 JC 200 LS 200 SP 200 CO

AutoCAD SHX Text
BASIN #1

AutoCAD SHX Text
BASIN #2

AutoCAD SHX Text
BASIN #4

AutoCAD SHX Text
QA

AutoCAD SHX Text
AC

AutoCAD SHX Text
AC

AutoCAD SHX Text
IG (5)

AutoCAD SHX Text
IG (6)

AutoCAD SHX Text
EXISTING EVERGREEN PLANT MATERIAL TO REMAIN

AutoCAD SHX Text
IV (8)

AutoCAD SHX Text
IG (5)

AutoCAD SHX Text
ISLAND #5

AutoCAD SHX Text
ISLAND #4

AutoCAD SHX Text
AC

AutoCAD SHX Text
PLUG TYPE B (315 SF)  (315 SF) 30 AG, 30 JC, 30 LS, 30 SP, 30 CO

AutoCAD SHX Text
PLUG TYPE B (310 SF)  (310 SF) 30 AG, 30 JC, 30 LS, 30 SP, 30 CO

AutoCAD SHX Text
ISLAND #3

AutoCAD SHX Text
ISLAND #2

AutoCAD SHX Text
ISLAND #1

AutoCAD SHX Text
PLUG TYPE B (350 SF)  (350 SF) 30 AG, 30 JC, 30 LS, 30 SP, 30 CO

AutoCAD SHX Text
PLUG TYPE B (340 SF)  (340 SF) 30 AG, 30 JC, 30 LS, 30 SP, 30 CO

AutoCAD SHX Text
PLUG TYPE B (350 SF)  (350 SF) 30 AG, 30 JC, 30 LS, 30 SP, 30 CO

AutoCAD SHX Text
SHOWY NORTHEAST NATIVE WILDFLOWER & GRASS MIX TOTAL 22,465 SQ FT

AutoCAD SHX Text
PLANTING BED AREA ENLARGEMENT

AutoCAD SHX Text
TO BE RELOCATED

AutoCAD SHX Text
EX

AutoCAD SHX Text
EX

AutoCAD SHX Text
EX

AutoCAD SHX Text
EX

AutoCAD SHX Text
EX

AutoCAD SHX Text
EX

AutoCAD SHX Text
BN

AutoCAD SHX Text
TO BE RELOCATED

AutoCAD SHX Text
SEE GRADING PLAN

AutoCAD SHX Text
UfuB

AutoCAD SHX Text
Ua

AutoCAD SHX Text
SW-14

AutoCAD SHX Text
SWM-6 & SWM-6.1:  PROVIDE BIORETENTION AREA AT HEAD OF SWALE.  IMPROVE SWALE ALONG DRIVEWAY & USE CHECK-DAMS FOR REDUCED DISCHARGE.

AutoCAD SHX Text
CONFIRM ROOF DRAIN DISCHARGE POINT(S) FOR EXISTING BUILDING.

AutoCAD SHX Text
35

AutoCAD SHX Text
34

AutoCAD SHX Text
33

AutoCAD SHX Text
33

AutoCAD SHX Text
34

AutoCAD SHX Text
34

AutoCAD SHX Text
4" UNDERDRAIN IN RAIN GARDEN. EXTEND UNDER SWALE TO DAYLIGHT.

AutoCAD SHX Text
BASIN #6

AutoCAD SHX Text
SHEET NO.:

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
REV.

AutoCAD SHX Text
JOB NO.:

AutoCAD SHX Text
OWNER:

AutoCAD SHX Text
DESIGNED BY:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
TOTAL LOTS:

AutoCAD SHX Text
TOTAL AREA:

AutoCAD SHX Text
TAX MAP PARCEL NO.:

AutoCAD SHX Text
MUNICIPAL FILE NO.:

AutoCAD SHX Text
LEGEND

AutoCAD SHX Text
EXISTING CURB

AutoCAD SHX Text
EXISTING EDGE OF PAVING

AutoCAD SHX Text
EXISTING MINOR CONTOUR

AutoCAD SHX Text
EXISTING MAJOR CONTOUR

AutoCAD SHX Text
EXISTING TREE LINE

AutoCAD SHX Text
EXISTING SANITARY MANHOLE

AutoCAD SHX Text
EXISTING STORM INLET

AutoCAD SHX Text
EXISTING STORM MANHOLE

AutoCAD SHX Text
EXISTING UTILITY POLE

AutoCAD SHX Text
EXISTING PROPERTY BOUNDARY

AutoCAD SHX Text
EXISTING PROPERTY ADJOINER

AutoCAD SHX Text
N51%%17638'53"W 120.01'

AutoCAD SHX Text
380

AutoCAD SHX Text
EXISTING BUILDING

AutoCAD SHX Text
EXISTING LEGAL RIGHT-OF-WAY

AutoCAD SHX Text
EXISTING UNDERGROUND ELECTRIC

AutoCAD SHX Text
EXISTING FENCE

AutoCAD SHX Text
OH

AutoCAD SHX Text
OH

AutoCAD SHX Text
EXISTING GAS LINE

AutoCAD SHX Text
EXISTING WATER LINE

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
EXISTING FORCE MAIN

AutoCAD SHX Text
EXISTING SOIL LINE-TYPE

AutoCAD SHX Text
UfuB

AutoCAD SHX Text
ONLY THOSE PLANS INCORPORATING THE PROFESSIONAL SEAL SHOULD  THOSE PLANS INCORPORATING THE PROFESSIONAL SEAL SHOULD THOSE PLANS INCORPORATING THE PROFESSIONAL SEAL SHOULD  PLANS INCORPORATING THE PROFESSIONAL SEAL SHOULD PLANS INCORPORATING THE PROFESSIONAL SEAL SHOULD  INCORPORATING THE PROFESSIONAL SEAL SHOULD INCORPORATING THE PROFESSIONAL SEAL SHOULD  THE PROFESSIONAL SEAL SHOULD THE PROFESSIONAL SEAL SHOULD  PROFESSIONAL SEAL SHOULD PROFESSIONAL SEAL SHOULD  SEAL SHOULD SEAL SHOULD  SHOULD SHOULD BE CONSIDERED OFFICIAL AND RELIED UPON BY USER. THIS PLAN IS  CONSIDERED OFFICIAL AND RELIED UPON BY USER. THIS PLAN IS CONSIDERED OFFICIAL AND RELIED UPON BY USER. THIS PLAN IS  OFFICIAL AND RELIED UPON BY USER. THIS PLAN IS OFFICIAL AND RELIED UPON BY USER. THIS PLAN IS  AND RELIED UPON BY USER. THIS PLAN IS AND RELIED UPON BY USER. THIS PLAN IS  RELIED UPON BY USER. THIS PLAN IS RELIED UPON BY USER. THIS PLAN IS  UPON BY USER. THIS PLAN IS UPON BY USER. THIS PLAN IS  BY USER. THIS PLAN IS BY USER. THIS PLAN IS  USER. THIS PLAN IS USER. THIS PLAN IS  THIS PLAN IS THIS PLAN IS  PLAN IS PLAN IS  IS IS PREPARED SPECIFICALLY FOR THE CLIENT AND PROJECT DESIGNATED  SPECIFICALLY FOR THE CLIENT AND PROJECT DESIGNATED SPECIFICALLY FOR THE CLIENT AND PROJECT DESIGNATED  FOR THE CLIENT AND PROJECT DESIGNATED FOR THE CLIENT AND PROJECT DESIGNATED  THE CLIENT AND PROJECT DESIGNATED THE CLIENT AND PROJECT DESIGNATED  CLIENT AND PROJECT DESIGNATED CLIENT AND PROJECT DESIGNATED  AND PROJECT DESIGNATED AND PROJECT DESIGNATED  PROJECT DESIGNATED PROJECT DESIGNATED  DESIGNATED DESIGNATED HEREON. MODIFICATION, REVISION, DUPLICATION OR USE WITHOUT THE  MODIFICATION, REVISION, DUPLICATION OR USE WITHOUT THE MODIFICATION, REVISION, DUPLICATION OR USE WITHOUT THE  REVISION, DUPLICATION OR USE WITHOUT THE REVISION, DUPLICATION OR USE WITHOUT THE  DUPLICATION OR USE WITHOUT THE DUPLICATION OR USE WITHOUT THE  OR USE WITHOUT THE OR USE WITHOUT THE  USE WITHOUT THE USE WITHOUT THE  WITHOUT THE WITHOUT THE  THE THE CONSENT OF GILMORE & ASSOCIATES, INC. IS PROHIBITED. COPYRIGHT 2019 GILMORE & ASSOCIATES, INC. ALL RIGHTS RESERVED

AutoCAD SHX Text
1810073

AutoCAD SHX Text
BENSALEM TOWNSHIP, BUCKS COUNTY, PENNSYLVANIA

AutoCAD SHX Text
LAND DEVELOPMENT PLAN

AutoCAD SHX Text
JX

AutoCAD SHX Text
CEG

AutoCAD SHX Text
JX

AutoCAD SHX Text
BENSALEM III INDUSTRIES, LLC

AutoCAD SHX Text
2626 STATE ROAD

AutoCAD SHX Text
BENSALEM, PA  19020

AutoCAD SHX Text
856-273-1009

AutoCAD SHX Text
SCALE               IN                FEET

AutoCAD SHX Text
0

AutoCAD SHX Text
40

AutoCAD SHX Text
80

AutoCAD SHX Text
40

AutoCAD SHX Text
1"=40'

AutoCAD SHX Text
23 OF 24 OF 2424

AutoCAD SHX Text
2500 STATE ROAD & 625 IMPERIAL COURT

AutoCAD SHX Text
-

AutoCAD SHX Text
25.70 AC

AutoCAD SHX Text
2

AutoCAD SHX Text
06/14/19

AutoCAD SHX Text
XX

AutoCAD SHX Text
ENGINEERING & CONSULTING  SERVICES

AutoCAD SHX Text
GILMORE & ASSOCIATES, INC.

AutoCAD SHX Text
LANDSCAPE PLAN

AutoCAD SHX Text
PA LAW REQUIRES THREE WORKING DAYS

AutoCAD SHX Text
NOTICE TO UTILITIES BEFORE YOU EXCAVATE,

AutoCAD SHX Text
DRILL, BLAST OR DEMOLISH

AutoCAD SHX Text
PENNSYLVANIA ONE CALL SYSTEM, INC.

AutoCAD SHX Text
NON-MEMBERS MUST BE CONTACTED DIRECTLY

AutoCAD SHX Text
PENNSYLVANIA! CALL 1-800-242-1776

AutoCAD SHX Text
BEFORE YOU DIG ANYWHERE IN

AutoCAD SHX Text
West Mifflin, Pennsylvania

AutoCAD SHX Text
925 Irwin Run Road

AutoCAD SHX Text
15122 - 1078

AutoCAD SHX Text
LOCATIONS OF EXISTING UNDERGROUND UTILITIES/FACILITIES SHOWN HEREON HAVE BEEN DEVELOPED FROM RECORDS, FIELD MARKOUTS BY UTILITY OWNERS, AND/OR ABOVE-GROUND OBSERVATION OF THE SITE.  NO  EXCAVATIONS WERE PERFORMED IN THE PREPARATION OF THESE  DRAWINGS; THEREFORE ALL UTILITIES SHOWN SHOULD BE CONSIDERED APPROXIMATE IN LOCATION, DEPTH, AND SIZE.  THE POTENTIAL EXISTS FOR OTHER UNDERGROUND UTILITIES/FACILITIES TO BE PRESENT WHICH ARE NOT SHOWN ON THE DRAWINGS. ONLY THE VISIBLE LOCATIONS OF UNDERGROUND UTILITIES/FACILITIES AT THE TIME OF FIELD SURVEY SHALL BE CONSIDERED TRUE AND ACCURATE.  COMPLETENESS OR ACCURACY OF UNDERGROUND UTILITIES/FACILITIES ARE NOT GUARANTEED BY GILMORE & ASSOCIATES INC. ALL CONTRACTORS WORKING ON THIS PROJECT SHALL VERIFY LOCATION AND DEPTH OF ALL UNDERGROUND UTILITIES/FACILITIES PRIOR TO START OF WORK AND SHALL COMPLY WITH THE REQUIREMENTS OF P.L. 852, NO. 287 DECEMBER 10, 1974 AS LAST AMENDED ON APRIL 28, 2018 PENNSYLVANIA ACT 50.  

AutoCAD SHX Text
SERIAL NO. 

AutoCAD SHX Text
GILMORE & ASSOCIATES INC. HAS OBTAINED A PA-ONE CALL SERIAL NUMBER AS NOTED HEREON FOR DESIGN PURPOSES ONLY. 

AutoCAD SHX Text
20191073899

AutoCAD SHX Text
4" UNDERDRAIN

AutoCAD SHX Text
PROPOSED SHADE TREE

AutoCAD SHX Text
PROPOSED FLOWERING TREE

AutoCAD SHX Text
PROPOSED SHRUB

AutoCAD SHX Text
LANDSCAPE LEGEND

AutoCAD SHX Text
PROPOSED LEGEND

AutoCAD SHX Text
MAJOR CONTOURS

AutoCAD SHX Text
MINOR CONTOURS

AutoCAD SHX Text
  225.0

AutoCAD SHX Text
SPOT ELEVATION

AutoCAD SHX Text
STORM PIPE

AutoCAD SHX Text
STORM INLET C

AutoCAD SHX Text
STORM INLET M

AutoCAD SHX Text
STORM MANHOLE

AutoCAD SHX Text
ENDWALL

AutoCAD SHX Text
NPDES PERMIT LIMIT

AutoCAD SHX Text
LIGHTS

AutoCAD SHX Text
ALREADY INSTALLED

AutoCAD SHX Text
RIP-RAP APRONS

AutoCAD SHX Text
EMERGENCY SPILLWAY

AutoCAD SHX Text
SANITARY GRINDER

AutoCAD SHX Text
PUMP DISCHARGE

AutoCAD SHX Text
PROPOSED LEGEND

AutoCAD SHX Text
MAJOR CONTOURS

AutoCAD SHX Text
MINOR CONTOURS

AutoCAD SHX Text
  225.0

AutoCAD SHX Text
SPOT ELEVATION

AutoCAD SHX Text
STORM PIPE

AutoCAD SHX Text
STORM INLET C

AutoCAD SHX Text
STORM INLET M

AutoCAD SHX Text
STORM MANHOLE

AutoCAD SHX Text
ENDWALL

AutoCAD SHX Text
NPDES PERMIT LIMIT

AutoCAD SHX Text
LIGHTS

AutoCAD SHX Text
SHADE/CANOPY TREE

AutoCAD SHX Text
BOULDER

AutoCAD SHX Text
RIP-RAP APRONS

AutoCAD SHX Text
EMERGENCY SPILLWAY

AutoCAD SHX Text
SANITARY GRINDER

AutoCAD SHX Text
PUMP DISCHARGE

AutoCAD SHX Text
RAIN GARDEN SEED MIX, SEE SHEET 18

AutoCAD SHX Text
PLUG TYPE B

AutoCAD SHX Text
SHOWY NORTHEAST NATIVE  WILDFLOWER & GRASS MIX

AutoCAD SHX Text
SITE

AutoCAD SHX Text
00

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
IN

AutoCAD SHX Text
FEET

AutoCAD SHX Text
LOCATION  MAP

AutoCAD SHX Text
2000

AutoCAD SHX Text
2000

AutoCAD SHX Text
4000

AutoCAD SHX Text
SCALE: 1"=2000'

AutoCAD SHX Text
LANDSCAPE PLAN- 625 IMPERIAL COURT SHEET #23

AutoCAD SHX Text
LANDSCAPE PLAN- 2500 STATE ROAD SOUTH SHEET #2323

AutoCAD SHX Text
RELOCATED EXISTING TREE

AutoCAD SHX Text
EX

AutoCAD SHX Text
SKD

AutoCAD SHX Text
1

AutoCAD SHX Text
REVISED PER BCCD COMMENTS

AutoCAD SHX Text
3/05/2020

AutoCAD SHX Text
SWM-6 at 625 IMPERIAL COURT  SCALE 1"=40'

AutoCAD SHX Text
GENERAL LANDSCAPE NOTES: : 1. PLANT MATERIAL SHALL BE FURNISHED AND INSTALLED AS INDICATED INCLUDING ALL LABOR, PLANT MATERIAL SHALL BE FURNISHED AND INSTALLED AS INDICATED INCLUDING ALL LABOR, MATERIALS, PLANTS EQUIPMENT, INCIDENTALS, AND CLEAN UP. 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANTING AT CORRECT GRADES AND ALIGNMENT. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANTING AT CORRECT GRADES AND ALIGNMENT. 3. PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY, HAVE NORMAL GROWTH HABITS, WELL PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY, HAVE NORMAL GROWTH HABITS, WELL DEVELOPED BRANCHES, BE DENSELY FOLIATED, HAVE VIGOROUS ROOT SYSTEMS, AND BE FREE OF DEFECTS AND INJURIES. 4. ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO THE WELFARE OF THE PLANT ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO THE WELFARE OF THE PLANT MATERIAL SHALL BE REPORTED TO THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION OF PLANT MATERIAL. 5. ALL PLANT MATERIAL SHALL BE GUARANTEED BY THE CONTRACTOR TO BE IN VIGOROUS GROWING ALL PLANT MATERIAL SHALL BE GUARANTEED BY THE CONTRACTOR TO BE IN VIGOROUS GROWING CONDITION.  PROVISIONS SHALL BE MADE FOR A GUARANTEE OF AT LEAST ONE (1) YEAR FOR TREES AND SHRUBS.  REPLACEMENT SHALL BE MADE AT THE BEGINNING OF THE FIRST SUCCEEDING PLANTING SEASON.  ALL REPLACEMENTS SHALL HAVE A GUARANTEE EQUAL TO THAT STATED ABOVE. 6. INSOFAR AS IT IS PRACTICABLE, PLANT MATERIALS SHALL BE PLANTED ON THE DAY OF DELIVERY.  INSOFAR AS IT IS PRACTICABLE, PLANT MATERIALS SHALL BE PLANTED ON THE DAY OF DELIVERY.  IN THE EVENT THIS IS NOT POSSIBLE, THE CONTRACTOR SHALL PROTECT STOCK NOT PLANTED.  PLANTS SHALL NOT REMAIN UNPLANTED FOR LONGER THAN A THREE (3) DAY PERIOD AFTER DELIVERY. 7. QUALITY AND SIZE OF PLANTS, SPREAD OF ROOTS AND SIZE OF BALLS SHALL BE IN QUALITY AND SIZE OF PLANTS, SPREAD OF ROOTS AND SIZE OF BALLS SHALL BE IN ACCORDANCE WITH THE 2014 "AMERICAN STANDARD FOR NURSERY STOCK" AS PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMAN INC., OR LATEST EDITION. 8. ALL PLANTS SHALL BE PLANTED IN TOPSOIL THAT IS THOROUGHLY WATERED AND TAMPED AS ALL PLANTS SHALL BE PLANTED IN TOPSOIL THAT IS THOROUGHLY WATERED AND TAMPED AS BACK FILLING PROGRESSES.  NOTHING BUT SUITABLE TOPSOIL, FREE OF DRY SOD, STIFF CLAY, LITTER, ETC., SHALL BE USED FOR PLANTING. 9. PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON WHEN WEATHER AND SOIL CONDITIONS ARE SUITABLE AND IN ACCORDANCE WITH ACCEPTED LOCAL PRACTICE.  PLANTING OPERATIONS SHALL OCCUR FROM APRIL 1 THROUGH JUNE 15 AND/OR FROM SEPTEMBER 1 THROUGH NOVEMBER 1 OF EACH CALENDAR YEAR.  IF FAVORABLE PLANTING CONDITIONS EXTEND BEYOND DATES INDICATED HEREIN, AN EXTENSION MAY BE GRANTED BY THE LANDSCAPE ARCHITECT RESPONSIBLE FOR THESE PLANS. 10. SET ALL PLANTS PLUMB AND STRAIGHT.  SET AT SUCH A LEVEL THAT AFTER SETTLEMENT, A SET ALL PLANTS PLUMB AND STRAIGHT.  SET AT SUCH A LEVEL THAT AFTER SETTLEMENT, A NORMAL OR NATURAL RELATIONSHIP TO THE CROWN OF THE PLANT WITH THE GROUND SURFACE WILL BE ESTABLISHED. LOCATE PLANT IN THE CENTER OF THE PLANTING PIT. 11. EACH TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH STANDARD HORTICULTURAL EACH TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH STANDARD HORTICULTURAL PRACTICE TO PRESERVE NATURAL CHARACTER OF THE PLANT.  PRUNING SHALL BE DONE WITH CLEAN, SHARP TOOLS. 12. LANDSCAPING CONTRACTOR SHALL VERIFY LOCATION OF ALL UTILITIES PRIOR TO PLACEMENT OF LANDSCAPING CONTRACTOR SHALL VERIFY LOCATION OF ALL UTILITIES PRIOR TO PLACEMENT OF LANDSCAPE MATERIAL.  CONTRACTOR SHALL NOT PLACE LANDSCAPING MATERIAL ON TOP OF UTILITY PIPING. 13. PLAN QUANTITIES SUPERSEDE PLANT LIST. PLAN QUANTITIES SUPERSEDE PLANT LIST. 14. ALL REQUIRED PLANT MATERIAL SHALL BE PLANTED PRIOR TO THE ISSUANCE OF A USE AND ALL REQUIRED PLANT MATERIAL SHALL BE PLANTED PRIOR TO THE ISSUANCE OF A USE AND OCCUPANCY PERMIT. 15. THE LANDSCAPE PLAN IS INTENDED FOR LANDSCAPE PURPOSES ONLY.THE LANDSCAPE PLAN IS INTENDED FOR LANDSCAPE PURPOSES ONLY.

AutoCAD SHX Text
1.5%%% MONARDA FISTULOSA

AutoCAD SHX Text
TALL WHITE BEARD TONGUE

AutoCAD SHX Text
4.5%%% PENSTEMON DIGITALIS

AutoCAD SHX Text
WILD BERGAMOT

AutoCAD SHX Text
WILD SENNA

AutoCAD SHX Text
4% SENNA HERBACARPA

AutoCAD SHX Text
ASTER MIX

AutoCAD SHX Text
3%%% ASTER PRENANTHOIDES/NOVAE-BELGII

AutoCAD SHX Text
WILD BLUE LUPINE

AutoCAD SHX Text
1%%% LUPINUS PERENNIS

AutoCAD SHX Text
5% RUDBECKIA HIRTA

AutoCAD SHX Text
BLACK EYED SUSAN

AutoCAD SHX Text
OX EYE SUNFLOWER

AutoCAD SHX Text
5% HELIOPSIS HELIANTHOIDES

AutoCAD SHX Text
7%%% CAMAECRISTA FASCICULATA

AutoCAD SHX Text
PARTRIDGE PEA

AutoCAD SHX Text
1.

AutoCAD SHX Text
SEED MIX SHALL BE ERNMX-153, AS PROVIDED BY EARNST CONSERVATION SEEDS,

AutoCAD SHX Text
OR APPROVED EQUAL CONSISTING OF THE FOLLOWING SPECIES AT 0.5 LB/1,000 S.F.:

AutoCAD SHX Text
SHOWY NORTHEAST NATIVE WILDFLOWER & GRASS SEED MIX

AutoCAD SHX Text
1%%% BAPTISIA AUSTRALIS

AutoCAD SHX Text
BLUE FALSE INDIGO

AutoCAD SHX Text
2%%% ASCLEPIAS TUBEROSA

AutoCAD SHX Text
ROUND HEAD LESPEDEZA

AutoCAD SHX Text
.50% LESPEDEZA CAPITATA

AutoCAD SHX Text
BUTTERFLY MILKWEED

AutoCAD SHX Text
SILKY WILD RYE

AutoCAD SHX Text
10% ELYMUS VILLOSUS

AutoCAD SHX Text
10% SORGHASTRUM NUTANS, TOMAHAWK

AutoCAD SHX Text
TOMAHAWK INDIAN GRASS

AutoCAD SHX Text
BUTTE SIDE OATS GRAMMA

AutoCAD SHX Text
10 % BOUTELOUA CURTIPENDULA, BUTTE

AutoCAD SHX Text
15% ANDROPOGON SCOPARIUS, CAMPER

AutoCAD SHX Text
CAMPER LITTLE BLUE STEM

AutoCAD SHX Text
5% ANDROPOGON GERARDII, NIAGRA

AutoCAD SHX Text
NIAGRA BIG BLUESTEM

AutoCAD SHX Text
2%%% ASCLEPIAS SYRIACA

AutoCAD SHX Text
COMMON MILKWEED

AutoCAD SHX Text
3%%% HYPERICUM PYRAMIDATUM

AutoCAD SHX Text
GREAT ST. JOHN'S WORT

AutoCAD SHX Text
2%%% TRADENSCANTIA OHIOENSIS

AutoCAD SHX Text
OHIO SPIDERWORT

AutoCAD SHX Text
2%%% ZIZIA AUREA

AutoCAD SHX Text
GOLDEN ALEXANDERS

AutoCAD SHX Text
3%%% LIATRIS SPICATA

AutoCAD SHX Text
SPIKED GAYFEATHER

AutoCAD SHX Text
2%%% SILPHIUM TRIFOLIATUM

AutoCAD SHX Text
WHORLED ROSINWEED

AutoCAD SHX Text
SW-9

AutoCAD SHX Text
SWM TEST PITS

AutoCAD SHX Text
2-61-292 (DB2724 PG0509), 2-65-020 (DB5905 PG0888)



©
 

6
5

 
E

A
S

T
 
B

U
T

L
E

R
 
A

V
E

N
U

E
,
 
S

U
I
T

E
 
1

0
0

,
 
N

E
W

 
B

R
I
T

A
I
N

,
 
P

A
 
1

8
9

0
1

 
●

 
(
2

1
5

)
 
3

4
5

-
4

3
3

0
 
●

 
w

w
w

.
g

i
l
m

o
r
e

-
a

s
s
o

c
.
c
o

m

C
O

R
P

O
R

A
T

E
 
H

E
A

D
Q

U
A

R
T

E
R

S

STST

© 2019 Microsoft Corporation © 2019 HERE 

REGISTRATION
LA002522

PENNSY LV A NIA

NUMBER

C H
R IST O P HER  E.  GREEN

STORMWATER MANAGEMENT BASIN

PLUG-TYPE B
SQ. FT.

20% AG, 20% JC, 20%

LS, 20% SP, 20%CO

BASIN # 1
1,970

ISLAND #1 350

ISLAND #2 340

ISLAND #3 350

ISLAND #4
310

ISLAND #5 315

PLANT SCHEDULE

STREET TREES

SHADE TREES

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

QA
4

QUERCUS ALBA
WHITE OAK 2-1/2-3" CALIPER B&B SEE PLAN

QP 3 QUERCUS PHELLOS
WILLOW OAK 2-1/2-3" CALIPER B&B SEE PLAN

TOTAL 7

SMALL TREES

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

AC 10 AMELANCHIER CANADENSIS SERVICEBERRY
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

BN 5 BETULA NIGRA 'HERITAGE' RIVER BIRCH
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

MV 5 MAGNOLIA VIRGINIANA SWEETBAY MAGNOLIA
8'-10' HEIGHT; 2-1/2" CALIPER

B&B SEE PLAN

TOTAL 20

SHRUBS

KEY QTY. BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

IV 21 ILEX VERTICILLATA 'WINTER RED' WINTERBERRY HOLLY MIN. 3' HEIGHT #5 CONT. SEE PLAN

IG 16 ILEX GLABRA 'COMPACTA' INKBERRY HOLLY MIN. 3' HEIGHT #5 CONT. SEE PLAN

TOTAL 37

PLUGS

PERENNIALS

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

AG 350 ANDROPOGON GERARDII BIG BLUE STEM 2" PLUG 4.5" DEEP 18" SPACING

JC 350 JUNCUS CANADENSIS SOFT RUSH 2" PLUG
4.5" DEEP

18" SPACING

LS 350 LOBELIA SYPHILITICA GREAT BLUE LOBELIA 2" PLUG 4.5" DEEP 18" SPACING

SP 350 SYMPHYOTRICHUM PUNICEUM NEW YORK ASTER 2" PLUG 4.5" DEEP 18" SPACING

ST SCHOENOPLECTUS TABERNAEMONTANI SOFTSTEM BULRUSH 2" PLUG 4.5" DEEP 36' SPACING

TOTAL 1050

SHRUB

KEY
QTY.

BOTANICAL NAME COMMON NAME SIZE ROOT SPACING

CO 400 CEPHALANTHUS OCCIDENTALIS BUTTONBUSH 2" PLUG 4.5" DEEP 18" SPACING

TOTAL 400
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65 East Butler Avenue│Suite 100│New Britain, PA 18901│Phone: 215-345-4330│Fax: 215-345-8606 

Gilmore & Associates, Inc. 
Building on a Foundation of Excellence 

www.gilmore-assoc.com 

 

July 30, 2020 

Project 1810073-01 

 
Loretta V. Alston, Planning/Zoning Clerk III  
Bensalem Township  
2400 Byberry Road 
Bensalem, PA 19020  

 Ref: 2500 State Road & 625 Imperial Court Renovations 
  TMP 2-65-020 and 2-61-292 

Bensalem Township, Bucks Co, PA 

Dear Ms. Alston: 

On behalf of the Applicant, Bensalem III Industries LLC, we are submitting the following 
documents for Preliminary Plan review for the above referenced project.  Due to the nature of the 
proposed work, we would like to request to consider this a Preliminary/Final Application. 

• One (1) check in the amount of $2,850.00 for the Preliminary Plan application fee. 

• Escrow checks in the amount of:  $10,000.00 for the Township Engineer, $7,500.00 for the 
Township Solicitor, and $2,500.00 for the Traffic Engineer. 

• 37 copies of the “Bensalem Township Subdivision and Land Development Application” with 
list of Waiver Requests attached. 

• 37 copies of the plan set entitled “Land Development Plans for 2500 State Road & 625 
Imperial Court,” Sheets 1 thru 24 of 24, dated June 14, 2019 and last revised March 5, 2020.  

• Five (5) copies each of the “Erosion & Sediment Control Narrative” and “Post Construction 
Stormwater Management Report” dated February 2020. 

• One (1) copy of the Bucks County Planning Commission SALDO Application form for your 
records.  Per their requirement, submission was made electronically.  

• One (1) copy of outside agency approvals:  Bucks County Conservation District, NPDES 
Permit, and PaDEP Act 537 Approval. 

I believe this constitutes a complete submission, noting that a waiver has been requested with 
regard to the Traffic Study.  Should you have any questions and/or require any additional 
information, please contact me via phone or email sdotts@gilmore-assoc.com  

Sincerely, 

 

 
Sharon K. Dotts, PE, CPESC 
Sr. Project Manager 

Enclosures 

CC: Applicant 
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facilities shown and described hereon are designed in conformance with the PADEP, 
Chapter 102: Erosion and Sediment Pollution Control Program Manual; latest edition. 
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I. Project Description - Existing Conditions: 

The site is located on State Road, approximately 0.64 miles southwest of its intersection 

with Street Road, in Bensalem Township, Bucks County. (See Figure 1. Location Map)  It 

consists of two lots, totaling 25.55 acres, which have been primarily used as an industrial facility 

for the past 50 years, inclusive of the last 5 years.  The rear of the property is bounded by Penn 

Central Railroad Tracks, followed by Interstate 95 Highway.  The site is generally flat in the 

back then slopes down to the warehouse and State Road; onsite soils are mostly Urban Land 

(UfuB) as mapped by the NRCS Websoil Survey although there is a small area of Udorthents 

(Ua) at the rear of the property.  The site is located within the Delaware River South Watershed; 

this portion of the Watershed is classified as WWF, MF in Chapter 93. 

The existing site is developed with significant areas of impervious surfaces.  In 2005 a 

plan was prepared and NPDES Permit approved to expand the stone area at the rear of the site; 

this plan included a stormwater management facility to supplement the pre-existing facility at 

the front of the property.  All runoff from the site is collected by existing drainage facilities 

adjacent to State Road which convey it under the roadway and to the Delaware River. 

1. Topographical Features 

Topographic information was field surveyed by Gilmore & Associates Inc. in May of 2019.  

Vertical datum is NAVD88 and was established by global positioning system (GPS) with 

observations referenced to the Keynet GPS Base Station Network.  Horizontal datum is 

based on 1983 State Plane Coordinate System, also established using the Keynet GPS Base 

Station Network.  See accompanying plans for topography. 

2. Soils 

Soils information for the project site was obtained from the Web Soil Survey of Bucks 

County, Pennsylvania and is presented in Figure 2.  See the accompanying plans for the 

location and extent of each soil type.  

Figure 2.  Soil Type and Properties Table

Soil 

Type
 Name and Texture

 Hydro. 

Group

Depth to 

Water Table

Depth to 

Bedrock

 Slope 

(%)
 Construction Limitations

Ua Urdothents, gravelly B/D 2.5' - 6' > 6' 0 - 8% somewhat limited:  slopes

UfuB Urban Land - - - 0 - 8% not rated
 

 

II. Project Description – Proposed Alterations: 

The proposed project involves the redevelopment of an existing warehouse into retail and 

office spaces.  Existing pavement and stone areas will be repurposed and improved for 

parking to support these uses.  There existing stormwater management facilities will be 

rehabilitated as needed and supplemented with new facilities to meet the current 

township ordinances and the Delaware River South Act 167 Watershed Plan. 
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III. Erosion & Sediment Controls and Maintenance: 

Temporary facilities for erosion and sediment control will be constructed prior to the 

commencement of work and shall remain operable until the lot is stabilized.  Since the site is 

previously developed and the majority of work will take place within existing pavement or 

stone areas, ESC measures are proposed to be localized for the disturbances.  See Erosion and 

Sediment Control Plans for locations and details of proposed measures.  A summary of the 

proposed methods is as follows: 

Stone Tire Cleaner:  In light of the existing site conditions and the use of the driveway 
for more than just construction traffic, a tire cleaning area with wash-down hose shall be 
installed in lieu of the standard construction entrance.  All construction vehicles leaving 
the site shall be required to utilize the tire cleaning area and wash tires prior to leaving 
the site.  Location of tire cleaning area is noted on the plans. 

Compost Sock:  Compost socks shall be installed as shown on the plans to before any 

earth disturbance begins and installed where noted during construction.  At the 

conclusion of the project, the compost shall be used as a soil amendment to aid in grass 

establishment. 

Soil Stockpile Area:  Topsoil shall be stripped and stockpiled no higher than 35 feet, 
maximum side slope of 2:1.  The soil stockpile locations are shown on the plan.  Silt 
fencing shall be installed around the down gradient perimeter of the stockpiles. 

Inlet Protection:  Inlet protection shall be installed on the proposed storm inlets to filter 
out sediments before entering the storm sewers.  Proposed storm inlets within stone area 
will not require Inlet Protection since these areas will be stabilized with additional stone 
immediately upon backfill of the trench. 

Vegetative Stabilization:  Stockpiled topsoil and any areas left exposed and inactive 
shall be stabilized immediately by applying temporary seed as per plans and 
specifications.  See attached Worksheet #8. 

Erosion Control Matting:  Erosion control fabric shall be installed on all embankments 
and swales.  Fabric shall be North American Green SC150 or equal. 

Maintenance of Temporary Facilities: Until the site is stabilized, all erosion and 

sediment control measures shall be properly maintained.  Maintenance shall include inspections 

of all control measures after each storm event and at least once per week.  All preventative and 

remedial maintenance work including clean out, repair, replacement, regrading, reseeding, 

remulching, and refencing shall be performed immediately.  Construction entrances shall be 

constantly maintained to the specified dimensions by adding rock where necessary.  See the 

detail sheet(s) for specific maintenance procedures. 

Maintenance of Permanent Facilities: The inspection and maintenance of all seeded 

areas is to be performed until vegetation is permanently established.  Operation and 

maintenance of the post-construction stormwater management facilities shall be as per 

procedures described in the PCSM Report. 
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IV. Stormwater Management: 

The base-line condition for the stormwater management calculations was taken from the 

2005 plans by Satterthwaite and NPDES Permit obtained for the expansion of the stone area 

used as a transfer area.  This condition was used to establish the re-existing impervious cover, 

and 20% of that cover was assumed to be ‘meadow’ in accordance with the Stormwater 

Management Ordinance. 

Stormwater management for the site will be handled primarily by bioretention/rain 

garden facilities.  The three existing facilities will be retrofit to improve volume control and 

water quality; one of them (SWM-2) will be significantly altered to provide peak rate control 

which is needed on the site.  Additional rain garden facilities will also be installed, and existing 

conveyance swales converted to vegetated swales with check dams.  There is a proposed storm 

sewer in the truck depot area that will use perforated piping to take advantage of infiltration 

capacity in that area.  The combined result of the proposed PCSM will be a reduction in the 

peak rate and volume of runoff leaving the site.  The use of a subsurface piping and infiltration 

in the truck area and the conversion and/or installation of bioretention will mitigate or reduce 

thermal impacts from the existing site and any increased imperviousness. 

Calculation Methods:  The Stormwater Management design is based on Dekalb Rational 

Method for runoff depth and hydrograph generation, automated by the use of the Hydraflow 

Hydrographs computer program.  Hydrograph reservoir routing in the program is based on 

the storage-indication method, a.k.a Modified Puls Routing.  The Erosion and Sediment 

Controls have been designed in accordance with PADEP, Chapter 102: Erosion and Sediment 

Pollution Control Program Manual; latest edition. 
 



2500 State Road & 625 Imperial Court Drainage Area Calculations

Bensalem Township, Bucks County, PA

File No. 1810073 2/24/2020

Volume (cu.ft)
Existing 86,397 107,015 132,393 150,077 171,087 186,545 201,085

Proposed 64,494 83,069 106,332 122,661 142,229 156,627 170,210

- nonstructural credit 3,269 3,269 3,269 3,269 3,269 3,269 3,269

compost soil amendment 3,497 3,497 3,497 3,497 3,497 3,497 3,497

Final Proposed 57,728 76,303 99,566 115,895 135,463 149,861 163,444

difference -28,669 -30,712 -32,827 -34,182 -35,624 -36,684 -37,641

Peak Rate (cfs)

Existing Onsite 16.12 20.47 25.96 28.93 38.13 44.89 50.83

Allowable  - 16.12 20.47 28.93 38.13 44.89 50.83

Proposed Discharge 11.21 13.66 16.77 19.21 22.47 24.95 27.31

difference -4.91 -6.81 -9.19 -9.72 -15.66 -19.94 -23.52

release rate 70% 67% 65% 66% 59% 56% 54%

The above summary is based on the Routing Calculations, using Dekalb Rational Method, for the entire site 

as shown in the Drainage Area Calculations.  It demonstrates required voulme and peak rate control in 

accordance with Delaware River South Act 167 Plan, circa 2004.

Discharge Summary

100yr1yr 2yr 5yr 10yr 25yr 50yr

Page 5
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STANDARD  WORKSHEET  #1 

COVER  SHEET 

 

 

 

A. Development Name: 2500 State Road / 625 Imperial Court  Date:  6/7/19 

 1. Location:  Bensalem Township,  Bucks County 

 2. Facility Owner: Bensalem Ii Assoc/Bensalem Iii Assoc 

  [102.4(a)]   2626 State Road 

      Bensalem,  PA  19020 

  Telephone No.:  ( 25 )  416-9594 

3. Person Responsible for Construction and Maintenance of earth moving operations 

and Erosion and Sediment Pollution Controls:  (list all responsible parties if duties 

are assigned to more than one party.)  [102.4(a)] 

 

    Not available at this time. 

                                                                     . 

                                                 .,                 

 Telephone No.: (   )     -     

4. Erosion and Sediment Control Plan Preparer  [102.4(a)] 

    Gilmore & Associates Inc. 

    65 East Butler Avenue, Suite 100 

    New Britain,  PA   18901 

 Telephone No.: (215)  345-4330 
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STANDARD  WORKSHEET  #2 

RECORD OF TRAINING AND EXPERIENCE 

 

 

NAME OF PLAN PREPARER:  SHARON K. DOTTS, PE, CPESC 

 

FORMAL EDUCATION: 

Name of College or Technical Institute: Widener University 

Curriculum or Program: Civil Engineering 

Dates of Attendance: From January 89  to  May 93 

Degree Received: Bachelor Of Science In Engineering 

Name of College or Technical Institute: Villanova University 

Curriculum or Program: Water Resources 

Dates of Attendance: From September 94  to  May 96 

Degree Received: Masters Of Civil Engineering 

OTHER TRAINING: 

Name of Training: CPESC Certification 

Presented by:  SCS & IECA 

Date:   September 21, 2000 

EMPLOYMENT HISTORY: 

Current Employer: Gilmore & Associates, Inc. 

Telephone:  (215)  345-4330 

Former Employer: F.X. Browne Inc. 

Telephone:  (215)  362-3878 

RECENT EROSION AND SEDIMENTATION CONTROL PLANS PREPARED: 

Name of Project: Woll Tract Park 
Valley Gate (Penrose 

Tract) 
Buckingham Friends 
School Athletic Field 

County: Bucks Bucks Bucks 

Municipality: Newtown Township Warrington Township Buckingham Township 

Permit Number: PAG2000907107 PAG02000912029l PAG02000912057 

Approving Agency: 
Bucks County 

Conservation District 
Bucks County 

Conservation District 
Bucks County 

Conservation District 
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WORKSHEET  #21 

Temporary and Permanent Vegetative Stabilization Specifications 

 

Project Name: 2500 State Road / 625 Imperial Court   

Location:  Bensalem Township,  Bucks County 

Prepared by:                                             Date:        

Checked by: SKD           Date:  6/7/2019 

 
SPECIFICATIONS:  The Department recommends the use of Penn State publication “Erosion Control 
& Conservation Plantings on Noncropland” as the standard to use for the selection of species, seed 
specifications, mixtures, liming and fertilizing, time of seeding, and seeding methods.  Specifications 
for these items may also be obtained from PennDOT’s Publication #408, Section 804 or by contacting 
the applicable county conservation district.  Upon selection of a reference, that reference must be 
used to provide all specifications for seeding, mulching, and soil amendments.  The following 
specifications will be used for this project unless specified otherwise on the Landscape Plans: 

 
(TEMPORARY) SPECIES:      PennDOT Formula E 
  % PURE LIVE SEED:      98   %    
  APPLICATION RATE:      50    lb/acre 
  FERTILIZER TYPE:      NONE    (X-X-X) 
  FERTILIZER APPL. RATE:      N/A   ton/acre 
  LIMING RATE:      NONE   ton/acre 
  MULCH TYPE:      hay or straw     . 
  MULCHING RATE:      3.0   ton/acre 
 
(PERMANENT) SPECIES:      PennDOT Formula B 
  TOPSOIL PLACEMENT DEPTH:  8     IN. 

  % PURE LIVE SEED:      98   %    
  APPLICATION RATE:      100    lb/acre 
  FERTILIZER TYPE:      10-20-20    (X-X-X) 
  FERTILIZER APPL. RATE:      20   lb / 1000 sq.ft. 
  LIMING RATE:      90   lb / 1000 sq.ft. 
  MULCH TYPE:      hay or straw     . 
  MULCHING RATE:      3.0   ton/acre 
  ANCHOR MATERIAL/METHOD:      wood cellulose or equal   . 
  RATE OF ANCHOR MATERIAL APPL.:      160   lb / 1000 sq.ft. 
  SEEDING SEASON DATES:      3/15 thru 6/1, 8/1 thru 9/15 
 
(PERMANENT - BASIN FLOOR) SPECIES:      see plan view for seed mix & rate 
  % PURE LIVE SEED:      98   %    
  APPLICATION RATE:      see plans    lb/acre 
  FERTILIZER TYPE:      10-20-20    (X-X-X) 
  FERTILIZER APPL. RATE:      20   lb / 1000 sq.ft. 
  LIMING RATE:      90   lb / 1000 sq.ft. 
  MULCH / ANCHOR TYPE:      erosion control mat and/or mulch per  
  ANCHOR METHOD:      details on plans   . 
  ANCHOR MATERIAL RATE (if spray):             . 
  SEEDING SEASON DATES:      3/15 thru 6/1, 8/1 thru 9/15 
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PROJECT NAME:

LOCATION:

PREPARED BY: DATE:

CHECKED BY: DATE:

X11 X12

perm perm

100yr 14.84 20.94

3.867 3.453

2.75 2.75

14.84 20.94 0.00 0.00 0.00 0.00 0.00

14.842 20.963 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

grass grass

0.04 0.04 0.04 0.05 0.04 0.05 0.04

4.0 4.0

2.403 2.287 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

1.0 1.0

n/a n/a #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

3.00 4.00

3.5 3 3 3 3 3 3

1.47 1.70 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

13.27 14.22 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

0.967 1.204

9.77 11.22 0.00 0.00 0.00 0.00 0.00

3.10 3.32 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

6.18 9.16 0.00 0.00 0.00 0.00 0.00

0.615 0.789 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

0.008 0.0052

0.028 0.026 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

0.020 0.018 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

0.037 0.034 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

Y Y #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

Freeboard for unstable flow (ft) 0.17 0.21 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

Freeboard for stable flow (ft) 0.24 0.30 0.00 0.00 0.00 0.00 0.00

Required Freeboard, F   (ft) 0.50 0.50 #DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

allw 

velocity

allw 

velocity
#DIV/0! #DIV/0! #DIV/0! #DIV/0! #DIV/0!

* Slopes may not be averaged

** For vegetated channels, provide data for temporary linings and vegetated conditions in separate columns.

Temporary mats listed are by 'North American Green.'  Equivalent mats by other manufacturers acceptable.

*** Allowable Velocity lining design method is not acceptable for channels with a bed slope of 10% or greater.  Shear Stress

lining design method is recommended fro channels with a bed slope of 10% or greater, and may be used for any design.

Temporary or Permanent swale

Drainage Area (acres)

Design Storm Q

Multiplier (1.6 temp, 2.75 perm, or 

2.25 special protection temp)

Protective Lining  **

Discharge, Q (based on d)  (cfs)

Allowable Shear Stress (lb/ft^2)

Manning's Coefficient, n  **

Shear Stress @ d (lb/ft^2)

6/7/2019

Channel or Channel Section

SKD

Required Capacity, Qr  (cfs)

#DIV/0!

0.00

STANDARD WORKSHEET #11

CHANNEL DESIGN DATA

2500 State Road / 625 Imperial Court

swales are designed as PCSM Facilities

Bucks CountyBensalem Township

Area, A  (sq.ft.)

d 50 stone size (in)

#DIV/0!Channel Top Width (ft) @ D

Channel Side Slopes    H:1

Channel Bottom Width (ft)

Flow Depth, d   (ft)

Bottom Width:Flow Depth  Ratio   

(maximum  12:1)

Total Depth, D   (ft)

Stable Flow?  (Y or N) #DIV/0!

#DIV/0!

#DIV/0!

#DIV/0!

0.7* Sc

1.3*Sc

Critical Slope, Sc

#DIV/0!

0.00

3

#DIV/0!

#DIV/0!

#DIV/0!

0.05

#DIV/0!

#DIV/0!

0

#DIV/0!

#DIV/0!

Allowable Velocity, Va   (fps)

Hydraulic Radius, R  (ft)

Bed Slope, S  (ft/ft)*

Velocity, V (based on d)  (fps)

Design method for Lining: *** 

Allowable Velocity or Sheer stress

0.00

Channel Top Width (ft) @ d



2500 State Rd & 625 Imperial Ct  Bentley FlowMaster V8i 
Project 1810073 Page 19 6/3/2019 

Worksheet for Swale X11, proposed 

PROJECT DESCRIPTION 

Friction Method Manning Formula 

Solve For Normal Depth 

INPUT DATA 

Roughness Coefficient 0.040 

Channel Slope 0.80 % 

Left Side Slope 4.00 (H:V) 

Right Side Slope 3.00 (H:V) 

Bottom Width 3.00 ft 

Discharge 14.84 cfs 

RESULTS 

Normal Depth 0.97 ft 

Flow Area 6.18 ft2 

Wetted Perimeter 10.05 ft 

Hydraulic Radius 0.61 ft 

Top Width 9.77 ft 

Critical Depth 0.70 ft 

Critical Slope 3.08 % 

Velocity 2.40 ft/s 

Velocity Head 0.09 ft 

Specific Energy 1.06 ft 

Froude Number 0.53 

Flow Type Subcritical 

NOTES 

PR runoff, 100yr event: 14.84 cfs per Hydraflow Hydrographs Model 

 

Vegetated swale with check dams: 

 ET rate of 0.30 in/hr 

 multiply by swale area of 10ft wide by 420 ft long = 0.0292 cfs 

  



2500 State Rd & 625 Imperial Ct  Bentley FlowMaster V8i 
Project 1810073 Page 20 6/3/2019 

Worksheet for Swale X12, proposed 

PROJECT DESCRIPTION 

Friction Method Manning Formula 

Solve For Normal Depth 

INPUT DATA 

Roughness Coefficient 0.040 

Channel Slope 0.52 % 

Left Side Slope 3.00 (H:V) 

Right Side Slope 3.00 (H:V) 

Bottom Width 4.00 ft 

Discharge 20.94 cfs 

RESULTS 

Normal Depth 1.21 ft 

Flow Area 9.19 ft2 

Wetted Perimeter 11.63 ft 

Hydraulic Radius 0.79 ft 

Top Width 11.24 ft 

Critical Depth 0.78 ft 

Critical Slope 2.93 % 

Velocity 2.28 ft/s 

Velocity Head 0.08 ft 

Specific Energy 1.29 ft 

Froude Number 0.44 

Flow Type Subcritical 

NOTES 

PR runoff, 100yr event: 20.94 cfs per Hydraflow Hydrographs Model 

 

Vegetated swale with check dams: 

 ET rate of 0.30 in/hr 

 multiply by swale area of 13.5ft wide by 544 ft long = 0.051 cfs 

  





EROSION AND SEDIMENT CONTROL PLAN Page 22 of 22

PROJECT NAME:

LOCATION:

PREPARED BY: DATE:

CHECKED BY: DATE:

METHODOLOGY:

Equations Utilized:

Minimum Tailwater Condition: W2 = 3do + La

Maximum Tailwater Condition: W2 = 3do + 0.4La

Blanket Thickness: T = 1.5*Dmax 

Discharge (Q) and Velocity (V) - obtained from the 100 Year Storm

do = pipe diameter

Width 1 = initial width of apron at end of structure

Width 2 = terminal width of apron, W2

PIPE 

DIA.

Tailwtr 

Cond.

Pipe 

Slope
Q V D50 ROCK Rock T La W at pipe

W at 

tailwtr

(in) MIN/MAX (%) (cfs) (fps) (in.) SIZE (in.) (ft) (ft) (ft)

FES 1.1 15 max 0.012 1.00% 4.84 4.58 6 R-4 18 6 3.75 6.15

FES 1.2 15 max 0.012 0.52% 2.66 3.24 6 R-4 18 6 3.75 6.15

FES 1.3 15 min 0.012 0.52% 2.28 3.71 6 R-4 18 8 3.75 11.75

FES P3 24 max 0.012 0.50% 17.44 6.27 6 R-4 18 9 6 9.6

OS-2 24 max 0.013 0.50% 21.89 5.09 6 R-4 18 9 6 9.6

OS-3 24 min 0.012 7.49% 28.72 19.34 12 6 18

R-7 0 0 0

R-7 0 0 0

R-7 0 0 0

depth max. d50 min.

R-5 6" 2" 1 1/2" 3/8"

R-6 8" 3 1/2" 2 1/2" 1/2"

R-7 10" 3 1/2" 2 1/2" 1/2"

R-8 12" 3 1/2" 2 1/2" 1/2"

STANDARD WORKSHEET

Rip-Rap Apron Outlet Protection

2500 State Road / 625 Imperial Court

Bensalem Township Bucks County

6/7/2019SKD

RIP-RAP DATA APRON DATA

Note: Rock size selected has been increased from the suggested d50 values based upon flow (Q) and/or velocity parameters.  

Energy Dissipator shall be hand placed and dimensions adjusted to conform to the existing roadside conveyance.

TYPE #
Mngs 

"n"

STRUCTURE DATA

Utilize PA D.E.P. Erosion and Sediment Control Manual  to construct a Rock Apron at culvert, endwall, 

headwall or channel outfalls.  First, tailwater condition must be determined (minimum or maximum).  

Second, with a known discharge, determine D50 rock size and length of apron "La".  Third, determine the 

width and thickness of the apron.  Lastly, ensure the permissible velocity of the rock size chosen is not 

exceeded  by the velocity of the discharge entering the apron.

use Scour-stop

AASHTO #1

AASHTO #1

Stone larger than R-4 shall have stone filter blanket installed prior to the rip-rap in lieu of non-woven geotextile.  Filter stone shall 

meet the following requirements:

Rip-rap 

Gradation

Filter Blanket Requirements

stone #

AASHTO #3

AASHTO #1
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Land Development Plan for 

2500 State Road & 625 Imperial Court 
Bensalem Township, Bucks County, PA 

 

List of Requested Waivers, July 30, 2020 

In accordance with Section 201-147 of the Bensalem Township Subdivision/Land 
Development Ordinance and on behalf of the Applicant, we are requesting your 
consideration of the following Ordinance waiver requests: 

1. §201-41.(d)(9)  and  §196-47.(2)b.1.B. 
 ‘Show all existing features and utilities within 400 feet (201-41)/100 feet (196-47) of the 

site.’  A waiver is requested since the property is already developed and the proposed 
work will not extend beyond the property boundary nor require new utility connections. 

2. §201-110.(b) 
 ‘Existing streets shall be widened and curbs installed.’  Waiver is requested for 

improvements to the existing streets since the property is currently developed. 

3. §201.112(d) 
 ’10-foot average planting strip shall be provided between the building and parking areas.’  

Waiver is requested since the building and the pavement are pre-existing condition 
being renovated. 

4. §201-112(i) 
 ‘Non-residential parking areas shall be curbed.’  Waiver is requested since this is a pre-

existing condition on the property.  Drainage design utilizes sheet flow from pavement 
areas into stormwater management facilities. 

5. §196-36.(b) 
 “The Township may allow the use of Rational Method to estimate peak discharges from 

drainage areas that contain less than 200 acres.”  The request is made to use the 
Dekalb Rational Method for calculating stormwater runoff. 

6. §196-36.(g) 
 ‘Runoff coefficients shall be increased by 5% in the proposed condition to account for 

compaction of earth.’  The site has been previously developed and the ground 
compacted.  Waiver is requested to apply the 5% increase to both the existing and 
proposed conditions. 

7. §196-61.(b)(1) 
 ‘Minimum pipe size shall be 18” diameter.’  Waiver is requested due to pre-exiting pipes 

of smaller size, limited cover availability, and to maintain flow velocity in pipes. 

8. §196-61.(b)(12) 
 ‘Minimum cover over pipes shall be 2 feet.’  Waiver is requested due to pre-exiting pipe 

depth and limited cover availability.  Minimum 12” of stone over pipe shall be maintained 
per Manufacturer’s recommendations. 

9. TRAFFIC STUDY:   [specific Ordinance Reference could not be located]  Waiver is 
requested regarding a Traffic Study since both properties are previously developed. 
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